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Abstract
The Behaviour of Powders under Failure Prone Conditions
This work investigates the behaviour of powders under failure prone conditions. 
Experimental investigations were carried out to explore the low pressure region of 
the yield surface defined in the P  — Q plane for a ferrous and an alumina powder. 
A new method based on high speed video acquisition and image analysis was devel­
oped to avoid contact measurement techniques in the simple compression test and 
to investigate the fracture initiation in the diametral compression test. The data 
reduction from the simple compression test was compared to loading curve analysis 
technique to obtain the yield stress and the elastic parameters can also be derived. 
The latter are compared to results from previous experimental studies by authors us­
ing different techniques. The data from the diametral compression test was analysed 
and the images were used to observe the conditions of crack initiation. The resulting 
data combined with the yield points obtained by the well documented instrumented 
die technique were used to establish the yield surfaces. The yield surfaces were ob­
tained by modifying an elliptic model and exhibit different characteristics in the low 
pressure range for the ferrous powder and the alumina powder.
The development of a three invariant model was carried out and used to evaluate 
the impact of Lode dependency on the compaction process. The formulation of 
the model is fully laid out and its performance was benchmarked against existing 
code. The impact of the Lode dependency was then explored in two numerical case 
studies. The compaction, ejection and unloading of a cylinder and a multilevel part 
were simulated. The impact of the new model on tool forces, density and stress 
distributions were quantified, showing that the major effect were in the peak values 
of the stresses. It is therefore concluded that it is of interest to take into account 
the Lode dependency when investigating possible causes of defects.
The conditions of fracture initiation were then explored by means of two case studies. 
First a cylindrical component was used to explore ejection and unloading scheme 
with a particular attention to delamination. Then a multilevel component was anal­
ysed. SEM images of samples are used in combination with simulations to define 
the conditions of failure observed in some multilevel parts. This led to the definition 
of a formulation for a failure risk index. This aims to indicate fracture propensity 
based on an empirical approach. The criterion was based on stresses and takes into 
account material and kinematic variability. Finally it was tested against the exper­
imental data and found to give a good agreement with the experimental data.
iv
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Powder compaction is an attractive manufacturing process, when suitable, to pro­
duce components with economic advantages. Research in powder compaction looks 
to improve the production method by extending the knowledge of granulate mate­
rials behaviour and embedding this knowledge in design tools. In particular com­
putational methods can be used to predict the outcome of the process, thus cutting 
long and costly development time.
Computational methods applied to powder compaction have been implemented since 
the early 1990s, mainly based on work from the field of soil mechanics, exploiting 
the similarities between consolidation and densification in porous and granular me­
dia. Simple components are simulated reliably, and the need for more advanced 
models is increasing, in particular, a deeper exploration of the powder behaviour in 
conditions dominated by shear. These conditions adversely affect the compaction 
process resulting in low density regions and sometimes fractures.
This work aims to explore the powder behaviour in such conditions. The partic­
ular compaction method studied is cold uniaxial die pressing. It was financed by 
industrial partners who also brought forward some of the case studies therefore its 
outcomes are largely driven by industrial requirements in the development of testing 
methods and software.
First, the experimental part of the work first looks at simple tests that can be 
used to characterise powders: the unconfined compression test and the diametral 
compression test. However a new approach is used to analyse the results by image
1
CHAPTER 1. INTRODUCTION 2
processing techniques that were developed to analyse the results. The information 
from these experiments help understand the yield and fracture properties of powder 
compacts. The information collected from these tests can be used to calibrate con­
stitutive models that are used for computational simulations.
Then, the next part of this study then investigates the effect of three dimensional 
states of stress in powder compacts. The mathematical basis for a numerical im­
plementation is developed. A comparison is carried out between models to evaluate 
the influence of complex conditions. Finally, an investigation of the factors that lead 
to the initiation of fractures was carried out. In particular, the state of stress and 
the evolution of plastic deformations were examined, leading to the development 
of a criterion for fracture propensity in powder compacts. These developments are 
validated by a set of case studies.
1.1 The Powder Manufacturing Industry
Powder manufacturing (PM) is a production route through which components are 
produced from a loose granular material by subjecting it to pressure. A wide range 
of applications make use of powder compacted components. Mechanical and struc­
tural products include gears, connecting rods and bearings, which are manufactured 
from ferrous and hard powders. Components for the control of friction also represent 
an important share of the powder manufactured parts, such as bushes and brake 
pads, showing that friction can be minimised or enhanced by exploiting properties 
of copper alloys, polymers or ceramics. Hard metals and ceramics, which are dif­
ficult to work on with machining processes advantageously exploit the properties 
of powder compaction for the production of tools tips for machining and also the 
mining industry. Powder manufactured components are also used in the medical 
environment where ceramics are pressed into prosthetics. Finally, tabletting is also 
a process based on the pressing of powder in the pharmaceutical and food industry. 
Some of the products from powder manufacturing processes are illustrated in Figure 
1 . 1 .
The strong point of this production route lies in its economic advantages regarding 
manufacturing costs and its high material utilisation: 95% (Figure 1.2 from the Eu-
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Figure 1.1: examples of powder manufactured parts, on the left, mechanical com­
ponents from GKN and on the right, a femoral head
ropean Powder Metallurgy Association - EPMA). This is made possible by the near 
finished dimensions that can be obtained from the process. Also, powder manufac­
turing processes are the only efficient way to obtain some properties, for example a 
controlled porosity to either impregnate a bush with lubricant or produce filters.
Powder metallurgy was developed as industry in the early twentieth century based 
on the production of tungsten lamp filaments. The powder metallurgy sector grew 
rapidly during the second World War, driven by the adoption of the process for 
the production of ferrous structural parts. It is now an established manufacturing 
process, particularly popular in the automotive sector [CapOO]. Published figures 
in the industry show that north American car manufacturers lead the way in auto­
motive PM product usage [New04b] and although European cars include less PM 
parts, European manufacturers are increasing the amount of powder manufactured 
products, pushed in by new technologies [New04a].
The PM market is largely dominated by north America, followed by Europe and 
Japan, but new countries are emerging in the sector, already overtaking Japan with 
their combined shipments, Figure 1.3. These countries are mainly, China, Russia, 
India and Iran, whereas powder shipments for the main producing nations have 
been stagnating since 2000 [New04b]. The net effect is a 10% yearly growth in this
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Figure 1.3: Global powder shipments in 2003 [New04a]
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1.2 The Powder Compaction Manufacturing pro­
cess
The PM industry covers the activities from the production of the powder until the 
finished product is obtained (Figure 1.4). The powder is obtained by various meth­
ods such as mechanical grinding, electrolysis, atomisation or chemical processes. The 
powder then needs to be blended with the desired alloying elements and additives 
(binders or lubricants) required to obtain the desired properties. The mix is then 
pressed to the desired shape. The more traditional ways of producing the compact 
are die pressing, isostatic pressing and metal injection moulding. Temperature is an 
important variable of the process and divides PM methods into two general families: 
hot and cold compaction processes. Warm compaction is sometimes added to this 
classification, carried out at intermediate temperatures, but it is not widespread. 
The production method studied in this thesis is cold die compaction. It can be 
subdivided into the die filling, pressing and ejection steps, of those three steps the 
investigation will be restricted to the pressing and ejection phases. The result of 
the compaction is called the green compact. In this state it has neither acquired its 
final mechanical properties nor dimensions. A few exceptions exist, for example in 
the pharmaceutical and food industries. For these processes, the product is in its 
final state as it comes out of the die.
Most compacts need to be sintered. Sintering is a heat treatment by which the com­
pact acquires cohesion in its crystalline arrangement. Previous cohesion in the green 
state was only the result of grain interlocking and in some cases cold welding. After 
sintering at a temperature usually half of the melting temperature, the compact can 
be considered as a continuous material, whether solid or porous. The final finishing 
operations can then be carried out, such as machining, coating, surface and heat 
treatments or any other necessary operation.
The powder compaction manufacturing process also has its limitations. This 
study concentrates on uniaxial die compaction and associated geometrical limita­
tions arise. This is essentially due to the pressing motion of the tools. The EPMA 
gives an overview of good design practices for powder manufactured components 
[EPM07a]. Other limitations are due to the granular nature of the basic material. 
If cohesion is to be obtained, pressure is an important parameter and shear motion
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Figure 1.4: The PM process [MPI07]
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inside the die can destroy the fragile integrity of a green component. Finally, the 
need for sintering also brings the need for a homogeneous density field throughout 
the part. If this condition is not fulfilled, shrinkage associated with sintering will 
not be uniform leading to out of tolerance geometry or enforcing additional finishing 
operations with associated cost penalty. The issues are particularly aggravated in 
complex or close tolerance part geometries and are particularly relevant to ceramic 
or hard metal parts, which are compacted to a low relative density and subsequently 
shrunk by sintering, in contrast with ferrous parts which are compacted to very high 
relative densities and are therefore less affected by shrinkage. The ability to predict 
the likelihood of such defects is particularly attractive because it can lead to near 
right first time manufacturing. Simulation promises to play a key role in achieving 
this and will be discussed more fully in the next section.
1.3 The Role of M odelling in the PM  Industry
Numerical simulation is nowadays an important tool in the design of a new product. 
Computational methods are widely used to check the suitability of a part for its 
purpose - with fluid, structural or thermal considerations. Some more advanced op­
timisation techniques can even refine a design. These applications all aim to improve 
the design of the part with a focus on its conditions of use. Computational simula­
tion of manufacturing processes are not as widely spread in the industry. They are 
mostly a basis for joint research between academia and industrial partners. This 
may be because, from a manufacturer’s point of view, failure of a component in 
service is taken into account by trying to completely prevent it, leading to the use 
of safety factors and the implementation of maintenance plans. On the other hand, 
failure during the manufacturing process is essentially viewed as a statistical process. 
It has  to be asked how much can be invested in the process to improve it before it 
becomes cheaper to simply throw away the faulty parts. Some numerical research 
in manufacturing techniques makes use of statistical techniques based on variations 
of a set of parameters [RSL95].
The design stage is where numerical simulations can have an impact, as they do 
not require the use of machine tools that could be employed in production, thus 
resulting in a loss of income. Projects such as Modnet [PM 99] and Dienet [BF06],
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in Europe, have shown the progress in numerical modelling capabilities [Cal06], but 
also outline the separation between industrial partners and numerical work centres. 
The latter are often academic institutions. The conclusion of the Dienet project 
shows that numerical modelling is not yet widely implanted in industry [BF06]. It 
must be highlighted that very good results are obtained in this European programme 
by numerical codes regarding density distribution and predictions of the tool forces 
have improved a lot over the last decade. However the industry still hasn’t adopted 
computational methods in its design process: the three main reasons quoted are 
computational time requirements, the expertise needed to use the models and, to 
a certain extent, the outcomes of the simulations are not entirely satisfactory. The 
first points can be addressed by expertly tuning code and the second partly by im­
proving user interfaces. The second point and the third one also raise questions on 
the quality of the input data. Good results can only come out of a model if it is 
appropriately calibrated to reflect the behaviour of the considered material. The 
techniques for the calibration of the model can be themselves complex and expen­
sive. Finally better tools for the interpretation of the output from such models need 
to be developed. Once stresses and density fields are computed, only crack prop­
agation can influence the evolution of the compact in the models currently in use 
and published. The essential data is therefore present, which emphasizes the need 
for better exploitation tools.
As mentioned above, before being widely adopted by the industry, a simulation 
system needs to be well calibrated yet simple to use. The complexity of models 
that reflect the behaviour of a powder can be such that the collaboration between 
the industry and research organisations is a necessity. Databases could provide the 
necessary information for the use of modelling tools, making the simulation software 
more usable by eliminating the time consuming experimental phase. An initiative 
comparable to the Global Powder Metallurgy Property Database developed by the 
Metal Powder Industry Federation (MPIF), the Japanese Powder Metallurgy As­
sociation (JPMA) and EPMA, would be useful to ease and promote the use of 
numerical tools in industry. Finally this collaboration is also an opportunity to 
convey expectations regarding the outcomes of the simulations between users and 
developers. Recent projects such as the Dienet thematic network showed, in par­
ticular, that improvements regarding stresses on the tools and the development of
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fracture prediction capabilities are high on the list of expectations.
Numerical simulations have another crucial role, outside the industry. They can be 
used as a research tool to investigate powder compaction. Many phenomena need to 
be investigated, such as anisotropy, yield behaviour and fracture mechanisms. The 
compaction of powders has been simulated reliably since the late 1990s [PM 99], 
This is however in a context where the powder undergoes an essentially uniaxial 
deformation in oedometric conditions. Further detail on these conditions is given in 
Chapter 5. These conditions are only encountered homogeneously throughout the 
material in the ideal case of a frictionless compaction. This region of the yield surface 
can be considered a safe zone for the reliability of the simulations. It is interesting 
to also explore what happens when the stresses stray from this ideal path. Such 
conditions can arise due to geometrical features (corners), tooling limitations or im­
portant friction. More often, they occur during the ejection phase of the compaction 
cycle. This is the stage of the compaction cycle that has received the least attention.
The present study looks at these conditions, with a view to characterise the powder 
behaviour under low confining pressure, as well as in out-of-plane stress conditions. 
The studies of stress states outside the oedometric conditions are rare to date. Most 
authors make the deliberate choice of only using simple yield functions. A study 
by Mosbah et al. [MKSK97] shows that the behaviour of powders is dependent on 
the Lode angle. This particular point will be reviewed in Chapter 2 and developed 
in Chapter 4. Little work followed in the computational field to explore how this 
influences the compaction process. The development of fractures has been investi­
gated by several authors. Most work is based on fracture propagation derived from 
other applications of fracture mechanics [TA06]. It is important to also have an 
insight into the initiation of cracks. Coube [Cou98] and Mori et al. [MSS099] have 
explored different methods to predict the onset of fracture based respectively on the 
volumetric strain and the maximum principal stress.
A good investigation of the low pressure region of the yield surfaces and the initia­
tion of fracture must rest on data relating to these conditions. This thesis therefore 
includes a part on experimental work and the development of data exploitation tech­
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niques as well as the numerical developments that relate to the observations.
1.4 Context and Scope of the Work
The present work was carried out in close collaboration with the industry. Although 
this was essentially a research oriented project, there were also deliverables in terms 
of knowledge transfer to the industry and regarding the exploitability of the out­
comes. This involved writing a graphical user interface and the associated training 
material. The research aim of the project is to determine the conditions in which 
the powder compaction process fails to produce a sound component with a view to 
predict numerically the outcome of a compaction. The scope of the work is limited 
to the cold die compaction process. This sets out several challenges, the first one 
is in the determination of the condition of fractures. The literature gives several in­
dicators on the likely conditions. However a more detailed investigation is required 
to characterise precisely the behaviour of powders in these conditions. This was 
done experimentally and numerically. The challenges involved in the development 
of numerical defect prediction lie in the need for an accurate model regarding the 
material behaviour in these conditions. The first step to take is therefore the gath­
ering of experimental data, including the validation of the concerned experiments. 
To ensure that the simple tests mentioned in the first section of this chapter can 
be used to characterise powders, imaging techniques were used to analyse the tests. 
The work of Shima et al. was used as a basis to explore the impact of Lode depen­
dency in powders. Although was shown to be Lode dependent, no published work 
documents how this influences the outcome of a compaction cycle. To conclude this 
work, case studies axe used to explore cases known to put the compacts’ integrity 
at risk. They used to document the evolution of stresses and density in the areas of 
the compact which can be of concern and to establish the performance of a defect 
prediction model.
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1.5 Structure of the Thesis
As stated above, the present work aims to investigate and characterise the condi­
tions of defect appearance in parts produced by the cold uniaxial powder compaction 
process. This includes the pressing and ejection stages but excludes the filling of 
the die and the sintering phases. The organisation of this thesis is outlined below, 
detailing the original work undertaken to achieve the specified target.
Chapter 2 presents a literature review on the powder characterisation methods and 
the associated modelling techniques.
In Chapter 3, experimental results and their interpretation techniques are developed 
to explore the behaviour of powders in situations where the powder compaction pro­
cess may fail. The work in this chapter is focused on checking the conditions of yield 
or failure in the unconfined compression test and the Brazilian disc test. They are 
well documented tests but their results are dependent on the way in which the data 
is exploited. The use of new image analysis techniques specifically contrasts the re­
sults from the analysis of the loading curve of the test and those obtained by taking 
into account the state of the compact (e.g. strain measurements or observation of 
fractures). The results from the test are then used to establish a new yield surface 
that reflects the findings in the final section of the chapter.
Chapter 4 is dedicated to the study of numerical models for the powder compaction 
process. The emphasis is put on the development of the constitutive equation re­
lating stresses and strains. In particular, a new constitutive model is developed to 
investigate what happens when the compaction does not remain a simple uniaxial 
deformation. The constitutive relationship is based on a Lode dependent associated 
plasticity model. Thus, the chapter first introduce a modified CamClay model, then 
the development of the new Lode-dependent model. Its performance is evaluated 
and examples of a cylinder and a stepped component are used to illustrate the dif­
ferences introduced by the Lode dependency.
Chapter 5 introduces a method to predict the failure of a component during the 
compaction and ejection cycle. It is based on a statistical approach for several rea­
sons. First, the experimental results show that even if the experiments appear to 
have a very good reproducibility in terms of maximum load and elastic properties, 
the stress levels at which fractures appear are much less precise and suggest that
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they are distributed statistically. This is illustrated with two case studies. The 
resulting defect occurrence criterion is shown in this final chapter of investigation as 
a proof of concept based on the finding from the previous chapters, which could be 
further developed by more extensive experimental data to calibrate the statistical 
distribution employed.
Chapter 6 brings a closure on this work with the conclusions regarding the work un­
dertaken and its outcomes. Recommendations are also made on the ways to build 
upon the present work for future developments and exploitation.
Throughout the chapters, illustrations will be found with images from numerical 
simulations. The components studied in this work are all axisymetrical, and there­
fore as a convention, only half of the part is shown. The centre line is on the left 
and the outer surface on the right. Another convention used in this work is that 




The literature to date is reviewed in this chapter. It aims to present the work carried 
out to date, which the present thesis extends. Modelling the behaviour of powders 
in the compaction process requires a good understanding of the granular media. 
It is possible to consider powder as a continuum or to consider each individual 
particle that constitutes it. These different approaches lead to several possibilities 
in the modelling of powder compaction exposed further in the section on simula­
tion techniques. Consequently, the choice of approach, whether micromechanical or 
macromechanical leads to the necessity to characterise different properties of the 
powder.
Essentially, powder compaction is carried out by gross deformation of a media, with 
a reduction in volume that can exceed 2:1, this is particularly important when choos­
ing a modelling technique. The desired effect is the permanent deformation of the 
media into the shape of the die. This involves an elastic deformation, which will 
be recovered as the component comes out of the tool set and a non-recoverable de­
formation which ensures that the powder is effectively packed and cohesive. The 
techniques employed to characterise the deformation conditions of powders in the 
forming process are reported in the first section of this chapter. Following exper­
imental characterisation, the data must be put in an exploitable theoritical form. 
This is the role of constitutive models, which are used to determine the response of 
a powder to imposed conditions. The most important material models for powder 
compaction are reviewed in the second section of this work. Once models are es­
13
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tablished, they need to be set within a mathematical framework to be exploited. A 
review of possible solutions are presented with a strong emphasis on the finite ele­
ment method, as it is the scheme employed in this work for numerical modelling. A 
different approach, known as discrete modelling is also presented for its interesting 
perspective on powder forming simulation by reproducing the discrete nature of the 
material. Finally, a section is dedicated to the review of the work carried out on 
fracture in powder compaction. This section gathers experimental observations and 
some numerical work. It also includes numerical developments that are not directly 
related to powder forming but that can be of interest as they are generic methods 
to simulate the development of cracks.
2.1 Experimental Characterisation Techniques
The techniques for the characterisation of the plastic behaviour are reviewed first in 
this section, as plasticity is the dominant phenomenon in powder compaction and 
the basis of powder manufacturing. In continuum mechanics, the most common 
plasticity models are based on a stress limit known as the yield stress. The research 
on powder compaction concentrates on this mode of determination of the onset of 
plasticity. Characterising plasticity for powders is therefore the search for the stress 
limit from which a permanent deformation is achieved. It is important to charac­
terise powders in a range of conditions rather than for a set compaction scheme as 
the state of the material throughout a compact is not homogeneous, especially in 
multilevel components and in the presence of friction.
It is expected that the stress limit to reach plasticity is a function of the density 
of the material. The techniques employed are largely derived from civil engineer­
ing, with tests for soils (oedometric test) and building materials such as concrete 
and plaster (Brazilian disc tests). It must also be noted that manufacturing parts 
from powder is most widely applied to components that have plane strain situa­
tions, either by axial symmetry or their small dimension. This generalisation has 
an important consequence regarding the characterisation of plasticity for powders: 
this reduces the number of variables from the three principal stresses to the hydro­
static and deviatoric stresses P  and Q. Arguably, the plane deformation conditions 
are invalidated when complex features are introduced, which raises the question of
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the validity of a yield model based on two stress measures only. As a consequence, 
the use of models derived from such experiments can be difficult to exploit in the 
simulation of complex multilevel parts.
2.1.1 M easurem ent of The Yield Properties of Powders 
Closed die compaction tests
The instrumented die test is a technique inspired from the oedometric test for soils. 
It consists of compressing a sample in a cylindrical die under the displacement of 
the tool forming one of the end of the cylinder. The instrumentation on the test 
bench has been refined with years of research to improve the quality of the data 
obtained from such equipment. The particular technical choices vary according to 
the research organisation. Two designs are proposed by AEAT [GTG+01] and UWS 
[CamOO], but the data collected from the instrumented die tests always consists of 
axial and radial stresses and the tool displacement. The difference lies in the imple­
mentation of the radial stress measurement: AEAT uses three pins whereas a set of 
five strain gauges was employed by the system developed at Swansea University.
To test a particular powder, the loose material is introduced in the die and com­
pacted up to its maximum green density. During this process, the stresses are 
recorded and considered to constitute the yield conditions of the powder at the 
considered density. This test is very important, as it can represent the stress path 
followed by powder in an ideal case of uniaxial compression. When the friction is 
neglected, all the volume in the die is deformed homogeneously and strictly propor­
tionally to the displacement of the compacting tool. The data exploitation technique 
differs according to the design of the experimental equipment. It needs to take into 
account the height of the compact at the time of each measurement depending on 
the location of the sensors in the die. Korachkin demonstrated the calibration pro­
cedure with cylindrical rubber plugs compressed in the die [Kor06]. Friction must 
also be accounted for during the test. Bocchini introduces an indirect method for 
the calculation of the friction coefficient during a die compaction test [Boc95]. The 
result of the test can be plotted in the P  — Q plane chosen to represent the yield 
surface.
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Triaxial tests
A more complex evolution of the instrumented die test is the so called triaxial test. 
It consists of compacting powder in a rubber sleeve under hydraulic pressure as well 
as from the end under the displacement of a tool. This is a triaxial test as the 
deformation taking place is axial, radial and circumferential, but only two indepen­
dent directions are really used as radial and circumferential deformations are equal 
in cases of axial symmetry. It is sometimes referred to as a biaxial test for this 
reason. The test can be carried out with different methods of measurement of the 
deformations. Direct measurements involve a deformation sensor based on strain 
gauge or displacement transducers immersed in the hydraulic fluid to retrieve the 
radial deformation [SRKW+77, CBL+94, BAC94, SC07]. An indirect measurement 
can also be carried out by measuring the change in the volume of hydraulic fluid in 
the chamber around the specimen [Koe71, MK79]. Doremus et al. [DGM+95] and 
Sinka et al [SCMLOO, SC07] recently used the test to establish the yield limit of 
steel powders, respectively with an indirect and a direct measurement method of the 
radial deformation. This technique has great advantages as it can be used to vary 
the ratio of axial to radial deformation resulting in a wide range of sampling points 
for the definition of a yield stress limit. The die compaction can theoretically be 
reproduced with this test by maintaining a hydraulic pressure such that no change 
in fluid volume occurs. The radial stress is directly given by the hydraulic pressure 
maintained around the sample and the axial stress is the compaction force divided 
by the section of the sample. Despite the apparent simplicity of the approach, this 
experiment presents major difficulties. Friction between the powder and the rubber 
sleeve is difficult to characterise. There is also the difficulty of compensating the 
forces induced on the tools from the friction of the sleeve and the hydraulic pressure 
applied on the ’footing’ of the compact. This renders the test complex to analyse. 
Also, very specialised equipment is required for the test, making it impractical in 
industry for a company producing parts from uniaxial pressing. Finally, both direct 
and indirect measurement methods have their drawbacks. With an indirect mea­
surement method, Mosbah highlighted that the rubber sleeve needs to reliably seal 
the oil out: the rubber can be porous in such measure that it has no consequence at 
low pressure but at high pressure, it may not completely isolate the powder from the
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hydraulic fluid [Mos95]. The seal between the punches and the sleeve is also critical. 
The direct measurements come with the challenge of using a sensor immersed in 
a high pressure fluid. Although this could have been a problem in the early tests, 
the technology is now available to overcome this issue. However, the position of the 
measurement is critical as the radius will be different at different axial positions on 
the compact. To obtain more regular measurements, precompacted samples can be 
used instead of loose powder, but this implies a lower threshold for the character­
isation of the powder. The approach with precompacted samples, as exploited by 
Cameron, gives good results as it avoids the footing issue at the tip of the punches, 
however it involves bringing samples to their yield limit and repeating this process 
from different densities [CamOO]. This is a lengthy process and can only be carried 
out to characterise powder above the density at which cohesion is reached. The 
technique employed by Sinka and Cocks can be used to characterise powders from 
the tap density [SC07]. It only requires a single run to characterise a powder along 
a particular loading path, in the same manner as the instrumented die test. This is 
much more effective but generates a wide foot at the contact between the contact 
and the punches where hydraulic pressure may interfere with the results.
Doremus used the results from the triaxial test to calibrate a Drucker-Prager model 
reviewed in the next section [DGM+95], but Sinka et al. questioned the existence 
of the critical state with shear failure following their investigation as the powder 
appears to yield plastically rather than fail in shear mode in their experiments, 
supporting single surface models such as the modified CamClay model [SCMLOO]. 
Cameron also found a good agreement between the experimental data and a mod­
ified CamClay model, reviewed in the next section [CamOO]. Finally, the approach 
taken by Sinka and Cocks showed that density may not be the most appropriate 
state variable to describe the evolution of yield surfaces and suggests the use of 
work per unit volume instead [SCOT]. This approach was motivated by a good con­
servation of normality between the plastic flow vectors and the contours of constant 
works. Smooth constant work surfaces were obtained whereas the isodensity sur­
faces were difficult to characterise. It was however necessary to express the stresses 
with respect to the original configuration and thus use Kirchhoff stresses, which are 
seldom used in engineering applications. Cauchy stresses are commonly employed 
instead. This also assumes that the initial conditions from the characterisation tests
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are always repeated in the situations that need to be simulated, which is difficult to 
achieve in practice.
The true triaxial test was developed and exploited in the 1980s by Shima and 
Mimura [SM86]. This is the only reference to a triaxial testing technique in the 
literature to date in which all directions of the deformation can be independently 
set. The experimental apparatus consists of 6 wedges placed in a box. The dis­
placements are controlled and the shape of the wedges is designed so that as they 
are pushed together, a rectangular-prismatic volume is compressed between them. 
The equipment is complex and require very good precision in the tool manufacture 
and the control of their displacement to avoid lock up of the device. The friction is 
taking place between the tools and the powder and also among the tools themselves 
making the data reduction complex. Mosbah et al. [MKSK97] concludes from ex­
periments that the shape of the elastic envelope for powders is influenced by the 
third deviatoric stress invariant. This finding was later also confirmed by Shima 
and Kotera [SK98].
Shear box test
The shear box test was documented by Jenike [Jen64]. It has therefore also come 
to be known as the Jenike cell test. It can be carried out on powders that have 
already been compacted in a die. By analogy to soil mechanics, pre-compaction is 
equivalent to the consolidation of soils. The samples can be subjected to an axial 
load during the shear test or not, which requires further instrumentation to monitor 
the corresponding radial stresses. The load to which the sample is subjected can be 
used to obtain a variety of data points to test the yield limit in different conditions. 
This testing method was explored by Cameron [CamOO] to define yield limits under 
high shear stresses.
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Unconfined compression test
The unconfined compression test is a very simple test to produce a different set of 
data points. It can be considered as belonging to the same category as a biaxial test 
without a confining pressure. It may also be encountered in the literature as the 
simple compression test or the free standing compression test. This test originates 
from concrete testing [ASTOO, Des69]. It requires the manufacture of samples that 
have achieved cohesion. It can therefore not be used to characterise the powder 
from very low densities. For example, it is possible to use the instrumented die and 
the triaxial tests from a tap density of 3.2g/cc for the DistaloyAE, a ferrous powder 
from Hogan” as. This powder does not achieve a cohesion that can sustain ejection 
from the die at densities below 5.35g/cc. The difficulty in this test lies in finding 
the appropriate point of the loading curve to reflect when the sample is considered 
to have yielded. The difficulty increases as the material is more ductile. Additional 
measurements need to be taken for ductile material and a technique is developed in 
Chapter 3 of this work to ensure the capture of the yield condition.
Brazilian disc test
The Brazilian disc test is also called the diametral compression test. It is a long es­
tablished test on rocks, concrete and plaster. The test itself is a very basic procedure 
as it simply consists of crushing a cylindrical sample radially. The interpretation 
of the test however is very complex. Due to the position of the sample, the stress 
distribution is not homogeneous and is very complex with stress concentrations at 
the contact between the tools and the compact. The first analysis of the test was 
given by Hertz at the end of the 19th century [Her95] as a solution for radial con­
tact. However because of the point load assumption, it predicts infinite stresses at 
the contacts. It was later refined by Hondros [Hon59] to take into account the area 
of contact between the tools and sample. Experimental and numerical work followed 
to study the influence of the type of contact and its width. It is generally accepted 
that the ratio of the contact width to the sample diameter should not exceed 0.2. 
Flat contacts can also be used in conjunction with the solution by Hondros, al­
though it was originally calculated for a contact on an arc of a circle [Fah96]. The
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validity of a yield point calculated from the diametral compression test can also be 
argued. It is difficult to detect localised changes in the deformation field, which will 
invariably occur due to the particular stress distribution in the sample. This makes 
the test well suited for brittle materials, in which rupture will be easy to detect, 
but not advisable for a ductile material as the onset of plastic deformation can be 
undetected and modify the stress distribution, thus invalidating the calculation of 
the stresses for the yield condition. In the study by Procopio et al., plastic defor­
mations were found to influence the location where the fracture originates [PZC03]. 
Ernst defined a brittle failure as one that occurs before permanent deformation of 
the sample at the macroscopic level can be observed [Ern99]. A study is conducted 
in this work regarding the results of the Brazilian disc test and their applicability 
in Chapter 3, with attention to the fracture condition (brittle or ductile) according 
to the definition by Ernst.
The three and four point bending tests can also be used to characterise the elastic 
envelope of powders. Kraft mentions that the tests could be exploited in such a 
way [Kra03]. However, the literature shows that it is rarely done. The more com­
mon application of the bending tests is the study of the evolution of the bending 
strength with respect to another process parameters, for example, the relative den­
sity [DFA+01], or the nature and quantity of binders, [E. 05].
2.1.2 M easurem ent of the Elastic Properties of Powders
The elastic properties of powders are particularly influential on the recovery of the 
compact. This is critical during the unloading and the ejection of the part as it will 
undergo a recovery of the elastic deformations as it comes out of the die. This pro­
cess can cause difficulties as the material undergoes a radial recovery, which is very 
localised at the edge of the die.The concentration of the radial springback can induce 
high shear stress levels, sometimes tensile stresses too, threatening the integrity of 
the compact. The elastic properties of powder are therefore critical and need to 
be explored. The development of the shear and tensile stresses are investigated in
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Chapter 5 of the present work.
Several methods are available for the investigation of the elastic parameters of pow­
ders. It can be done during the die compaction test, the triaxial test or the simple 
compression test. These are theoretically easy tests to process as they involve homo­
geneous deformations and stresses. The results however show that discrepancies can 
arise between the different methods. The reasons for the discrepancies are largely 
due to the method adopted, in which friction, die rigidity and other parameters can 
interfere with the results. This is investigated further in Chapter 3 of this thesis. 
Since the mid-1990s, a popular method to evaluate the elastic properties of powders 
is the axisymmetrical triaxial test. By combining the data between the pressure 
and the deformations from the test, it is easy to derive an elasticity modulus for the 
powder. Mosbah and Bouvard, Pavier and Dore mus and Doremus et al used this 
technique to determine the elastic properties of the powder by imposing loading and 
unloading cycles during a triaxial compaction [MB96, PD99, DTA01].
Further studies, by Guyoncourt, Korachkin and also in this work show that the 
values of Young’s modulus from the triaxial test are largely overestimated [Guy05, 
Kor06]. This is also acknowledged by Pavier [Pav98]. This is because it does not 
take into account the friction between the powder and the rubber sleeve. The inter­
action of the hydraulic pressure on the end of the punch is also neglected. The tests 
by Guyoncourt showed that the elastic properties of powders can also be altered 
when measured during a compaction cycle due to creep. This is understandable as 
the load observed at the end of a compaction decreases when the punches are main­
tained in position. The results of the tests therefore depend on the time left for the 
compact to settle in the die before taking the measurements of elastic properties. 
Guyoncourt therefore chose to use the axial recovery of the compact and a cali­
bration from the radial pressure and friction to derive an axial elasticity modulus. 
The radial recovery is then used to calculate Poisson’s ratio. This approach is very 
complex and requires a very meticulous calibration of the experimental apparatus. 
Guyoncourt’s study is also the only one found in this literature review that takes 
into account the deformation of the die as most authors consider the toolset much 
stiffer than the powder and therefore assume its deformation negligible. The values 
for Young’s modulus of a comparable ferrous powder were one third of those found 
by Pavier [PD99]. The same method was also applied to a zirconia powder and a
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cellulose powder. The discussion of the results states that the assumed isotropy of 
Young’s modulus probably results in overestimated results as the compact is stressed 
radially as well as axially
An instrumented die approach is set out by Cunningham et al. for the measurement 
of the elastic properties and applied to a pharmaceutical powder [CIS04]. This ap­
proach is used by Korachkin, as well as the derivation of Young’s modulus from the 
simple compression tests [Kor06]. The conclusion of this study is that the instru­
mented die test yields values of the elastic modulus twice as large as those from the 
simple compression test. This can be explained by several factors: the assumption 
of isotropy, again, may influence the results and, because the results are based on 
the elastic recovery of the sample in the axial direction, the friction with the die 
interferes with the measurement.
It could be deduced that the value of Young’s modulus is most reliable from the 
simple compression test but the data from the test needs to be analysed carefully to 
identify the elastic region of the stress-strain response curve. Several methods are 
investigated and contrasted in the present work to establish the best data reduction 
method in Chapter 3.
The characterisation of powders is very well established in the conditions of closed 
die compaction. However, under dominating deviatoric stresses or high shear con­
ditions, little exploration was carried out to know whether powder materials fail 
under large shear strains or deform plastically, except for a pharmaceutical excip­
ient [PZC03]. The present work looks to fill the gap in the literature to date by 
investigating this issues for a ferrous and a ceramic powder and presents the devel­
opment of the associated techniques. Chapter 3, consequently validates the simple 
compression test and the Brazilian disc test with restrictions regarding the data 
reduction method to be employed.
2.2 Constitutive Relationships
The constitutive relationships used to replicate the behaviour of powders during 
compaction are derived from elasto-plastic modelling. Elasto-plasticity is a good
CH APTER 2. LITERATU RE R E VIE W 23
basis to model powder compaction, as it as a forming process based on the non 
recoverability of deformations. This justifies the use of elasto-plastic constitutive 
relationships, even in the case of ceramic powders, in which each grain is essentially 
crushed and interlocked without much deformation. The models are usually bor­
rowed or derived from soil mechanics. Powder models have a lot in common with 
some geophysical material models and they are grouped into granular media and 
porous material models. The difficulty in powder compaction is that, due to the 
extent of the deformation, the material starts as a granular media and, eventually, 
the aim is to obtain a continuum that would behave like a solid, or a near-solid 
porous media. The behaviour of a solid is very different from that of a granular or 
porous media. For example, pressure dependency is not commonly a feature of the 
elasto-plastic characteristics of solids. It is therefore a challenge to represent accu­
rately the range of behaviours that can be exhibited during a powder compaction 
cycle.
Historically, the models used to model the behaviour of powders during compaction 
emerged from geomechanics. Those original models can be classified in two main 
groups: porous material models and granular material models, as presented by Khoei 
et fl/.[Kho05].
2.2.1 Porous M aterial M odels
Key developments in porous material modelling were introduced by Green, Sima 
and Oyane and Gurson [Gre72, S076, Gur77]. Green’s model introduced pressure 
dependency and the evolution of the yield surface with the void ratio of the material. 
The evolution of the yield surface is governed hardening coefficients -  C\ and C2 in 
the equation below. These coefficients are functions of a hardening parameter, such 
as the relative density or volumetric strain. Shima and Oyane proposed an approach 
based on relative density and Gurson developed a model on the nucleation of voids 
intended for the ductile failure of porous materials.
Plasticity models for porous materials are essentially based on the von-Mises yield 
criterion. Because it is originally formulated for fully dense materials, it has to be
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modified to reflect the dependency of the material response upon the void fraction 
and the pressure. A generalised formulation of these models can be written as:
Cl J 2 +  C2I \  = Gy\
in which J 2 is the second deviatoric invariant, I\ is the hydrostatic stress and ay 
is a measure of the yield stress. Ci, C2 and ay can be functions of the porosity, 
void ratio or density as chosen to reflect the hardening. The models of this family 
can are plotted as an ellipse in the P-Q  plane, centred on the origin. This is a 
drawback for the modelling of powder behaviour, as they are cohesionless materials 
at low density and cannot sustain high tensile stresses before sintering. This means 
that this category of models is best suited for simulations starting from high relative 
densities or low void ratios, and the simulation of recompaction after sintering as 
they imply a cohesive strength equal to the compression strength.
2.2.2 Granular M aterial M odels
The granular material models are based on two main approaches. One possibility 
is to use a shear failure envelope as in the Mohr-Coulomb criterion or the Drucker- 
Prager model. The other one is to use a single surface cap model, consisting of a 
closed surface in the P-Q  plane. The successful use of the Mohr-Coulomb envelope 
was reported by Tran [TLGA93] and the Drucker-Prager model was used with good 
results in [PM 99].
The shear failure lines are used in models such as the Mohr-Coulomb [Cou76] and 
the Drucker-Prager model [DP52]. The elastic domain is then completely closed by 
a compaction cap, dependent on a state variable, most generally density in powder 
applications. Both these models were originally intended for geomechanical appli­
cations. Several models based on a shear failure envelope and compaction cap have 
been developed. The most referenced ones are those by DiMaggio and Sandler, and 
Desai [DS71, Des80].
When the cap is reached, plastic flow occurs. In the case of associated models, 
the plastic flow is normal to the cap and compaction occurs. The shear failure en­
velope also defines a limit to the elastic domain, and when reached, the material 
flows plastically without volumetric change. Tran demonstrated the applicability of
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the Mohr-Coulomb model with two different compression caps: one elliptic and the 
other spherical. The results were judged satisfactory for a prediction of density in a 
bush and stepped component.
This classical approach to shear failure was modified by Coube and Riedel [CROO]. 
In this work, the flow rule was altered to obtain a gain in volume when plasticity 
was obtained on the shear failure line, with a view to capture material damage. 
One of the drawbacks of this type of model is that at the intersection between the 
cap and the failure line, a discontinuity in the yield surface occurs. This discon­
tinuity must be passed if the material changes its plastic flow from a compacting 
regime to a shear failure while remaining plastic. Mathematically, this involves spe­
cial ways of treating the discontinuity such as patching both surfaces together with 
an intermediate function or using an especially adapted method to return to the 
yield surface as shown by Crisfield [Cri97]. Single surface cap models have the ad­
vantage of a continuous cap surface, which removes the difficulty encountered with 
failure envelope and cap models. Roscoe and Schoffield introduced a critical state 
model expressed in the hydrostatic-deviatoric plane [RST63]. It is based on the 
linear evolution of an elliptic cap with density and a critical state line, on which the 
material is deformed at constant volume. This was the source of several evolutions 
such as the CamClay model by Schoffield and Wroth [SW68] and the more general 
formulations of the modified critical state model by Zienkiewicz et al. and Lewis 
and Schreffler [ZHL77, LS87]. Finally, a new model was introduced by [Khoei, 2005], 
making use of a single surface to define the elastic domain and potentially including 
the influence of the third deviatoric invariant.
These models, essentially for soil mechanics, were successfully adapted by Mosbah 
and Bouvard for the simulation of the compaction and ejection of a cylinder [MB96]. 
The modifications were based on the modified CamClay model suggested by Lewis 
and Schreffler [LS87]. Specific hardening rules were defined to govern the evolution 
of the yield surface. The values from the simulation for residual stresses and ejection 
forces were deemed high by Mosbah and Bouvard, in comparison with experimental 
data. Their recommendation in the closure to their work was that including the 
influence of the third deviatoric invariant could be a solution as it would decrease 
the load bearing capability of the material in non-oedometric conditions.
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A review of the performance of different models was published by the Modnet re­
search group [PM 99]. The Drucker-Prager model and the modified CamClay model 
were used in four independent tests showing a good agreement and density predic­
tions within 0.5g/cc of experimental results for a ferrous powder with a solid density 
of 7.6g/cc. More recently similar studies was carried out in the Dienet project, in 
which the correlation between the experimental figures and simulation results were 
improved from the Modnet project [CCI+04, CJK+05]. This is, however, largely 
down to improved calibration techniques, and the differences between the different 
models are still minor. This can be explained by the fact that in all these simula­
tions, the calibration data is common to all models and the material remains on the 
compacting end of the yield surface compaction cap for the Drucker-Prager or at a 
higher hydrostatic stress than the critical state in the modified CamClay.
Finally, Khoei et al. introduced applications of the single surface three invariant 
model [KAAL06]. The conclusion did not emphasise the results from the simulation 
as much as the ability of the developed model to reproduce characteristics from other 
types of constitutive equation. In particular, it can take the shape of a smoothed 
cone-cap model such as the Drucker-Prager or make use of the third deviatoric stress 
invariant, although the latter feature was not exploited.
2.2.3 M ultisurface M odels
More advanced models have been developed by using several nested yield surfaces. 
Multisurface plasticity models were introduced by Mroz et al. [MNZ79]. It consists 
of an elastic core and several hardening surfaces. The elastic core moves in the space 
in which it is defined (the principal stress space for example) according to kinematic 
hardening rules. The elastic core comes into contact with subsequent hardening 
surfaces, thus modifying the hardening rules as new surfaces become active. The 
state of stress always lies at the contact point between the yield surfaces and the 
flow rule is associated.
This type of model has several advantages. The kinematic hardening rules enable 
the anisotropic representation of the plastic phenomena in material, although this 
does not address anisotropic behaviour that could occur elastically. This type of
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model can also reflect the irreversibility of deformations at very low density levels 
by entering plastic deformations when the stress reaches the limit of the elastic core 
region and yet start isotropic hardening related to densification when subsequent 
surfaces are reached.
Successful implementations of multisurface models are reported in the literature by 
Haggblad and Oldenburg and Bortzmeyer respectively applied to ferrous and ce­
ramic powders. [H094, Bor92]
2.2.4 Endochronic P lasticity  M odel
The final type of plasticity model introduced is the endochronic plasticity model. 
This model was introduced by Valanis and Lee [VL84]. It uses a pseudo time vari­
able which evolves with the deformation history of the material. No yield surface 
is employed to describe the plasticity phenomenon. The constitutive equation is 
formulated as an integral of the so called hereditary functions, which define the ma­
terial behaviour.
This type of model circumvents the problems related to the discrimination of the 
elastic and plastic part of the deformations as it postulates that any deformation 
has a plastic contribution. This can theoretically be exploited at low densities as 
the powder undergoes non recoverable deformation under very low stress. However, 
the endochronic approach is difficult to use as it requires a characterisation process 
which can discriminate the elastic and plastic deformations throughout the density 
range.
The endochronic plasticity model is rarely encountered in applications to powder 
forming due to the complexities laid out above. Haggblad found that the endochronic 
plasticity model compared favourably with cap and multisurface plasticity models 
[H91]. The latest implementation is presented by Khoei et al. [KMB02] showing 
excellent agreement with experimental data collected by Doremus [DGM+95].
Various constitutive models, employed in the numerical modelling of the powder 
compaction process, were presented in this section. The constitutive models define
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the stress-strain relationships and consist of a yield limit, which is often used to 
define the direction of the plastic flow. In this case the model is then referred to 
as an associated model. This is further explained in Chapter 4 with the detailed 
developments of a three-invariant constitutive model.
2.3 Numerical M odelling of Powder Compaction
researchers have used a number of approaches for the numerical simulation of pow­
der compaction. The two important groups illustrated in this chapter are based 
on macromechanical and micromechanical approaches. The first option looks at 
the simulation of the compacted components as the continuous mapping of prop­
erties over a domain (the part geometry). This is illustrated here under the title 
of Continuum Models. The second approach considers the granular nature of the 
material and attempts to reproduce its behaviour by replicating its geometry on a 
microscopic scale. Both approaches can be used and compared in particular for the 
evaluation of constitutive equations [RLG04] and friction mechanisms [CG01].
2.3.1 Continuum M odels
Early empirical models for the prediction of loads and density distributions appeared 
in the 1920s with Walker’s work [Wal23]. This was a simple correlation between the 
volume and the applied pressure. More models followed, proposed by Heckel then 
Kawakita and Ludde [Hec61, KL71]. These were particularly applied to metallic 
and pharmaceutical powders. They rely on experimental observation of compaction 
and only provide a compaction curve of pressure against volume or porosity. The 
equations are simple, but this also means that a limited number of powders can 
be represented with reasonable accuracy. The simple relationship between pressure 
and the state variable also means that the conditions in which these models are 
applicable are limited to cylinder, as the models consists of empirical rules defining 
density profiles as a function of the distance from the die wall and the height in the 
component for a given axial load. These limitations progressively resulted in this 
type of solution being abandoned for research, although they are still used in the 
industry to estimate the pressing capacity required to produce simple components
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and thus are still sometimes investigated in professional publications. For example, 
Denny recently provided a comparative review of the Heckel and Kawakita equations 
for powder compaction [Den02]. The recent development of a new phenomenological 
equation was presented by Panelli and Filho [PF01], showing that empirical mod­
els are still developed but the increasing computing power available at reasonable 
costs means that the focus in research is on more complex models integrated within 
resolution methods by simulation of the evolution of the compact observed as a 
discretised domain. The predominant method is finite element analysis, but other 
possibilities are available such as finite volumes.
The finite element method is based on the spatial discretisation of the studied do­
main with a mesh. The resolution is carried out by the solving equilibrium equa­
tions over the domain. This work makes use of the finite element method with 
an updated Lagrangian mesh. The meshing scheme is important. It defines the 
reference configuration in which stresses and deformations are expressed. Eulerian 
and Lagrangian are the possible approaches, in which the meshes are respectively 
attached to the space and the material. The former solution is not applied to pow­
der compaction due to the large deformations incurred and its inability to represent 
appropriately large material displacement. The Lagrangian options still have prob­
lems with degenerated elements due to very large deformations. Remeshing schemes 
have been investigated to solve his problem [KMB02]. Adaptations of the finite el­
ement method, the extended finite element method, was also investigated by Khoei 
et a l to improve the results in areas where strong gradients and discontinuities 
occur [KSAS06]. A popular alternative is the Arbitrary Eularian-Lagrangian (ALE) 
approach, in which a Lagrangian mesh is used as well as a background Eulerian 
mesh. The Lagrangian mesh is updated at each time step and the results are stored 
over the Eulerian domain. This is particularly interesting in the cases of large defor­
mations as the elements in an updated Lagrangian scheme can be grossly deformed 
and thereby induce numerical errors in the calculations. The mixed scheme helps to 
maintain the condition of the elements while tracking the deformations [KAAL06]. 
The appropriate stress and strain measured need to be used, according to the dis­
cretisation scheme adopted. For the updated Lagrangian scheme used in the present 
work, the Cauchy stress and log strains axe used.
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The theory of the finite element method for non linear problems is very well laid out 
by Crisfield [Cri96]. Other references are also available by Zienkiewicz, pioneer in the 
field of computational mechanics or by Belytschko [ZT00, BLM00]. These are text­
books rather than research material, the reader is therefore referred to these works 
as the details of the finite element methods will not be reviewed in detail here. The 
thematic European research networks Modnet and Dienet have both demonstrated 
the capability of the finite element methods to simulate the powder compaction 
process. Brewin and Federzoni highlighted the improvements made over the period 
that they cover in replicating the density distributions and loads generated in the 
compaction [BF06]. They concluded that good results axe obtained from the finite 
elements method and the main future source of improvement is the refinement of 
the constitutive models rather than a radical change in simulation technique. Im­
proving the constitutive models could come from better calibration or the use of 
new constitutive equations.
2.3.2 D iscrete M odels
It is possible to simulate the compaction of powders with discrete models. Discrete 
models do not make use of a mesh to cover the compaction domain. Instead of 
considering the compact as a continuum, an attem pt is made to capture the partic­
ulate nature of powders. Cundall introduced a first model with rigid particles with 
contact laws governing interactions [Cun79]. This approach was justified by the 
large proportion of the deformation of the granular media represented by the simple 
rearrangement of the particles. This is however not sufficient for ductile powders. 
Fleck developed a rigid perfectly plastic model for the particles, complementing the 
contact laws [Fle95]. This was used as a basis for the development of a constitutive 
equation at the macro-mechanical level that could be used in a continuum model. 
More recently, Shima and Kotera presented a model investigating the influence of 
the shape of the particles in the pressure-density relationship [SK98]. The particle 
dynamics method was used and, to simulate deformable particles, an empirical law 
was used to describe the interaction behaviour when the overlap between the parti­
cles was over a threshold value. Up to this threshold, the contacts were considered 
Hertzian. It was shown that the non spherical particles requires a higher pressure
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to be compacted to a set density level. The interpretation given by the authors is 
that this is due to the easier rotation of spherical particles.
A series of papers from the University of Wales, Swansea pioneers the use of the 
combined finite-discrete element method [RGK+00, GDR+01, GLR03, RLG04]. The 
method is based on the simulation of particles as finite element domains. Ransing et 
al. demonstrated the capability of the model to reproduce the behaviour of partic­
ulate materials [GDR+01]. The particles are represented by circular finite element 
domains in plain strain conditions. A spring and dashpot interaction law between 
the particles is specified and the constitutive equation for the deformation of the 
particles assumes the form proposed by Fleck et al. [Fle95] or Gurson [Gur77], de­
pending on the density. The finite-discrete element model compares favourably with 
the continuum approach and the Gurson model in a compaction test for a ferrous 
powder. The final publication in this series mentioned here [RLG04] also included 
the fracture of brittle particles. It was demonstrated to successfully simulate the 
compaction of particles of mixed nature and behaviour with particular reference to 
pharmaceutical applications. Using the same method, Cameron and Gethin inves­
tigated the frictional interactions between particles and a non smooth wall [CG01]. 
The study concentrated on the effect of particle size and surface roughness. In 2005, 
Lewis et al. carried out an extensive review of elastic and viscoelastic rheology 
models for the particles [LGYR05]. The study included the simulations of different 
shapes of particles and mixes of particles with different rheology models, sizes and 
material properties. The most important outcome of this publication was that it 
demonstrated the capability of the CDFEM to simulate an amalgamation of dif­
ferent materials. Although a modest number of particles is used due to the time 
consuming contact search, this is a very important achievement, in particular for 
pharmaceutical applications.
Additionally, a completely different approach to discrete modelling is taken by Khoei 
et al. [KSA07]. The reproducing kernel method is a discrete simulation technique 
in which the properties at each node are propagated to its neighbours by means of 
a kernel function. It does not attempt to simulate the deformations of the powder 
particles. It is effectively a mesh-free method for the simulation of a continuum. 
The main advantage is that the problems encountered with mesh degeneration are 
avoided, which is not negligible in the simulation of a process based on large de­
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formations. Its main drawback lies in the search for the neighbours of each node, 
which is computationally demanding.
2.4 Fractures in Powder Compaction
The development of fractures in powder compacts is very difficult to assess. Be­
cause observations carried out with traditional techniques (microscope, SEM) can 
only look at a section rather than a 3-D reconstitution of the material, they can only 
be identified by a line rather than a fracture plane. Due to the granular nature of 
the material, the line can by hard to differentiate from the normal interstitial gaps 
left between the material grains after compaction. Publications on the conditions of 
fractures are mainly in professional literature and are mostly concerned with creep, 
fatigue and possible ways to improve the service lifetime of industrial components. 
They are mainly particular case studies with a phenomenological study rather than 
investigations of more general conditions of fracture initiation. A typical example 
was published by Kabatova et al. [KDW06].
Sources of fractures in powder compacts were listed by Zenger, introducing a classifi­
cation of fractures by cause [Zen98]. The first cause introduced is improper material 
integrity, then interparticle shifting, improper elastic strain release and finally high 
tensile/shear stress. These categories are simplified and revised by Ernst, who iden­
tified two types of cracks: tension and shear cracks [Ern99]. Fractures caused by 
improper material integrity are not referred to. These causes can be the presence 
of contaminants in the powder, or trapped air in the mass of powder. The tension 
cracks are caused by the very low tensile strength of the green compacts because 
completely cohesive state for most compact materials is only achieved during sin­
tering. Examples are provided showing that the fractures are typically brittle. No 
macroscopic deformation is observed and micrographs show that the interlocking 
that the grains build up during compaction appears to have been pulled apart with­
out deforming the grains. This category overlaps Zenger’s improper elastic strain 
release and high tensile stress sections.
The shear fractures are introduced by an analogy with fluid flows. The shear de­
formation in powders, unlike in fluids, is limited by how much the grains can be 
deformed before they separate. A case in which the material grains break is not
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considered and it is indeed unlikely as it is a safe assumption that the bond between 
grains in powder pressed material is much weaker than the grains. Examples of 
shear cracks are shown. These fractures do not open but the grain of the material 
along the crack is deformed either side of the crack line. So called dead water cracks 
are given as an example, where a a multilevel component is compacted under the 
displacement of a single tool or the displacement of tools in a non synchronised and 
proportional fashion. This leads to the separation of layers in the powder, compara­
ble to the separation that occurs in a fluid around a corner. This analogy is the origin 
of the name chosen for cracks formed in such conditions. Ernst’s shear fracture cate­
gory covers interparticle shifting and high shear stresses in Zenger’s causes of cracks.
The development of numerical crack models relies on work developed in the con­
text of general fracture mechanics. Griffith’s theory is the first attem pt to formalise 
the development of fractures by bringing together a phenomenological explanation 
and a mathematical framework [Gri20]. He presents a criterion for the creation 
governing the growth of the crack surface. This criterion is based on the release of 
the elastic energy through the creation of new crack surfaces. This energy is used to 
overcome the atomic forces which ensure the material’s crystalline structure. Grif­
fith’s criterion was developed in a linear elastic context, making it applicable to 
brittle materials only. It is expressed as an energy release rate.
An approach based on the release of accumulated energy was exploited experimen­
tally by Jonsn [JH07]. In the diametral compression test, an estimation of the crack 
length was given and combined with the recorded press displacement and force to 
determine the fracture energy of ferrous compacts.
The notions of stress concentration factors was then introduced following Wester- 
gaard’s solution for stresses near a geometric singularity [Wes39], which identifies 
and analyses 3 modes of fracture: tension, shear and antiplane cracks. This is an 
important step in the development of fracture mechanics as it reflects the local stress 
configuration at the tip of a crack.
W ith the development of non-linear mechanics, a more general formulation for an 
energy release rate was required. The J-integral characterises the change in poten­
tial energy per crack length increment. It is calculated around a crack tip and has 
been shown to be path independent.
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Several crack growth criteria and associated remeshing techniques were reviewed by- 
Bouchard et al. in a series of two papers [BBCTOO, BBC03]. In particular the crack 
propagation criteria explored were the maximal circumferential stress criterion, the 
strain energy density criterion and the maximal energy release rate criterion. The 
study is valuable for the insight in simulations of crack growth but is not directly 
applied to powder compaction. It is a very good overview of the techniques avail­
able for crack growth, but in the particular field of powder compaction, the granular 
nature of the material may require more attention to the study of fracture initiation 
rather than propagation in a first approach.
In simulations, Mori et al. demonstrated the use of a simple maximum stress cri­
terion for the prediction of fracture initiation in powder compacts based on the 
maximum principal stress [MSS099]. The simulations were carried out with a rigid- 
plastic model for the compaction and an elastic model for the ejection of the compact. 
A correlation is observed between experimental results and numerical predictions but 
the simplification of the model and some assumptions on material properties for the 
die and the powder lead to the conclusion that refinements are necessary.
Coube and Riedel modified a Drucker-Prager model to include a dilating behaviour 
when the shear failure line is reached. As a result, the loss of density is used as an 
indicator that fracture is likely to take place in dilating areas of the compact [CROO]. 
Finally, Tahir and Ariffin published a study of the propagation of a crack in a two 
level component [TA06]. The stress intensity factors are calculated and an algebraic 
expression of the fracture toughness in mode I and II is proposed. This technique is 
derived from methods employed for the simulation of fractures in rocks [QZS+03]. 
The results are in very good agreement with the location of experimentally observed 
fractures but the initiation of the crack had to be assumed by inserting a defect in 
the mesh. This is because the calculation of the stress intensity factor requires know­
ing the length of an existing crack. This highlights the fact that a lot of attention 
was given to fracture growth due to the influence of geomechanics but the particular 
crack initiation conditions proper to powders still need investigation. This is one 
of the aim of the present work and Chapter 5 of this thesis introduces a fracture 
initiation criterion supported by case studies.
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2.5 Closure
A review of the literature to date was presented. It focuses on the aspects investi­
gated in the present work: powder characterisation, numerical modelling techniques 
and investigating fractures in powder compacts. It highlights some of the develop­
ments that could be carried out and sets the background for the work in this thesis. 
The present work investigates, in particular, tests in dominant shear conditions car­
ried out with the necessary checks on the nature of the failure (brittle or ductile) 
to apply the appropriate data reduction technique. Few investigations exist relating 
to the Lode dependency of powders and no work was found regarding the potential 
influence that it could have on the compacted components. Chapter 4 of this thesis 
is dedicated to the development of such a model, its analysis and numerical exper­
iments that illustrate the impact of the Lode dependency. Finally, the conditions 
of fracture growth are well documented in other domains than powder compaction 
and have been successfully applied to powder compaction simulation. There is how­
ever little documentation on the initiation of fractures. The present work develops 
a fracture initiation criterion, rather than a fracture propagation model, based on 
observations from experimental and industrial backgrounds.
Chapter 3 
Experim ental D ata
3.1 Introduction
This chapter presents the experiments during which data was collected to establish 
the behaviour of powders. These experiments are necessary to calibrate the con­
stitutive models reviewed in Chapter 2, so that the simulation actually reflects the 
physical behaviour of the material considered. Each experiment is used to define 
points on the yield surface defined as a function of stresses. Some tests are well 
documented, in particular the die compression tests and axisymetrical triaxial tests. 
As explained in the section for experimental techniques of Chapter 2, few authors 
have carried out true triaxial tests because of their complexity. Each test measures 
the behaviour of the powder under particular stress conditions. Some examples 
are shown in Figure 3.1. In this work, a set of three simple tests are used: the 
unconfined compression test, the Brazilian disc test and the uniaxial compression 
test. The aim of the investigation is to establish a convenient way of characterising 
a powder that can be employed in an industrial context if necessary. There are 
a few examples where these tests have been applied to powders previously as an 
extension of principles applied in geomechanics. However these explorations have 
been limited in their scope in that they have been used in an attem pt to calibrate 
models that are rooted in geomechanics rather than to develop material models that 
are appropriate for powder compaction processing. The significant challenge that is 
presented in this work is that the tests axe aimed at establishing a powder yielding
36
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model under conditions where dilation might be present. These types of test present 
challenges in the determination of actual yielding as well as data reduction that is 
needed in order to establish a yield surface that will capture both compression and 
shear induced mechanisms.
As a consequence of the need for more detailed data under shear arid low pres-
Q
p
Figure 3.1: Tests in the P-Q plane, from left to right: tensile test, shear test, 
diametral compression test, unconfined compression test and die compaction test
sure yield conditions, the work laid out in this chapter looked to calibrate, and 
re-formulate if necessary, the yield surface. To do so the simple compression and 
Brazilian tests were investigated with attention to different data reduction tech­
niques to ensure the suitability and appropriate exploitation of the recorded infor­
mation. Finally, the well-documented instrumented die test complements the low 
pressure tests to establish the yield surfaces of the ferrous and ceramic powder stud­
ied in this chapter.
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3.2 Unconfined Compression Test
Several properties of the powder can be investigated with the unconfined compres­
sion test. It can be exploited to derive elastic properties of the powder, such as 
Young’s modulus and Poisson’s ratio. It can also be used to look for points on 
the yield surface. During the unconfined compression test, the material fails under 
conditions dominated by shearing. Pavier and Dormus used the yield point of the 
test to characterise the shear failure line of a Drucker-Prager model [Pav98], and it 
can also be used in a single surface model such a the modified Cam-Clay model to 
characterise the dilating side of the yield surface. The difficulty of this test is to de­
tect failure. Several approaches have been taken by authors in the past. Mosbah et 
al. used the dilatancy of the compact detected with strain gauges glued to its sides 
[Mos95]. In contrast, Pavier and Dormmus used the appearance of visible cracks to 
determine whether failure had occurred [Pav98, Dor03]. Both of these experiments 
have problems, strain gauges interfere with the surface strength of the compact and 
the detection of cracks implies the need to observe surface failure. The current work 
seeks to overcome these problems and thus in the present work a classical data ac­
quisition technique is complemented by the analysis of images collected during the 
compression experiment.
3.2.1 Experimental Procedure
The unconfined compression test is very simple in principle. A cylindrical sample is 
placed between the platens of a press and compacted axially until complete failure 
of the compact is observed. Typically, the displacements and loads are recorded. In 
the present case, images of the experiment were also recorded to track the evolu­
tion of the compact during the test. Several factors can influence the quality of the 
experiment. The first one is the parallelism between the surfaces of the compact 
and the press platen. Other experimentalists made the choice of correcting the ends 
of the cylindrical samples by abrasion before the experiment [Mos95, Pav98]. The 
choice in this work was to maintain the integrity of the compact. This is justified 
by the fragility of green components and any operation can introduce additional 
stresses. To compensate, the top platen of the press is mounted on a ball and socket
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arrangement and care was taken to align this parallel with the top of the compact. 
Friction between the platens and the ends of the compact can influence the defor­
mation of the sample during its compression. Mosbah and Dormus et al tested 
several lubrication methods to avoid a barrelling effect with the conclusion that the 
differences between lubricants were negligible [Mos95, DTA01]. During the present 
set of experiments, an ISO VG 68 lubricant was used.
The aspect ratio of the compacts used for the test can influence the results but ex­
ploration of this aspect is not the focus of this study and was deliberately excluded. 
A range of specimens with height to diameter (H/D) ratios from 1 to 2.5 were tested 
by Doremus et a/.[DTA01]. The deviation between the higher and lower H/D ratio 
is of the order of 10%. All compacts in the present study have a height and diameter 
of 18mm. This choice of a 1:1 height to diameter ratio benefits the homogeneity of 
the density throughout the compacts. Two materials have been tested. The first 
one is DistaloyAE supplied by Hgans with 1% Kenolube lubricant by weight. The 
second one is a spray dried spherical alumina powder containing an organic binder. 
The experiment was conducted on a Dartec hydraulic press for the ferrous samples 
and on an electro-mechanical Hounsfield testing machine for the alumina ones. The 
tests on the alumina samples generated forces up to 550N and the load cell on the 
Hounsfield has a working range up to lkN. This machine resolves forces with 0.5% 
accuracy and displacements at 0.01%. The Dartec press was used for the ferrous 
samples. Even at the lowest density the force level is 14kN. Its accuracy is 0.5% on 
forces above 0.5kN (equivalent to 2MPa with the samples used in this study) but 
no calibration information was available regarding displacement measurement accu­
racy on the Dartec press, however the readout suggests a displacement resolution 
of 0.01mm. In both cases, the measurements were taken by making use of the data 
acquisition capabilities in the control system of the testing equipment.
A Kodak EM system was used to record images of the experiment. It can take 1000 
pictures per second at a basic resolution of 240x200 pixels. W ith variations due to 
adjustments particular to each test, such as setting the focal distance, this resulted 
in a resolution between 0.083mm and 0.09mm per pixel. This resolution was further 
improved using image exploitation techniques explained in section 3.2.3. The data 
from the experiment, once analysed is expected to give an insight into the elastic 
properties of the powder and its yield behaviour under conditions dominated by
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deviatoric stresses.
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3.2.2 D a ta  E xp lo ita tion  Technique: D a ta  from  th e  P ress
The initial outcome of the experiments is a data set of force against the displacement 
of the top platen. The data is presented in Figure 3.2 plotted as axial stress against 
axial strain. The curve has four identifiable regions. This division is supported by 
other authors’ observations [Mos95].










Figure 3.2: Typical plot of the axial stress against axial strain for an unconfined 
compression test
is made complex by the occurrence of several phenomena and their effects are ex­
tremely difficult to separate. Because ideally flat and parallel surface do not ex­
ist, there is first of all the establishment of the contact between the tool and the 
compact. It is also expected that the powder undergoes plastic deformations spo­
radically throughout the sample due to local regions of lower densities, because an 
ideally homogeneous compact cannot be obtained. Mosbah carried out cyclic load-
region 2 region 3 region 4region 1
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ings of compacts up to a maximum load level below yielding that remains constant 
throughout the cycles [Mos95]. This showed that the initial non linear behaviour 
of the powder can largely be attributed to the settlement of contacts with plastic 
deformations. After a few cycles, all deformations are recoverable within a cycle 
below the yield strength. The slope found follows the one observed in region 2 of 
the first cycle. This result is exploited in the present work by concentrating on the 
region 2 of the loading curve, thus avoiding the need to cycle the load.
The second region is dominated by elastic deformation. It consists of linear defor­
mation taking place according to Hooke’s law of elasticity.
In the third region, non recoverable deformations take place. The stresses through­
out the compact build up in a non-linear fashion until the initiation of the complete 
collapse of the compact by fracture. The final failure of the component is consid­
ered to occur when the load decreases in region 4, although the fracture is certainly 
initiated before then.
The maximum admissible stress can be obtained easily from the graphs. Because 
the behaviour of powders is pressure dependent, the yield information obtained from 
this test is only relevant to the conditions of the present test. This is taken into 
account in the formulation of the yield surface (in Chapter 2 and section 5 of this 
chapter).
The yield conditions can be obtained from the experiment. The onset of plastic­
ity is likely to be progressive throughout the compact due to localised stresses at 
the contacts or heterogeneity in the samples. This raises the question as to when 
yielding really occurs. Several criteria can be used: the loss of linearity, the onset 
of dilatancy or the initiation of a fracture if the material is considered to fail in a 
brittle manner.
When the data acquired from the press is examined, it is possible to define a range 
over which the stresses and strains are linearly related. Because of noise in the mea­
surements, it becomes necessary to choose an tolerance interval 26 within which the 
behaviour is considered linear Figure 3.3. Two tests were carried out to investigate 
the impact of this choice. The criterion chosen is the deviation of the strain from 
a linear elastic law for a given stress. The elastic law was obtained by carrying 
out a linear regression on the data set to obtain Young’s modulus. The boundaries 
of the linear region are adjusted so that all points within the interval satisfy the
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relationship:
( i - a ) f  < £< (i + 5)|
This operation was carried for 5 = 1% and 5 = 2%.






Figure 3.3: Definition of the linear range with tolerance S
eluded in the acquired data. The present data set was affected by noise from other 
electrical equipment in the laboratory where the tests on the ferrous material were 
carried out. The press used for the tests on the alumina samples was located in a 
different laboratory, in which there was far less electrical noise. The sampling fre­
quency used for the data acquisition is 50Hz and considered high enough to enable 
the use of a smoothing filter on the data to reduce the impact of undesirable signals 
without any significant alteration to the essence of the collected data (Figure 3.4). 
A median filtering technique described by Russ was applied by embedding it in the 
data processing spreadsheet [Rus90].
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 original d a t a  sm o o th ed  d a ta
Figure 3.4: Effect of the smoothing filter on the data set, the unfiltered data is 
shifted by -0.005 strain units for clarity
3.2.3 D a ta  E xp lo ita tion  Technique: Im ages
It is possible to observe the evolution of the compact failure using digital imaging 
techniques. It is arguable whether ductile or brittle failure occurs under the con­
ditions of the simple compression. The criterion used by Ernst is the formation of 
fracture without observable large scale deformations, for example [Ern99]. It is con­
sistent with the use of constitutive equations that define the Drucker-Prager model 
to consider that the failure is brittle, as the stress locus for the test lies on the shear 
failure line. Therefore the use of the conditions under which fracture is detected can 
be used to define the shear failure line, and this is the approach taken by Pavier and 
Doremus [Pav98, Dor03]. This, however does not account for any plastic yielding 
that may occur. Also if the fracture is initiated internally, it is only detected when 
it reaches the surface of the compact. Further, the failure obtained by Doremus and 
Pavier in the test, show a diagonal fracture, whereas a conical pattern was obtained 
in the experiments conducted within this study Figure 3.5. Both failure patterns 
are due to shear stresses. The conical failure pattern can be expected due to the
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axisymetrical nature of the component, whereas in the diagonal failure plane, a de­
fect must have been present so that a particular plane was privileged for the growth 
of the crack.
Figure 3.5: Left: conical failure pattern obtained in the present set of experiments, 
right: diagonal fracture from Doremus
The choice of the imaging technique used in this work follows results obtained by 
Mosbah [Mos95]. It is concerned with measuring the radial deformations but through 
a non contact method, in contrast with Mosbah’s work, which used glued strain 
gauges. This choice is motivated by the argument that gluing strain gauges to green 
samples modifies the behaviour of the powder by addition of a bonding substance 
in the area where the glue permeates into the compact. The essential advantage of 
the technique used here is that it does not interfere with the observed phenomenon 
at all. The strain measurements may then be used to compute the evolution of 
volumetric strain to detect the presence of yielding before the complete failure of 
the compact. It is also a coherent approach to validate (or reject) the elliptic model 
that had been historically implemented in the code for continuum analysis of powder 
compaction used by the research group in Swansea.
The experimental set-up is very simple but the data exploitation of images is the 
main challenge of this particular experimental procedure. Dedicated software was 
written to process the images and track the contours of the compact to follow the 
deformations during the compression. The images recorded during the experiment
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are black and white so the program written to analyse the pictures is based on the 
grey levels of the pixels. Because of the light reflecting off the cylindrical samples, 
as seen in Figure 3.6, the traditional technique of setting a threshold between the 
level of the background and that of the part could not be used. Instead, a method 
based on contrast between neighbouring pixels was used within a predefined area 
where it is known that the edge is located.
t =  0.0s t =  6.5s t =  13s t =  19.6s
Figure 3.6: Aspect of a ferrous compact throughout the test
To improve the results derived from the basic resolution of the camera, a technique 
of interpolation for edge tracking at sub-pixel level was used [ELM88]. Without 
specific information available regarding the CCD response, a linear scale was used 
in which the brightness of the pixel is used directly to determine the location of the 
edge within the pixel, as illustrated in Figure 3.7. This technique does not result 
in a discrete resolution enhancement to produce a higher resolution image although 
it is one of its possible applications with further processing. A continuous function 
was fitted to the resulting discrete curve to obtain the radial strain values as shown 
in Figure 3.8.
3.2.4 R esu lts  for a F errous Pow der 
D a ta  from  th e  P re ss
The loading curves from the press are plotted as axial stress against axial strain 
(Figures 3.9 to3.12). Some data sets are widely out of the norm, they are shown 
in the graphs below: one data set in Figure 3.10 labelled A and one in Figure 3.11
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Figure 3.7: Pixel interpolation technique by fill level: a simple example for a linear
CCD response
0.06
 mid-height radial strain from image processing
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Figure 3.8: Evolution of radial strain with time during the unconfined compression 
test
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labelled B. Those samples were considered damaged and are therefore discarded for 
future analysis.
DAE 5.5 g/cc - unconfined com pression test
2 40
0 0.005 0.01 0 015 0 0 2 0.025 0.03 0.035 0 04 0.045 0.05
 Scan Session "Scan Session #81 DAE Freest 5_5gcc C s s 5 5 "  Scan  Session “S can  Session #78 DAE Freest 5_5gcc 5 ss54"
Figure 3.9: Plot of stress against strain for the unconfined compression test, Dis- 
taloyAE, 5.5g/cc nominal density
Young’s modulus was calculated by applying the linearity interval method previously 
introduced. Changing the tolerance on the linearity criterion has little impact on 
Young’s modulus (Table 3.1). The highest density groups only undergo a variation 
of the order of 1.5%, although at 5.5 g/cc, the variation is 13.5%. Figure 3.13, shows 
that the elasticity modulus can be considered to vary linearly over the studied range.
Table 3.1: Young’s modulus according to the density and the linearity interval 
threshold
5.45g/cc 5.95g/cc 6.31g/cc 6.73g/cc
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 Scan Session: "Scan Session #89 DAE Freest 6qcc  6 ss61*_______________________________________________________________
Figure 3.10: Plot of stress against strain for the unconfined compression test, Dis- 
taloyAE, 6.0g/cc nominal density
DAE 6.5 g/cc - unconfined compression test
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Figure 3.11: Plot of stress against strain for the unconfined compression test, Dis- 
taloyAE, 6.5g/cc nominal density
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Figure 3.12: Plot of stress against strain for the unconfined compression test, Dis- 
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Figure 3.13: Young’s modulus and deviation from the 1% linearity interval tech­
nique.
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Several factors contribute to the larger variation in E at low density when changing 
the linearity tolerance. The lower density group only consisted of two tests, due 
to the difficulty in keeping the samples intact between their production and the 
test. Also the displacements are smaller, which could lead to a higher noise to 
signal ratio on the displacement sensors. The observation in Figure 3.13 of the 
deviation of Young’s modulus within the density groups shows that at 5.5 g/cc, a 
10% deviation is observed. Higher densities show a deviation of 17%. It is undeniable 
that difficulties arise at low densities due to the fragility of the compact. This 
problem has also been encountered by other authors in compaction tests [DTA01, 
Jon06]. The simple compression test has the added difficulty that the sample must 
be ejected and handled, implying that the samples need to have reached a sufficient 
cohesion to be tested. Despite these difficulties, values of Young’s modulus could 
be derived. These will be compared later with values that have been derived from 
other test methods.
There are a number of ways in which the yield stress can be defined. As a logical 
continuity of the linearity interval method employed, it is deduced as the stress 
at which the data points come out of the chosen linearity interval (ay in Figure 
3.3). By applying this to the data set, its evolution can be approximated with a 
linear function of density over the observed density range. As expected, tightening 
the interval on the linearity criterion reduced the yield stress. The variations in the 
yield stress follow the observations about Young’s modulus: the impact of tightening 
the linearity criterion decreases with increasing density. The variations between 
samples within each density group also show that at lower densities, it is much more 
difficult to obtain a consistent result with a 50% difference in the yield stress between 
the samples at 5.45g/cc down to a 1.5% deviation at 6.73g/cc for a 1% tolerance 
on linearity. Figure 3.14 shows that the maximum stress and the yield stress are 
not proportionally related but have a constant difference. In the case where a 1% 
linearity interval is used to find the yield stress, this difference is 30MPa.
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Figure 3.14: Maximum stress and yield stress from the 1% linearity interval tech­
nique.
A nalysis of th e  Im ages
The image analysis technique introduced previously was used to track the radial 
deformation during the compression of the sample. Plotting the strains and stresses 
show consistency with the axial stress and strain recorded by the data acquisition 
system on the press. The radial strains also present a linear range that coincides 
with that of the axial strains when plotted against stresses (Figure 3.15).
The volumetric strain was then calculated from the axial and radial strains. When 
plotted against the axial strain, it appears that at the start of the compression, the 
sample is consolidated at first then this is followed by an increase in volume (Figure 
3.16). This highlights the existence of dilatancy. This phenomenon is predicted by 
the theory of plasticity in granular media, and it occurs as plastic yielding is reached 
under dominantly deviatoric conditions. The point at which dilatancy starts the 
minimum in Figure 3.16 may be used to define the yield point. This is itemised in 
Table 3.2 where it is compared with the yield stress values obtained by the linearity 
interval technique. It is apparent that the onset of dilatancy occurs consistently 
below the thresholds chosen for the linear intervals and also that the differences 
between the values obtained using different methods decrease as density increases.
Maximum and yield s tr e s s e s
-m awnum  sires» (Mpa) 
mawnum uress. ca;a pomu
density (g/cc)
—n— yicvs sires* (MPa? 
a  y*eiu da-.a powtU.
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 6.74 g/cc - axial strain
 6.29 g/cc - axial strain
 5.47 g/cc - axial strain
 6.74 g/cc - radial strain
 6.29 g/cc - radial strain
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Figure 3.16: Evolution of the volumetric strain against the axial strain in ferrous 
samples.
The data gathered by image analysis can also be used to re-evaluate Young’s mod-
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Table 3.2: Values of yield stress according to the criterion used (values from the 
linear interval method are used as the basis for the variations) 1







21 MPa (-36%) 
111 MPa (-20%) 
173 MPa (-17%)
34 MPa (-60%) 
122 MPa (-27%) 
182 MPa (-21%)
ulus, E, and calculate Poisson’s ratio, v. An optimisation procedure was used to 
calculate E and v  from the experiment over the linear range up to the yield point 
indicated by the onset of dilatancy. To calculate the elastic parameters, the incre­
mental form of Hooke’s law in the axisymmetrical case gives: 
dey = jjday — % (dar +  dae) 
der =  jjdar — ^  (day +  dae)
For the unconfined compression test, there are no radial and circumferential stresses 
so after simplification Young’s modulus and Poisson’s ratio are expressed as:
E  = (3.1)
dey
V =  ^  (3.2)
The differences in elasticity modulus axe shown in Table 3.3, below, where the higher
limit of the elastic regime is defined by the onset of dilatancy.
By changing the range over which the elastic parameters are calculated, important





Elasticity modulus, E (MPa) 










variations are observed. Changing the upper limit of the elastic range to the onset
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of dilation of the sample has brought down the values at low densities and increased 
the value in the higher density range.
3.2.5 R esu lt for an  A lum ina Pow der
D a ta  from  th e  P ress
The same tests were repeated with an alumina powder. A Hounsfield electro­
mechanical testing machine was used to match the sensitivity of the data acqui­
sition to the expected forces. The acquired data is shown in Figures 3.17 to 3.20. 
It was of better quality than the data from the ferrous samples, due to the location 
with far less electrical noise of the Houndsfield press. The collected information was 
therefore processed without the use of any smoothing filter. The application of the 
linearity interval technique was limited to the 1% interval as the results with the 2% 
interval differ vary significantly from the values that can be obtained when radial 
deformations are taken into account.
Between the samples of each density group, Young’s modulus shows variations of
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Figure 3.17: Plot of stress against strain for the unconfined compression test, Alu­
mina, 2.00g/cc nominal density
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Figure 3.18: Plot of stress against strain for the unconfined compression test, Alu­
mina, 2.17g/cc nominal density
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Figure 3.19: Plot of stress against strain for the unconfined compression test, Alu­
mina, 2.25g/cc nominal density
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Al - 2.32 g/cc - unconfined com pression test
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Figure 3.20: Plot of stress against strain for the unconfined compression test, Alu­
mina, 2.32g/cc nominal density
14% at the lowest density and 4% for all other densities. However using this analysis, 
the variations of the yield stress and maximum stress do not show any consistent 
pattern (Table 3.4). Note that given the small size of the sample, the variation was 
calculated by using the sample standard deviation formula rather than the simple 
standard deviation.
There is a consistent increase of the properties measured in Table 3.4. Figure
Table 3.4: Young’s modulus, yield stress and maximum stress with the variations 
within each density group
Density






2.07 127.01 14% 1.62 18% 2.03 11%
2.14 148.42 4% 2.18 2% 2.45 4%
2.23 193.88 4% 2.85 11% 3.35 7%
2.30 234.44 4% 4.07 9% 4.58 10%
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3.21 shows that the evolution of Young’s modulus can be considered linear over the 
studied range. An exponential evolution could also be used, particularly due to 
the inflexion in the lower density range. The evolution of the maximum and yield 
stresses can be assimilated to an exponential function of density.
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Figure 3.21: Properties of alumina powder from the linearity interval technique with 
a 1% threshold
A nalysis of th e  linages
It was much more difficult to obtain exploitable results from the images of the 
alumina samples. This was due to the colour of the sample and their reflective 
surface. Focus adjustments and obtaining satisfactory contrast with these samples 
was extremely difficult. Imaging recognition techniques are well known to be subject 
to light variations and this particular series of test corroborates these claims. Only 
two tests could be reliably analysed with image processing techniques. Similar trends 
are observed with the alumina powder as were observed on the ferrous one in the 
evolution of strains and stresses (Figure 3.23). In particular the change from a 
compression to an expansion, highlighting the occurrence of dilatancy for this powder 
as well (Figure 3.24).
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Due to the reflective nature of the component on a cylindrical surface, it was very 
difficult to obtain exploitable data from the imaging system. The use of a m att 
coating by spraying 011 the sample should be considered for further investigation to 
obtain a more comprehensive data set across the alumina density range, or even for 
application to other ceramic materials which give a very shiny surface finish. Figure
3.22 illustrates the blurry edge in the alumina samples images.
Using the onset of dilatancy as the upper limit of the elastic region to calculate E
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Figure 3.23: Axial stress against axial and radial strains for ceramic samples.
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Figure 3.24: Evolution of the volumetric strain against the axial strain in ceramic 
samples.
and v yields values of Young's modulus within 1% of those previously obtained and 
itemised in Table 3.4: 199.8MPa at 2.23g/cc and 235.3MPa at 2.3g/cc. Poisson’s 
ratio, i/, was calculated and exhibits high values, showing that the alumina compacts 
have little volume variation during the elastic phase of the deformation, corroborated 
by Figure 3.23. The values are laid out in Table 3.5. The values of the yield stress 
are significantly lower when taken at the beginning of dilatancy than those from the 
the linearity interval technique (10.5% at 2.23g/cc. and 22.9% at 2.30g/cc).
Table 3.5: Elastic properties of the alumina powder
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3.2.6 Discussion
The method used demonstrate the use of combined mechanical test data and im­
age analysis techniques to obtain the elastic properties and yield points from the 
unconfined compression test. The results from these tests may be compared with 
other work reported in the literature. The results from by Doremus, in which elas­
tic data was obtained from the axisymetrical triaxial compression test, show much 
higher values of Young’s modulus (Table 3.6)[Dor03]. However, less lubricant (0.6% 
weight) was used in the powder used in the tests carried out by Doremus. It is 
expected that admixed lubricant would decrease the stiffness of the green powder 
compact, which is confirmed by observations in Korachkin’s work [Kor06]. Doremus 
measured the elastic parameters during a triaxial test, which can also influence the 
results. This is supported by the fact that at high densities (6.8 g/cc and above) 
the values of Young’s modulus are approaching those of the solid material, about 
155GPa, given for powder type FD-0400 in the PM Database, online [EPM07b]. 
Guyoncourt found values for the DistaloyAE powder mix between 59 and 73 GPa 
for densities between 6 g/cc and 6.85 g/cc, which are also higher than the values 
found in the present work (Figure 3.25[Guy05]. These values were calculated from 
data obtained during a uniaxial compression test.
Several factors can explain the differences between experimentalists’ results. The
Table 3.6: Values of Young’s modulus from different studies for the compacted 
DistaloyAE powder.











tests performed by Doremus and Guyoncourt were both confined tests, whereas the 
present work uses unconfined samples. Friction effects can interfere with the results 
from the test, in the former cases whereas the sole area of friction in the free standing 
test is the contact disc between the press platens and the sample. Also, Doremus 
computes the bulk modulus, K, from deformations and pressure and then the elas­
ticity modulus. When using this method with the data collected in the present
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Figure 3.25: Values of the elasticity modulus for the DistaloyAE powder from three 
studies.
work, values of E are also found to increase by 50% but it is judged less reliable 
to do so because it adds the imprecision from the image processing to calculate the 
volumetric strain. Although the camera provides good data regarding the evolution 
of the radial strains, the readings are more accurate on the data acquisition system. 
This is why Hooke's law is the preferred method of calculating Young’s modulus. 
The outcome of the different reduction methods are exposed in Table 3.7, based on 
the results found in this study for the ferrous powder.
The values obtained for Poisson’s ratio also differ from those given by Doremus. It
Table 3.7: Young’s modulus from different calculation methods, P  is the hydrostatic 
or mean stress
Density V K  = ,dp
u € V o l

















is found in the present study at a consistent values of 0.3, whereas it wras found to 
increase from 0.08 to 0.15 by Doremus [Dor03]. Korachkin found comparable values
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to those from Doremus but argues that the measurements taken in a die may not 
be accurate, as they are taken during the elastic recovery of the compact when it is 
unloaded [Kor06]. It can be affected by friction, which would cause the compact to 
recover only partially and thus introducing inaccuracies in the calculation of Pois- 
son’s ratio.
Finally, the comparative evaluation of the test can show that the yield stress found 
could differ according to the method used to process the data. Because Doremus 
determined that yield has occurred when a fracture was visible, his values are closer 
to those from the linear range method as shown in Table 3.8. Unlike the elastic­
ity modulus, the differences are much less significant when density increases. The 
changes in the values of the elastic parameters found between authors mainly has 
a significance for the predicted elastic recovery of a compact, when carrying out 
simulations. An overestimated value of Young’s modulus will result in very little 
elastic recovery predicted, and conversely, a more compliant elasticity modulus will 
result in large elastic recoveries. Poisson’s ratio will affect the pressure transmission 
between the axial and radial load in an elastic loading regime.
The elastic data obtained from the tests show that the methods employed yield
Table 3.8: Evolution of yield stress with density from different studies.
5.5g/cc 6.3g/cc 6.8g/cc
This study 













results trends that are comparable to those obtained by others authors. However 
it would be possible to gain in accuracy by improving the experimental apparatus. 
A higher resolution camera in particular would reduce the degree to which defor­
mations must be approximated at the sub-pixel level. A data acquisition system 
collecting channels others than those of the hydraulic press would also bring an 
improvement as a separate LVDT would measure the distance between the platens
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rather than the displacement of the crosshead of the press. Measuring from the 
press can indeed lead to imprecisions as it does not take into account the defor­
mations of the press itself. This issue is raised here for a critical analysis of the 
experimental procedure but no major differences are anticipated as the forces in the 
test (50kN maximum) are not near the maximum capacity that the press is built to 
apply (250kN).
The evolution of the strains during the test is similar to those found by Mosbah 
[Mos95]. The exact values axe not comparable, though, as the powder used was 
only recorded as a generic ferrous powder. The results may also be different be­
cause of the technique employed. The main advantage of an optical measurement is 
that there is no interference with the powder’s behaviour unlike glued strain gauges, 
which can considerably change the response of the powder at the location of the 
measurements.
The alumina powder exposed the main problem of the method. A good knowledge 
of image acquisition techniques, especially regarding lighting conditions, is required 
to obtain pictures that are more easily exploitable.
3.3 Brazilian Disc Test
The Brazilian disc test, also called the diametral compression test explores a very 
different region of the yield surface from those explored with triaxial or uniaxial 
tests. It is the only simple test that induces tensile forces in the compact without 
all the preparation required for a direct tensile test on a green compact. Because of 
the tensile stress and the direction of the compression it is important to be aware of 
the impact that anisotropy can have on the results, as a consequence of the material 
properties developed during a uniaxial compaction scheme or through the influence 
of the Lode angle, explored in the next chapter, to which granular materials are 
subjected. The challenges in the Brazilian disc test are associated with the non 
uniformity of the stress distribution. This discards the tests as a means to explore 
the elastic properties of the material and introduces the necessity to monitor the 
compact with careful considerations of the conditions of fracture initiation. The first 
outcome of the test concerns the mode of failure of the compact. It can be brittle 
or ductile. This can be explored by locating the initiation of the fracture on the
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force-displacement curve from the test. Different approaches to the stress analysis 
due to the contact between the sample and the press platens are also explored.
3.3.1 Theoretical Background for the Analysis o f Contacts
Two solutions are documented for the calculation of the stresses in the compact, 
first according to HertzHertz and then by Hondros.
Hertz’s solution, from 1895, is a two dimensional elastic analysis of the stresses in 
the test in plane stress conditions. It shows that tensile stresses arise perpendicular 
to the diameter of the compression. Therefore the conditions of fracture initiation 
are very different from those observed in the simple compression test, for which the­
ory only predicts the development of compressive and shear stresses, although it is 
important to note that residual stresses in the compact are not taken into account 
by the theoretical solutions.
Hondros, in 1959, extended Hertz’s solution to make provision for a finite contact 
area instead of using an idealised contact on a point. The difference in the approach 
is exploited in the present work by retrieving the contact area that developed during 
the test from the images and using it to contrast the calculated fracture initiation 
stresses.
Equations 3.3, 3.4 and 3.5 give the stress distribution along the compression axis of 
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P  is the load applied, R  the radius of the sample and t the thickness of the sample. 
In this solution, the circular section of the sample is in the x-y plane with the 
compression taking place along the y-axis. Vertically, along the y-axis, the horizontal
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stress is constant and tensile, and the vertical stress is compressive and reaches its 
minimum for y = 0. As the contact is idealised as a point load, it tends to infinity at 
the contact points (Figure 3.26). In contrast, the solution proposed by Hondros uses 
distributed loads thus avoiding the infinite stresses at the contacts (Figure 3.27).
Although it can be argued that the solution given by Hondros is intended for a load
0.5-
-0.5-•
Figure 3.26: Stresses along the compressed diameter according to Hertz
distributed over an arc rather than a flattened contact, Fahad carried out numerical 
experiments demonstrating that the stress distribution in the flattened disc case is 
essentially identical to the case where an arc was used [Fah96]. It is therefore used 
to calculate the maximum tensile stress of the compact, given the absence of an 
analytical solution for a case with flat contacts. The stresses are not calculated 
over the whole surface of the component but only along the vertical and horizontal 
diameters. The following form of the solution was given by Procopio et al. [PZC03]:
± P  [ (1 — r2/ R 2) sin (2a) _x ( \ ± r 2/ R 2 \
a$x =  ca R t  1 t 2  r2/R?cos (2a) + r 4/i?4 T  ( l ^ T V & tan
(3 .6)
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Figure 3.27: Stresses along the compressed diameter according to Hondros
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The index 9 indicates circumferential stresses, and r indicates radial stresses. The 
second index, x or y , is used to indicate the axis along which the stress distribution 
is calculated, respectively horizontally and vertically. The loading angle a is shown 
in Figure 3.28.
The solutions from Hondros and Hertz converge to the same tensile stress in the
centre when the contact area tends to zero:
~  —  p  
t nRt
Also, for the application of the same load, the solution for the tensile stress given 
by Hertz and Hondros differ by a factor dependent only on the contact angle:
®tHondros   S171 (2(3;)  ^ ^
& tH ertz &
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Figure 3.28: Definition of the contact angle a.
The difference between the tensile stresses obtained by considering a point or dis­
tributed load is illustrated in Figure 3.29 as the ratio between the stresses at the 
centre.
3.3.2 E xperim en ta l P rocedu re
The test, was carried out in its simplest form. The samples obtained from compaction 
were placed between the platens of a press and compressed across their diameter. 
Because of the difficulties associated with handling green compacts, in particular at 
low densities, the contact areas between the samples and the punch were not pre­
pared in any way. Surface preparation by forming a flat area by abrasion has been 
shown to result in lower values of the fracture stress by [Fahad, 1996] in a study on 
plaster samples.
The absence of surface preparation implies a high stress concentration region at the 
contact or a localised deformation to form the contact surface at the start of the 
test. Because the study is on porous material, the material is very ductile under 
compressive loads. The consequences of this deformation on the initiation of the
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0.25
Figure 3.29: Variation of the tensile stress values found at the centre of the sample 
according to the calculation method — contact angle in radians.
tensile fracture is discussed in a further section.
Two materials were tested in this study. A ferrous powder, DistaloyAE, with 1% 
weight admixed Kenolube and an alumina powder. The samples are all 18 mm 
in diameter and 18 mm in height. The aspect ratio of the compact influences the 
calculated fracture stress of the compact. As the height of the compact increases, 
the plane stress assumption in the calculation by Hertz’s equation may not hold any 
more. Doremus et al. examined the influence of the aspect of the compact with 
a values from 0.25 to 2 for the ratio H/D. The lowest value for the fracture stress 
was obtained for H/D = 0.25 and the highest was 30% greater for H /D =2 [DTA01]. 
The ratio H/D =  1 was chosen in this work. It is a compromise between minimising 
heterogeneous density in the axial direction due to friction and a good stability of 
the compact between the press platens, which can influence the results.
As in the unconfined compression test, different presses were used to adjust the range 
and sensitivity of the equipment to the expected forces. The tests on the alumina 
samples were carried out on a Hounsfield electro-mechanical testing machine and 
the tests on the ferrous samples on a Dartec hydraulic press. The maximum force 
recorded was 220N for the alumina samples and 5.67kN for the the ferrous samples. 
The control system of each press was used for data acquisition and the tests were
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recorded with the Kodak EM high speed digital capture system at a rate of 1000 
images per second.
3.3.3 D etection  of Fracture: Image Processing Techniques
Several image processing techniques have been explored to try and obtain the clear­
est indicator of the very start of the fractures. Strategically, they can be classified 
into two categories, the first one is image enhancement, and the other one is based 
on the comparison of images captured during the test.
The first method consists of enhancing contrast by remapping the image from the 
grey scale to the harmonic colour scale. The harmonic colour scale is the one com­
monly used for post-processing mapped numerical results such as those from finite 
element simulation. It ranges from red to blue. The output from this technique is 
illustrated in Figures 3 .3 0 .b  and 3 .3 0 .c. Several approaches were used to cut out 
contrasts in unnecessary areas of the picture such as the background by capping the 
brightness values that are translated into the colour spectrum. For example, in Fig­
ure 3.30 .b , the brightness values from 0 to 1 were mapped from blue to red, whereas 
in Figure 3.30.C, a threshold of 0.3 and a cap of 0.7  were applied. Unfortunately, no 
clear result was obtained by this method.
The second method consists of highlighting contours by reassigning a colour to each 
pixel that corresponds to the difference in grey value with its immediate neighbours 
to the left and above. The result from this modification can be an image in grey 
scale (Figure 3.30.d) or on the harmonic colour scale (Figure 3.30.e). This method 
introduces a delay in the detection of the crack due to the need for a sharp contrast 
between pixels, which translates in a requirement for the width of the cracks to 
represent a major fraction of the pixel dimension in which it propagates. As the 
resolution of the camera is low, this means that the crack is only noticed when the 
crack is already quite opened (0.09mm with the resolution of the camera used for 
this work). This is a good method to follow the propagation of an already opened 
fracture but it is difficult to find the precise moment of fraction initiation.
Finally the third method consists of subtracting the original picture from the one 
considered at any time of the test. As the pictures are grey scale pictures, this is
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done by taking the difference in grey level or brightness of each pixel. Two parame­
ters are then used to modify the brightness value of the pixel: centre and saturation 
(Figures 3.30.f and 3.30.g). The centre is used to specify what value will be assigned 
to a pixel which has no difference in brightness between the image considered and 
the original one, and the saturation is used to enhance the contrasts. The value 
obtained is then translated into a colour of the harmonic scale as exposed in the 
first image processing technique.
To account for the change in height of the compact during the test, each pixel was 
remapped by using the original height of the compact and the speed of the press 
platen. Another challenge was encountered when processing the images by this 
method: the lights used in the experiment were incandescent lights. Their luminos­
ity varies with the current that flows through them. The impact on the resulting 
images was that they were not directly comparable. To compensate, a first attem pt 
was made by correcting the brightness of the image with a function of the form:
SB = \k x  sin ( /) |
where B  is the difference in brightness. It is measured as the difference in average 
brightness between the lightest image and the darkest one in the image capture 
session. /  is the frequency, 50Hz in this case, and k is an amplitude parameter 
chosen to minimise the variation in the overall brightness between images. This 
approach however did not provide a very good result. There are two reasons for 
this: the background is not flat hence affected differently by the change in lighting 
conditions. Furthermore, hysteresis effects in the light filament makes the luminous 
response different from the function that governs the current flowing through it. A 
second approach was taken to reduce the impact of light variations by sampling an 
area of the picture, before carrying out the image subtraction routine. The aver­
age brightness of the sampling area was calculated and the brightness of each pixel 
shifted by this amount. The patch chosen for sampling is situated in the compact 
rather than on the background area of the picture thus making the images readable. 
The counterpart of this technique is that the background that was not affected by 
the light variation was now changing colour. This is only a minor side effect of the 
method, as the background is not of any interest for the purpose of detecting the 
cracks. This was the most successful technique to detect the initiation of fracture 
through image analysis. Using this method fractures were detected much earlier
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than with the previous image enhancement techniques. The observation of varia­
tions in the images can be put in a form that is more objective to detect fracture. To 
do so, the brightness value and position of the pixel undergoing the largest variation 
in each picture was also logged as tabulated data. Figure 3.31 shows the largest 
variation in one of the samples. The correlation between the tabulated data and 
the appearance of fracture on the images is excellent, confirming the sudden mod­
ification in the patterns on the surface of the compact. In the example illustrated 
by Figure 3.31, fracture intiation is considered to occur at t = 4208ms of the test, 
shown by the image 4208.
Examining the original images when clear fractures are evident also confirmed that 
the position of the cracks coincided with the initiation sites detected by the pro­
cedures set out above. This provides substantial support for the image analysis 
methodology developed.
3.3.4 R esults for a Ferrous Powder
The forces and displacement information recorded during the test were converted to 
stress against normalised displacement. The normalised displacement is the ratio of 
displacement to the diameter of the compact. Some authors also call it diametral 
strain [PZC03]. The test was carried out for nominal densities of 5.5, 6.0, 6.5 and 
7.0g/cc, values that are similar to those used for the unconfined compression test. 
The analysis of the collected data shows that the loading curve (Figure 3.32) can be 
divided into five regions.
In the first region of the compression curve, the contacts between the platens of 
the press and the compact are established. A non-linear elastic contribution may 
be present but it is mostly an initial plastic process establishing the contact areas. 
Because no preparation was carried out for the contact areas, a stress concentration 
occurs at the point where the platen initially touches the compact. It is certain that 
the stresses reach the yield condition of the powder locally due to the high stress 
level at the contact, as shown in Appendix C. The stresses then decrease as the 
contact surface grows. Thus, further local densification was also achieved.
The onset of fracture invariably occurs within the linear region of the curve, while
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Figure 3.30: Original picture (a), processed by contrast enhancement of brightness 
levels (b and c), contour search in black and white (d) and colour (e) and by image 
subtraction (f and g)
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largest brightness variation in the sample
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Figure 3.31: Difference in brightness at the point of greatest variation in the captured 
sequence of images, example at 6.5 g/cc, ferrous component. A line appears in the 
sample (image 4208), as the jump in brightness variation occurs indicating fracture.
CHAPTER 3. EXPERIMENTAL DATA 74










0 2 0 25 0 3 0 35 04 0 45 050 0 05 0 1 0 15
Figure 3.32: Typical loading curve for a Brazilian disc test.
the compact’s response to the imposed platen displacement remains linear. This 
highlights the difference between what happens locally, where stress concentration 
may occur, and the overall characteristic of a component. A technique based on a 
linearity interval devised in the previous section can be employed to define the yield 
point of the compact. This technique was used on the force-displacement curves with 
a 3% interval. Such a large interval is required because of the noise in the collected 
data. Unlike the materials that are conventionally seen as continua, the granular 
nature of the material remains here and induces irregularities in the component’s 
response so the technique needs to be adapted. The results from this measurement 
are later contrasted with the onset of fracture obtained from the observation of im­
ages acquired with a high speed digital camera during the test. In both cases, the 
stresses can be calculated using the analytical solution either by Hertz or Hondros. 
The third stage of the test is non-linear again as the compact gives way. This third 
stage is also subject to interpretation. It can be seen as the stable growth of the 
crack as suggested by Jonsen or it may be a plastic phenomenon [Jon06]. It is likely 
to be more complex even with both phenomena occurring at the same time. 
Finally, in region 4 the compact collapses completely and the force falls away when 
imposing further displacement. The maximum load reached during this test can be
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used to verify the consistency of the properties of the compacts. It can be particu­
larly useful to compare the repeatability of the maximum, which reflects an overall 
property of the samples, and the spread in the failure data, which can be seen essen­
tially as a statistical indicator as it is linked to the weakest point of the compact. It 
is therefore also a measure of the consistency in the compaction of the test samples. 
Jonsen identified a fifth region in which each half of the failed disc is then reloaded 
[Jon06]. This evidently is subject to the stability of each half of the compact once it 
has split and this rarely occurred in the present work as most of the split compacts’ 
halves rolled onto their side. Thus this region does not always yield meaningful data.
The relationship between the evolution of stresses and the appearance of cracks 
can be unclear. As the loading curves combined with the detection of fracture initi­
ation, shown in Figures 3.33 to 3.36, indicate, fracture begins earlier than the start 
of the stage considered as that of crack growth indicated in Figure 3.32, making 
the interpretation of the test from the loading curves difficult. Finally the images 
recorded can also give an insight into the mechanisms of fracture by defining the 
location of the crack initiation. Procopio et al. showed with simulations that if 
plastic yielding occurs, the stress concentration will be shifted along the compressed 
diameter [PZC03]. In the experimental context, however, local defects can influence 
the actual point of crack initiation. Figures 3.33 to 3.36 show the loading curves 
from each test and include a point that indicates the detection of fracture on the 
recorded images.
The maximum load sustained by the compacts (Figure 3.37) shows that the data is 
homogeneous despite evidence of damaged compacts in figures 3.34, 3.35 and 3.361.
The points when the linearity condition at 3% deviation is breached were noted 
and the corresponding values of the tensile stress at the centre of the compact were 
calculated using the Hertz solution and are plotted in Figure 3.38 as the yield condi­
tion. This figure shows that the detection of fractures from the images gives failure
1 Compacts believed to be faulty show a loading curve with important saw-toothed irregularities, 
probably due to the powder failing around the contact area. The data series 57, 6.0g/cc, shows the 
variability of the experimental process as it failed with a fracture originated in the centre of the 
compact as predicted by the theory but very early in the test under a low force. This early failure 
may be the result of a fault in the compact material introduced during compaction or handling 
resulting in localised stresses.
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Figure 3.34: Loading curves for the ferrous samples at 6.0g/cc with detection of 
failure from images.
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Figure 3.36: Loading curves for the ferrous samples at 7.0g/cc with detection of 
failure from images.









Figure 3.37: Maximum load in the Brazilian disc test.
points before the linearity criterion is breached, plotted as the fracture initiation 
stress. Consistently, the tensile stress derived from the fracture initiation obtained 
from image analysis falls below the value derived from the loading curve analysis. 
The values of the stresses derived from the contact models are only applicable to 
the non fractured component, therefore this comparison is only valid in order to 
evaluate both methods, as it is shown that the compact is already fractured when 
it reaches the yield limit at the upper end of the linear interval.
The values presented above have been calculated by a method which assumes a 
point load. In contrast, the calculation according to Hondros requires knowledge 
of the contact area or loading angle. This is retrieved from the images by a pixel 
count, and then used as a ratio of the number of pixels at the contact to the number 
of pixel across the diameter of the compact. The results are shown in Table 3.9. 
As can be expected, the contact area decreases with the increasing stiffness of the 
compact when the density is higher. The ratios between the stresses obtained by 
Hertz and Hondros are calculated as set out in equation 3.9 and plotted in Figure 
3.29.
The variation between the different contact cases are very small. The largest differ­
ence in the tensile stress at the detection of failure is less than 5%, which is negligible
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Figure 3.38: Maximum load in the Brazilian disc test.
compared to the variability of the measurements between samples (typically around 
20%).
The variability of the load at which cracks occur compared to the good repeatability 
of the test with regard to the maximum load supported by the compact highlights 
the statistical nature of fracture initiation. Figure 3.39 sums up the different criteria 
and the variability in the ratio between the crack initiation load and the maximum 
load between 50% at low density and 91% at high density. The use of the maximum 
load to calculate the tensile strength of the ferrous samples is therefore inappropri­
ate at low densities as it grossly overestimates it.
3.3.5 R esu lts  for an A lum ina Pow der
The Brazilian disc test on alumina samples provides an insight into the behaviour of 
a typical ceramic powder. The components exhibit a linear elastic behaviour, which 
is the major part of the loading curve, and the force then drops suddenly. This is 
shown in figures 3.40 to 3.43. It indicates a brittle behaviour of the powder. The 
tensile stress reached at the centre of the compact is lower than IMPa, which shows
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Table 3.9: Details of the contact widths measured from the images and related 
change in the maximum calculated tensile stress for ferrous samples.
density test contact width/radius 
«  a (rad)
a t  H Q n d r v s  
^ t H e r t z




6.0g/cc 56 0.148 0.97
57 0.139 0.97
58 0.117 0.98
6.5g/cc 62 0.118 0.98
63 0.116 0.98
64 0.135 0.98
7.0g/cc 70 0.087 0.99
Tensile strength from the Brazilian disc test for the DistaloyAE
8 6 2 6 6 6 8J 5 6
density (g/cc)
| — ■—  Max load + Hertz — •—  3% linearity * Hertz - - • a - • - crack initiation » Hondros |
Figure 3.39: Maximum tensile stress for different criteria applied to ferrous sample 
tests.
CHAPTER 3. EXPERIMENTAL DATA 81
that this powder does not achieve strong interparticle bonds.
The images show that fracture occurs when the load is close to reaching its
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Figure 3.40: Loading curves for the alumina samples at 2.10g/cc with detection of 
failure from images.
maximum. The non linear region of the loading curve is very short, making it very 
difficult to identify a crack growth period. The images confirm this by showing a 
very fast growth of the crack line. It only takes 10 ms from the detection of the 
initial fracture to the moment when the crack is shown along the whole diameter 
of the sample. The frequency of the data acquisition system was 50Hz, so within 
the resolution of the equipment, the propagation of the crack can be considered 
instantaneous. The maximum load indicates a good correlation with the density 
from 2.17g/cc (Figure 3.44). It is also apparent that because the alumina powder is 
very light with a tap density of 0.9g/cc, any inaccuracy when weighing the amount 
of powder used to produce the samples has a proportionally large impact on the 
final density of the compact. It is therefore more appropriate to consider the data 
as individual data points covering a density range than in groups with a nominal 
density as was done with the DistaloyAE powder.
The yield of the component can be detected by using the linearity interval tech­
nique, previously exposed. The threshold was set to ±1.5%. It is lower than in
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Figure 3.42: Loading curves for the alumina samples at 2.25g/cc with detection of 
failure from images.
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Figure 3.44: Maximum Load with data and averages grouped by nominal density.
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the study of the ferrous powder due to the absence of noise. Despite the lower 
threshold, the yield stress is within 1% of the maximum load in 10 out of 12 cases, 
with exceptions at 2.216 g/cc and 2.243g/cc where the yield of the component was 
calculated respectively at 86.7% and 94.6% of the maximum load (Figure 3.45). It 
is also visible that the functions fitted to the maximum load and the fracture load 
can be correlated by a factor of 0.9.
The study of the contacts shows that a decrease in the contact area occurs with
Comparison between maximum, yield and fracture loads
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Figure 3.45: Compared values found for the maximum, yield and fracture loads for 
the alumina samples.
rising density but it is less marked than in the case of the ferrous powder (Table 
3.10). The largest contact has a measured width of 12.2% of the compact’s diameter 
at 2,04g/cc and the smallest contact has a width of 9.1% of the compact’s width 
at 2.15g/cc. Such small contact areas result in a very small difference between the 
tensile stresses calculated by Hertz’s and Hondros’s solutions. All variations arising 
from changing the calculation method are within 2%. Figure 3.46 summarises the 
different value of the tensile strength found from the diametral compression test 
with different criteria. It shows again that using the apparent yield of the compo­
nent or the maximum load gives very close values for the brittle alumina powder. 
The fractures however appear consistently before yielding is observed at 90% of the
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maximum load on average. The ratio between the maximum load and the fracture 
initiation load is however difficult to characterise as it varies between 79% and 100% 
without clearly identifiable trends.
Table 3.10: Details of the contact widths measured from the images and related 
change in the maximum calculated tensile stress for alumina samples.
test density (g/cc) contact width/radius 
«  a (rad)
&tH ondros 
&tHertz
9 2.037 0.116 0.98
8 2.043 0.122 0.98
10 2.082 0.120 0.98
17 2.111 0.104 0.99
18 2.135 0.096 0.99
16 2.140 0.107 0.98
23 2.157 0.091 0.99
24 2.203 0.099 0.99
25 2.216 0.097 0.99
33 2.236 0.103 0.99
32 2.243 0.108 0.98
31 2.275 0.099 0.99
3.3.6 D iscussion
The study of DistaloyAE and alumina by the diametral compression test highlights 
the difference in behaviour between these powders. DistaloyAE has very distinct non 
linear regions at the start and the end of its loading curve, whereas with alumina, 
those regions are smaller in extent. This shows that the ferrous compacts are ductile 
and subject to yield in regions where high compressive stresses develop. The alumina 
samples, on the other hand, have a brittle behaviour and reach fracture without 
large plastic deformations taking place throughout the compact. This observation 
is supported by the propagation of the fractures in the compacts. In the alumina 
compacts, the fracture initiation occurs when the load is close to its maximum, and 
the maximum is reached when the fracture is completely propagated through the
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Figure 3.46: Maximum tensile stress for different criteria applied to alumina sample 
tests.
compact along the diameter. When the load reaches its maximum value in the case 
of the ferrous compacts, a wedge shaped region has appeared with a base at the 
contact with the platens and pointing to the centre of the sample. This indicates 
shear is present and additional fractures are taking place. The stress distribution 
predicted by Hondros shows that the horizontal stress component along the vertical 
diameter is not positive from the centre to the contacts. Instead it becomes negative 
at a radius dependent on the contact angle. The videos show a good correlation with 
this prediction: the ferrous samples develop a wider contact area and the tension 
fracture does not propagate totally across the samples. Instead they meet the shear 
fractures, and each half of the compact is split (Figure 3.47). In the case of the 
alumina compact, the fracture goes all the way to the top of the compact, which is 
consistent with a smaller contact angle (Figure 3.48).
These results show that the non linearity in the third region of the loading curve 
(Figure 3.32), is not related to the growth of the tensile fracture but to its widening 
and the evolution of the contacts.
Although in this series of tests no particular measure was taken to prepare the 
contacts with the platens, the tensile strength values for the DistaloyAE discs are
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Figure 3.47: Fracture growth in a DistaloyAE sample
Figure 3.48: Fracture growth in an alumina sample
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very close to results found by Doremus and Jonsen, who prepared the contacts, as 
shown in (Figure 3.49) [Dor03, Jon06].
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Figure 3.49: Comparison between the results obtained in this work and previous 
studies.
subtraction proved very useful, as it can show a fracture that may not be visible 
on the original image. This can be due to the thickness ratio of the samples. The 
fracture may start invisible from the filmed end of the compact but a displacement 
in the face of the compact changes the reflection of the light on its surface and can 
be easily detected by the image subtraction technique. This is illustrated below with 
the original picture and the resulting image processed by the brightness subtraction 
technique (Figures 3.50). The saturation multiplies the brightness difference found 
between the picture at the start of the test and the analysed picture. In some cases, 
the result is out of range, it is then plotted white.
The Brazilian test is a test that is difficult to interpret due to the complexity of 
the stress distribution generated within the sample. It has been shown that in the 
context of powder characterisation, a good correlation is obtained in the results be­
tween the stresses at the centre of the compact when the component’s behaviour
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(a) Image captured at time t (b) Image at time t subtracted 
from the image at the start of the 
test — saturation 15
(c) Image at time t subtracted (d) Image at time t subtracted
from the image at the start of the from the image at the start of the
test — saturation 50 test — saturation 100
Figure 3.50: Results from the use of different saturation levels
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becomes non linear and the onset of fracture. This correlation holds in the cases of 
brittle and ductile powders. However, two observations must be made regarding the 
test. First, the results of the tests are certainly influenced by the anisotropy of the 
compact due to uniaxial compaction. Further literature on the effects of material 
anisotropy is available in Korachkin’s thesis [Kor06]. Also,the stresses induced by 
diametral compression imply that Lode’s angle is not zero. The consequences of 
this are investigated further in Chapter 4 with the development of a three-invariant 
model and a study of its impact on the resulting stresses in the compacts.
3.4 Instrumented Die Test
The die compaction test consists of the uniaxial pressing of a cylindrical compact. 
It has been used to characterise powder for several years and is well documented 
in the literature. It is now a proven and reliable technique to calibrate constitutive 
models under the conditions of closed die compaction. It was used in this study 
to obtain a consistent data set, in which all the information was collected from the 
same batch of material. This is why data was recorded as the samples were prepared 
for the unconfined and diametral compression tests. The instrumented die technique 
was used for the development investigation but not developed further than already 
reported in the literature, therefore only the results are exposed and for further 
details, the reader is referred to the review in Chapter 2 or the literature readily 
available [GTG+01, CamOO, Kor06].
The radial and axial stresses are retrieved from the data acquisition system as well 
as the displacement of the punch. The effects of friction are taken into account by 
measuring the load at the top and at the bottom of the compact and with information 
from the shear plate experiment documented by Cameron and Korachkin [CamOO, 
Kor06]. However, friction is considered to have a negligible impact on the density 
distribution for this particular experiment and the density of the compact is therefore 
calculated from the volume and the mass of the powder in the die.
The model is based on a formulation in the hydrostatic deviatoric plane, so this is the 
format in which the data is used. Figure 3.51 shows the evolution of the hydrostatic 
stress, P , with density (also know as pressure or mean stress). The relationship
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between the pressure and the density for the DistaloyAE was established, in the 
present work, by curve fitting as:
P = 35.056 (e0-734^ - 3-84) _  i) (3.10)
Plotting the deviatoric and hydrostatic stresses shows an equally good repeatability
(Figure 3.52). The hydrostatic and deviatoric stresses can be related by:
/  0.769P \
Q = 172.651 tanh (^172 651J  (3-n )
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Figure 3.51: Pressure against density for DistaloyAE in a die compaction.
experimental data and the coefficient were calculated by the least square method. 
Figure 3.53 shows the resulting characteristic curves for a uniaxial compression test. 
The match between the experimental values and the fitted curve is considered very 
good, with a match within 5% from a density of 4.2g/cc.
The Alumina powder has a behaviour which is typical of brittle powders. First 
a phase of deformations at low stresses occurs followed by a sharp increase in the 
pressure as the density rises (Figure 3.54). This type of behaviour was reported by
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Deviatoric stress against hydrostatic stress
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Figure 3.52: Deviatoric stress against pressure for DistaloyAE in a die compaction.
Figure 3.53: Characteristic curves for DistaloyAE in a die compaction.
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Guyoncourt but with application to zirconia powder [GTG+01]. The data recorded 
experimentally is more scattered than in the ferrous case with 6 % deviation on 
average, with a maximum of 11.7% at 2.3g/cc.
To describe the pressure-density relationship in alumina, a different form was used 
for the equation, from the one employed in the case of the ferrous powder:
P  =  0.0356 (p -  0.295)14'223 +  1.6 1 5 ( 3.12)
It is notable that the best form for the equation is cannot be assumed a priori. It 
must be adapted for the material studied, for example, the present study highlights 
the difference in behaviour between the ferrous and the ceramic powders with the
use of an exponenial equation for the former material and a power law for the latter,
to describe the pressure-density relationship. Hydrostatic and deviatoric stresses in 
the uniaxial test for the alumina powder are almost linearly related, as shown in 
Figure 3.55, it can be described by the function :
Q =  0.937P0 979 -  0 . 2 0 0  (3.13)
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Figure 3.54: Pressure against density for alumina in a die compaction.
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Figure 3.55: Deviatoric stress against pressure for alumina in a die compaction.
on the deviatoric stress, however varies greatly with the density range. At 1 .6 8 g/cc, 
the error is 44% and it decreases to 5% at 1.78g/cc. In absolute values, this only 
represents a 0.5MPa variation at 1.68g/cc and is caused by the curve fitting scheme, 
which emphasises accuracy at high densities. The match between the experimental 
data and the calculated values is shown in (Figure 3.56).








Figure 3.56: Characteristic curves for alumina in a die compaction.
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3.5 Establishing the Yield Surfaces
The experiments introduced in the previous sections were chosen to characterise 
the behaviour of powders over a range of deviatoric and hydrostatic states of stress. 
Prom this information it is possible to derive a material model when the conditions of 
compaction deviate from the theoretical uniaxial compression path. A finite element 
code was developed at Swansea University for the simulation of powder compaction 
as a continuum. It uses a constitutive model based on elliptic yield surfaces defined 
in the plane of hydrostatic-deviatoric stresses. The yield function can be expressed 
as:
+ (3.14)
This model is a simplified implementation of the model proposed by Mosbah [MB96]. 
The provision for cohesion made in the original version was abandoned and the terms 
used for the hydrostatic coordinate of the centre of the ellipse and its hydrostatic 
semi-axis length are both equal to Po in the numerical version of the code. This 
configuration of the yield surface can easily be calibrated with the die compaction 
test. The results obtained from this model are good for the simulation of compo­
nents manufactured in conditions close to uniaxial compaction [PM 99].
The coefficients can be calculated analytically from the experimental data by en­
forcing yield condition and the flow rule at the stresses recorded during the die 
compression test. The yield condition in the die compression test gives:
crD +  2gd \  (o? — <7.z  1 r> \ i \  2 '
PS V 3 )  Q
? ) :
f = T S  r  ~ p o  +  ^  '  - 1  =  0  ( 3 - 1 5 )
The superscript D indicates the values measured in the die compression test.
The flow rule is ep = A j^ , in which is the plastic multiplier and g is the plastic po­
tential. Because the tools are much stiffer than the powder, it can be assumed that 
the die is totally rigid, thus there is no radial deformation. The model used is asso­
ciated, as calibration of a non associated model requires data about the plastic flow 
of the material, which is unavailable. Associating the plastic potential and the yield 
surface translate mathematically as g = / ,  therefore, in a closed die compaction,
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the derivative is:
^ -  =  ^ -  =  0dar dar
d f  _  4 ( a ?  +  2a?  _  \  +  ( £ = £ ? )  =  0 (3.16)
dar 3F02 V 3 7  Qo
From equations 3.15 and 3.16, the coefficients can be calculated:
3 (PDf  +  2P DQD 
=  P »  + 2Q°  (3'17)
Qo = \ I ( Q ° ) 2 ^ ^  (3-18)
Figures 3.57 and 3.58 however show that this model does not reproduce accurately 
the values found experimentally for the yield at low pressure.
It is possible to alter the shape of the yield surface to obtain a better match between 
experiments and the theoretical yield surface. This can be achieved by modifying 
its equation in the form:
( p - f l f  / p - M V Q ! _ 1 =  0 (319 )
1  PS {  2P0 )  Ql ( ’
The choice of this equation form is motivated by the need to deviate from the ellitptic 
shape so that the apex of the curve may move in the hydrostatic direction. Khoei 
proposed a single surface cap model based on a quadratic function of the stress 
invariants, however its basis was not elliptic [Kho05]. This leads to the necessity 
to adopt limits in a computational implementation to avoid negative values of the 
deviatoric stress, which are not physically possible. The elliptic basis of the model 
proposed in this work avoids this problem.
The calibration of this model now requires the definition of four constants, Po5 Qo5 
Pi and n. This can be achieved by solving a set of equations that place each test on 
the yield surface A fourth equation can be obtained from the die compaction test. 
If the tools are assumed to be rigid, then no radial'deformation takes place. In the
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absence of radial stress, this gives: The plastic potential, g, can be defined as:
( P  -  P i ) 2 Q 2
Pq Qo (3-20)
This makes the model non-associated, however it simplifies the calibration by re­
ducing the number of terms in the calculation of the derivative. A more complex 
function could not be exploited due to the lack of information on plastic potential. 
By making use of the coefficients from the yield function, it also ensures that the 
plastic potential is defined for all acceptable stresses.
This model was calibrated by using the yield conditions in the die compression test, 
the unconfined compression test (superscript C), the Brazilian disc test (superscript 
B)  and the flow rule in the die compression test as objective function expressed in a 
vector form in equation3.21. Prom this, an optimisation routine was programmed to 
calculate the values of the coefficients with a Newton-Raphson scheme over a range 
of densities by solving for each considered density value:
(P D - P i )2 /  p d - ( p 1d - p 0 )
(p0dY \  2P°
(.P C - P 1)2 /  p C _ (p C _ _ p b)
(Poc Y  V 2Po
(PB- P iY  ( PB- (P f -P o )
(PoBY V 2Po
dq _  4(PD-P i)  
d k  ~  — 3 ^ --------
The resulting yield surfaces obtained for DistaloyAE and alumina powders are shown 
in Figure 3.57 and Figure 3.58. The difference in the low pressure region is notice­
able, but there is also a significant change in the highest deviatoric stress that can 
be sustained by the powder. In the examples shown below, for DistaloyAE the dif­
ference in the highest admissible deviatoric stress at 5.1g/cc is 17.5% and 19.5% at 
2.27g/cc for the alumina powder. These values correspond to a relative density of 
0.65 in both cases.
The observation of the yield surfaces of the DistaloyAE and the alumina powder 
highlights the differences between the behaviour of ferrous and ceramic powders. 
The low pressure region of the ferrous yield surfaces are well developed resulting in
<3?
or
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Figure 3.57: Yield surfaces for the DistaloyAE powder.
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Figure 3.58: Yield surfaces for the alumina powder.
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a nearly elliptic yield surfaces. Cohesion is also developed as density increases. On 
the other hand, there is very little variation between the low pressure region at low 
and high density for the alumina powder.
It is visible that the yield surfaces obtained are very different according to the mate­
rial. the alumina powder exhibits a yield surface which can be suitably described by 
a model such as the Drucker-Parger model, in which the shear failure envelope and 
the compaction cap are described separately. The ferrous powder, however, seem to 
exhibit a more ductile behaviour under high deviatoric stresses in which the shear 
failure is not an appropriate representation of the phenomenon. Instead, an elliptic 
model is more appropriate, even though the present study shows that this could 
be refined. This is most likely caused by the range of relative density exploited in 
the compaction process. Ferrous powders axe compacted to relative density of 0.9 
or more and undergo little shrinkage during sintering. Ceramic powders, however 
are compacted to lower relative densities, typically 0.7 for alumina. The shrinkage 
during sintering is not negligible. The fragility of ceramic compacts in low pressure 
conditions is also observed in the data from Doremus, in which a zirconia powder 
was tested [Dor03]. The deviatoric stresses achieved in the Brazilian disc test and 
unconfined compression test are respectively lower than 5% and 10% of the devia­
toric stresses in the die compaction test. This is also true in the case of alumina. 
In the case of the DistaloyAE, for comparison, the ratio between the stresses in the 
unconfined compression test and the die compaction test is of the order of 80% and 
30% for the Brazilian disc test.
Once the yield surface parameters have been calculated for a number of densities, a 
function may be fitted to define them over the density range investigated. The opti­
misation solver provided in Microsoft Excel was used to obtain the optimal match. 
The functions used are:
P0 = K i ( l n ( l - ( - P ~ ^ - 0 (3.22)
T - P r
K4
■Pi =  -^3 ( In [ 1 — ( ~ ~ ~ ~  ) ) ) (3.23)
„ H Hmax 
Ki
Q0 = K b tanh I I (3.24)
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n =  K 7  (<° k * ( p ~ p o )  -  K g ) (3.25)
The coefficients are Kg  to Kg. The limit densities rhog and pmax» can be specified 
as the loose powder density and the solid density. They can also be considered as 
variables to improve the correlation between the equations and the experimental 
data. The evolution of the coefficients defining the yield surfaces is illustrated in 
Figure 3.59 for the DistaloyAE and in Figure 3.60 for the alumina powder.
It is interesting to note the evolution of the cohesion of the powder measured
C o effic ien ts  for th e  m odified m od el: v a lu e s  from experim ental data and  
fitted fu n ctio n s
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Figure 3.59: Model parameters against density for the DistaloyAE powder.
as the pure hydrostatic stress at yield. A comparison with a modified CamClay 
model in which the centre and the hydrostatic semi-axis are independent (equation 
3.14) shows the inability of a simple ellipse, as proposed by Mosbah, to reflect 
cohesive properties with a calibration from the diametral or unconfined compression 
test. When calibrated against either low pressure test, the elliptic model does not 
develop any cohesion. Figures 3.61 and 3.62 show the evolution of the intersection 
between the yield surface and the pressure axis at the tensile end of the yield surface, 
respectively for the DistaloyAE and alumina powders. The pressure is considered 
positive in compression and the plots show that with a modified CamClay model as 
expressed in equation 3.14, the powder cannot sustain low compressive stresses any
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Figure 3.60: Model parameters against density for the alumina powder.
more, as density grows. This cannot be upheld as a valid model and justifies the use 
of a model without a cohesion term when the simple elliptic shape of the modified 
CamClay is chosen. In some cases, the cohesion does not follow a monotonous 
evolution. This is due to the calibration method. Instead of a direct measurement 
of the cohesion, the intersection between the hydrostatic axis and the yield surface 
is governed by the growth of the surface in the hydrostatic and deviatoric direction. 
This makes the evolution of cohesion a difficult parameter to control in the studied 
models with the available calibration data.
This study demonstrates the ability of the modified elliptic model proposed in this 
chapter to reflect the yield behaviour of the studied powders at low pressure and to 
develop cohesion as the density increases. More tests can be carried out to obtain 
more complex yield surfaces but it is interesting to keep the model simple for usabil­
ity. Four parameters are used to describe the yield surfaces. They may be described 
by very complex functions requiring many material constants. However this is only 
a curve fitting exercise, which can be carried out by modern spreadsheet programs.
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Figure 3.61: Cohesion for the DistaloyAE powder calibrated for the modified Cam­
Clay and the skewed elliptic model with the experimental data from the present 
work.
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Figure 3.62: Cohesion for the alumina powder calibrated for the modified CamClay 
and the skewed elliptic model with the experimental data from the present work.
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3.6 Closure
In this chapter, a new formulation for the yield surface of compacted powders was 
derived. It is able to reflect more accurately the behaviour of powders yielding under 
low pressure. The new formulation compares favourably with the modified CamClay 
formulation. The new formulation is capable of assuming a shape close to that of 
a Drucker-Prager model when required (with the alumina powder for instance) but 
can also keep a shape close to an ellipse to represent the yield behaviour of a ferrous 
powder. As a single surface model, it also simplifies an eventual computational im­
plementation, as highlighted in Chapter 2.
To obtain the information necessary to devise the new constitutive model, an experi­
mental investigation was carried out. The use of high speed image capture combined 
with the developed image analysis technique to detect fracture in the Brazilian disc 
test and to measure radial strain in the simple compression test, showed that the 
data reduction solely from the loading curves is insufficient in most cases. It did 
show that the Brazilian disc test can be analysed from the loading curves only in 
the case of brittle materials like the alumina samples. This can be interpreted as the 
consequence of the rupture under tensile stresses in a material which develops little 
cohesion and highlight a much greater pressure dependency in the alumina samples 
than in the ferrous components. Image processing is shown to be a good measure­
ment tool to avoid contact measurement methods as green compacts are very fragile.
Further investigation can be suggested to improve the knowledge of the powder be­
haviour. In particular, a series of tests in a shear box could give an insight into the 
shape of the yield surface in the intermediate pressure range. Although anisotropy 
is certainly developed in the powder properties by the uniaxial compaction process, 
it was not investigated in the present study, which focuses on the characterisation 
of the yield surface. It would be of interest to quantify its impact, which can be 
expected to vary according to the type of powder.
Chapter 4
Study o f the influence of the Lode 
D ependency in Powder 
Com paction
4.1 Introduction
A variety of constitutive equations are used in the literature to model the behaviour 
of powders in the compaction process. A set of constitutive equations for a classi­
cal elasto-plastic formulation consists of a yield surface, which sets a limit on the 
elastic domain for stresses and a flow rule, which defines the direction of the plastic 
material deformation. Associated models are the general rule in powder compaction 
modelling, which means that the plastic potential function and the yield function 
are coincident in the stress domain. Their formulation is based on the use of the first 
stress invariant and the second deviatoric invariant, with few exceptions [Kho05]. 
These formulations reflect the pressure dependency of the yield properties of powder. 
However, when friction and complex geometries are introduced in a component, the 
uniaxial state of deformations in the components is not upheld [CROO]. This can 
exacerbate the three dimensional variations that exist within the part and hence 
the neglect of the third deviatoric stress invariant may be important. This may be 
particularly important for more complex multilevel and three dimensionally shaped 
components.
104
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Experiments in the field of geomechanics and concrete show that in three dimen­
sional states of stress, the strength of porous and granular media cannot be reduced
to two variables. In particular, the third deviatoric stress invariant influences the 
shape of the yield surface. Its impact is generally introduced by means of the Lode 
angle, defined in Figure 4.1.
In a comparison of numerical simulations with experiments, Mosbah et al. showed 
that good results were obtained in the compaction of cylindrical components, but 
residual stresses after unloading and ejection forces are found to be higher than the 
experimentally measured values [MB96]. At the time, this was attributed to the 
influence of the third deviatoric stress invariant. An experimental investigation fol­
lowed these conclusions, which deduced that the Lode angle has an influence on the 
admissible stresses in elasto-plastic deformation, and this was further confirmed by 
Shima [MKSK97, SK98]. Both works lead to the conclusion that the use of a two 
invariant formulation for plasticity modelling was incomplete but did not directly 
attribute the high stress levels observed in computational results to the influence 
of the third deviatoric invariant. The present work builds on the existing modified 
CamClay model developed at Swansea University to include the dependency on the 
third deviatoric invariant through the Lode angle and investigate its impact on the 
compaction and ejection. First, the previously existing model is introduced and the 
modifications to include the third deviatoric stress invariant brought to the code 
are exposed. Both models are then examined to evaluate their performance and 
solutions.
The constitutive equations used to model the behaviour of powders are generally 
based on the pressure and the deviatoric stress. They are linked to the stress invari­
ants by the following relationships:
in which P  is the pressure positive in compression and the first stress invariant:
h  =  - 3  P (4.1)
(4.2)
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in which Q is the deviatoric stress and J2 =  ***%** 1S the second deviatoric invariant. 
The deviatoric stresses in a matrix notation are given by:
-  _  - h raij ~  Gij g
where I  is the identity matrix. The third deviatoric stress invariant is given by:
J 3 =  det (&ij) (4.3)
It is a mathematical property of the deviatoric stress matrix and this representation
is not employed as such, because it has no physical meaning. It is represented as
the Lode angle for the purpose of implementation and is given by:
1 . f  -3V 3J3\
a = 3 a r a m (kl ^ - J  ( 4 ' 4 )
The Lode angle takes values between -30°and 30°.
CTi
Figure 4.1: Lode angle, a, defined in the triaxial principal stress plane.
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4.2 M athem atical Basis of Elasto-Plasticity
The mathematical basis of elasto-plasticity is set out fully by Crisfield [Cri96]. In 
powder compaction, yield models are particularly challenging due to their depen­
dence on density or potentially other state variables such as work. Included for 
completeness, classical elasto-plasticity yield models are based on an elasticity do­
main, the decomposition of strains and a yield criterion. It is assumed that the 
strain increments can be decomposed in their elastic and plastic fractions, Aee and 
Aep:
Ae =  Aee +  Aee
The strain decomposition can be substituted into Hooke’s law of elasticity:
A c t  =  C A ee =  C  (Ae -  Aee) (4.5)
In which C  is the matrix of elastic coefficients. The set of admissible stresses is 
governed by a yield function / .  Plastic flow occurs if /  =  0. The function f cannot 
take a positive value as it defines the set of admissible stresses. If /  < 0, plastic 
loading does not occur and there is no plastic flow. In this case the behaviour is 
elastic and the stresses can be updated by:
crk =  crk_i +  A c t  = crk- i  +  C A e = A c t  = +  C  Aee
When plastic loading occurs, it is governed by a flow rule:
in which g is the plastic potential function and the plastic multiplier. In this work, 
the plastic potential and the yield surface are considered associated, so f  = g. 
Additionally, the model is rate independent, so the equivalence between the rate 
equations and the incremental form can be exploited. Prom the flow rule and Hooke’s 
law, the stress-strain relationship can be written in the case of plastic loading:
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This expression leads to the formulation of the elastic prediction for the incremented 
stresses and to the basis for a return to the yield surface when the elastically incre­
mented stresses is not in the elastic domain:
A « - i g )  (4.7)
in which the elastically predicted stress is cre =  (To +  C Ae. The return to the yield 
surface is carried out through an iterative process. The plastic multiplier must be 
positive and satisfy the yield function. The equations involved can be highly non 
linear and the success of the return to the yield surface is dependent on the yield 
function, which must be formulated to ensure the unicity of the solution.
4.3 Modified CamClay M odel
As discussed in Chapter 2, there are a number of yield surface forms that may 
be adopted. Common forms include an ellipse e.g. modified CamClay by Lewis 
and Schrefler or Mosbah et al. [LS87, MB96], and two-surface models such as the 
Drucker-Prager model enclosed by a shear failure envelope and a compaction cap 
[CR00]. In the modified Cam-Clay model available in the literature, the yield surface 
can be expressed as a function of the pressure and deviatoric stress:
,  (.P - P i f  , Q2 ,
1 P i  + Q l
For convenience of use when introducing the third deviatoric stress invariant, this 
can be rewritten as a function of the first stress invariant and the second deviatoric 
stress invariant:
/  =  27J2 +  M ( /Wo) ( / 1 - / 0) (4.8)
in which Iq = —3 (P — Pi), Ic =  —3 (F i_r,), and M  = % . I0, ij, and M  are the0
hardening coefficients. They are functions of the density which is used as a hardening 
variable. The model is associated, thus the derivative of the plastic potential for the
cr = cr0 + C
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flow rule is:
d f
——  =  27<jy +  M  (2/i — Iq — Ic) S{j
0(7 ij
where Sij is the Kronecker delta function. The stress increments in equation 4.6 can 
be written in a tensor form as:
AGij =  Cijki (A€ki -  \ D f a ki) (4.9)
The development of the term C i j k i D f c r u  from the equation above gives:
d f  _  E  d f  v E  f  d f  \
13kl d a w  1 +  v  dcrij +  (1 -  2i/) (1 +  1/ )  r  \ d a m n )  v
W ith tr =  3M (2ii — 70 — Ic), this leads to:
d f  _  E  m ( ^ t  t  \  1 3^ ( 2/ i  - / 0 - / c)
m  d m  ~  1 +  v  ^ ij  ^ 1 0 ^  (1 -  21/) (1 + 1/) ij
d f  T 7 F  h i  P
c ^ d k t = +  T ^ h > (2/l -  -  7‘> *  (41°)
In a fully implicit integration, the stress is considered at the end of the step and 
substituting equations 4.9 and 4.10 into equation 4.7 gives:
27E  _ M E  (nT
Vij +  1 7T] (2-^ 1 h  Ic)1 +  1/ J l  — 2 v
(4.11)
Equation 4.11 can be split into the hydrostatic and deviatoric contributions. The 
hydrostatic part is given by:
h  =  11 -  Ar S { 2 h  ~ I o ~ Ic)
Prom this, the expression for A is:
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The deviatoric contribution in equation4.11 is:
-  _  - e  ,  27£ _
aij ~
Substituting A gives:
(Jf -  h )  (1 -  2v) 27E __
13 11 Z M E  (2 /i  -  I0 -  Ic) 1 +  v  13
(2 h - I o - Q a j
%j ( i e- h ) n - 2 v )
(2A ~  h ~  Ic) + 9 Mfi-W
It is notable that the deviatoric stresses are obtained as a scaled value of the elastic 
deviatoric stresses. Finally, substituting equation 4.13 into equation4.8 gives:
/  =  27 (27, -  70 -  Ic) + M h  (h  -  70 -  Ic) (27, -  70 -  7C) +  9 (If -  7i) (1 -  2v)
2
M ( l  + v)
(4.14)
The Kuhn-Tucker condition applied to the expression of A gives, from equation 4.12:
( I t -  M U -  2.) , 0 (tl5)
By definition the stresses are bound by the yield surface, therefore from equation 
4.14:
27(2h  - I 0 -  Ic) +  M I X (h  -  Jo -  Ic)
-  /o “  /c) +  9 M ( 1 + u) < o
(4.16)
If the yield condition is not reached, no plastic flow takes place, therefore for all 
/  < 0, A =  0 and the Kuhn-Tucker condition is verified. If plastic flow occurs, the 
admissible stresses lie on the yield surface, /  =  0 and A > 0. This can be expressed 
as an equality known as the consistency condition:
A/ =  0 (4 .17)
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The analysis of the expression of A in 4.12 gives an interval for the solutions to 
equation 4.16 so that the consistency condition is satisfied. Noting that v < 0.5, 
this means that (1 — 2v). Also M is a squared quantity, therefore positive, and E  is 
Young’s modulus, thus positive by definition so the term (3M E )  is always positive. 
The sign of the term (If  — If) is defined by:
(If  -  h )  > 0 for I f  > h
(If -  h )  =  0 for I f  = I,  (4.18)
(If -  h )  < 0 for I f  < A
The sign of the term (211 — If) is defined by:
(2h  -  J0) > 0 for h  > J0/2
(2h  -  Jo) =  0 for h  = 70/2  (4.19)
(2h  ~  h )  < 0 for h  < J0/2
Prom the inequalities 4.18 and 4.19, the inequality 4.15 is satisfied for the following 
conditions:
for I\ > Iq/2  : I f  > I\ > Jo/2 
for Ii < Iq/2  : I f  < l \  < Iq/2
It can be shown that equation 4.14 of the fourth degree in J  has two solutions in 
the interval [0; Jo]. To return to the yield surface, it can be solved by the regula falsi
method, using the appropriate starting interval to ensure A > 0. This interval can
be further reduced to minimise the number of iterations:
for I f  > f  : 0 >  h  > f  (4 2Q)
2for I f  < & : 0 <  h  < h
It is notable that the return to the yield surface is obtained by solving a single 
equation for the scalar value of A, whereas the general case for the return to the 
yield surface by an implicit scheme is given by a set of equations solved to obtain 
the stress vector update, as shown by Crisfield or Simo [Cri96, SH98]. This type 
of solution is developed in the next section for the three-invariant model as the 
approach presented in this section cannot be used when the third stress invariant 
is included. The return mapping of the stresses to the yield surface in the present
CHAPTER 4. LODE DEPENDENCY IN  POWDERS 112
case is efficient as it does not require the calculation of the derivatives of the yield 
surface and hardening coefficients in its computational implementation.
4.4 Development of the Three-Invariant M odel
Within this work, a model was developed to investigate the effect of the third devi­
atoric invariant. The mathematical basis for its implementation in a finite element 
code is first introduced below. Its effect is expressed through the Lode angle. This 
is followed by the evaluation of the numerical implementation. Following the exper­
imental work showing evidence of variations in the yield limit of powders according 
to the loading direction in the triaxial principal stress plane [MKSK97, SK98], sim­
ulations are then presented to assess the changes in density, stresses or compaction 
forces occurring when the yield surface is altered with the Lode angle.
4.4.1 Yield Surface Formulation
Several possibilities exist to introduce the influence of the third invariant in a consti­
tutive model. The Mohr-Coulomb yield criterion can be used in conjunction with a 
compacting cap surface. The maximum shear stress approach of the Mohr-Coulomb 
means that it is defined by planes in the space of principal stresses (Figure 4.2.a). 
This makes the model difficult to exploit due to the singularities at the intersec­
tion of the yield surface planes. Methods of overcoming this difficulty by using a 
smoothing function at the singularity have been presented by Nayak and Zienkiewicz 
and Owen and Hinton [NZ72, OH80]. Crisfield demonstrates an especially adapted 
return mapping algorithm for cases in the neighbourhood of several yield surfaces 
[Cri97]. These procedures are computationally heavy and require an implementa­
tion very specific to the model considered which is difficult to generalise.
A more recent approach with a single surface formulation is proposed by Khoei 
[Kho05]. Although the third deviatoric invariant is included in the formulation, it 
was not tested and explored within the case studies published, thus its influence 
was not quantified. Furthermore, the term reflecting the Lode angle is added to
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the formulation rather than implemented as a multiplicative term of the maximum 
deviatoric component. This implies that the Lode angle can also influence the value 
of the maximum hydrostatic stress. A key problem is that it is very difficult to 
calculate the value of the Lode angle by numerical means under very small small 
deviatoric conditions. Retaining the influence of the Lode angle on the deviatoric
stress only makes it possible to ignore the impact of the Lode angle when the stresses
are close to hydrostatic conditions (within the machine’s precision) avoiding divid­
ing by a term close to zero in equation 4.4.
Based on this consideration it was decided that to introduce the impact of the third 
invariant into the existing model, the ratio of the deviatoric to hydrostatic semi-axis 
length should be modulated by a function of the Lode angle:
/  =  27h  +  M k2 ( / i _ J  (A -  Jo) (4.21)
Equation 4.21 includes the influence of the Lode angle through the term n. Ex­
pressions to reflect the inclusion of this term have been reported in the literature, 
in particular, B’ardet provides a comprehensive review of options [Bar90]. However, 
the difficulty remains of matching the parameters with the actual material response. 
This difficulty arises due to the sparseness of experiments relating to the behaviour 
of powders with respect to the Lode angle.
In an effort to keep the function without introducing complexity artificially that 
could not be matched to experimental data, its formulation was designed after in­
spection of the data from the experimental investigation by Mosbah et al. [MKSK97]. 
It may be defined as:
k, = (1 — j3) cos2 ^3“ ^ +  j3 (4.22)
When combined with the basic yield surface, it modulates the shape of the yield 
surface in the 7r-plane such that the modified CamClay model, for /3 = 1 (Figure 
4.2.b), becomes dependent on the Lode angle (Figure 4.2.c). To obtain a peak value 
in compression, the Lode angle is remapped as 6  defined between 0 and | .  The 
modification only rotates the reference so that 9 is 0 when the stresses lie on the
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compressive section of a principal stress axis:
0  =  —  I arccos
It is possible to simplify the expression for k by using the relationship cos2 (—a2+7r) =
1 C“S-" . This results in:
,t =  ^ -
(4.23)
k alters the yield function so that the ratio of the semi axis lengths in the P  — Q
plane vary between (3 and 1: 
for 6  = 0, this ratio is 1, 
for 9 = | ,  this ratio is (3.
The formulation of the yield function, however, does not ensure the convexity of the 
yield surface. This is a requirement in classical plasticity formulation to ensure a 
correct return to the yield surface when plastic flow occurs. The minimum value 
of (3 for this formulation of k that ensures convexity is 0.78. This is illustrated in 
Figure 4.2.c and d.
To obtain the direction of the plastic flow, as the associativity of the model is 
retained, the derivative of the yield function is necessary. It is given by:
n  = ——df_ = d f_dh  d f_dJ 2 d l d J s
d a  dl i  d a  dJ2 d a  dJ 3 d a
n  = j l  =  M k 2 (2 h  -  /„ -  Ic) +  2 7 ^  +  2M« (.h  ~  h )  (h  -  h )  ^
The derivative of k is:
dn dft dJz
d a  dJ2 d a  dJ3 d a
&k_ _  9 (1 — P) %/3 dJ 2 _  3 { l - / 3 ) V 3 d J 3 
9cr 8 J25/2 3 d a  4  j W  d a
d a 5 da da 
completeness.
|^r, and are standard derivatives. They are included in Appendix A for
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(a) Mohr-Coulomb envelope
(d) As c. with (3 =  0.55
(b) Modified CamClay/elliptic model
(c) Elliptic model with influence of the third 
deviatoric stress invariant, (3 =  0.78
Figure 4.2: Yield surfaces for several yield criteria in the principal stress plane.
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p
Figure 4.3: Hardening: growth of the yield surface with the change in density.
4.4.2 H arden ing
In this work, the yield surface is assumed to evolve with the density p, which is 
related to the change in volume as illustrated in Figure 4.3.
With large deformations, the strain increments can be defined as:
( A f 4  =  W  K ) ,
J  (ui)k— 1
The subscripts k and k — 1 indicate the time step in the overall deformation. The 
volumetric strain, for a vector expression is therefore:
a , ;  .  ■» ( i )  ( « „ )
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Ensuring mass conservation gives, in an incremental form: vkpk =  ^k-ipk-i ,  equiv­
alent to:
Pk V k - i
P k - l  Vk
Equations 4.24 and 4.25 can be combined to obtain:




-Aelv= -p k - i e (4.26)
The derivatives of the yield function with respect to the strain can be calculated to 
take into account the evolution of the yield surface:
df_
dtP°
d f  d M  df_dIo d f d l c\  dp
in which:
d M  dp d l 0 dp d l c dp J dep* 
d f
dM = K ( h  -  io) ( h  -  Ic)
(7 ,-4 )
4.4.3 Integration of the M odel
When the stresses are elastically incremented to the elastically predicted stress a 6, 
if it lies outside the elastic domain, it needs to be remapped to the yield surface. 
Several possibilities exist for the return to the yield surface. The explicit scheme, 
illustrated in Figure 4.4, makes use of the derivative calculated where the elastic 
increment of the stress crosses the yield surface. It is conditionally stable as it may 
not return towards the yield surface when large steps are used. Note that it is nec­
essary to find the point <ra where the elastic increment crosses the yield surface. It 
returns to the point cr f 3 in the example given below. A fully implicit scheme remaps
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the elastically incremented stress in such a way that the orthogonality of the return 
path is ensured at the final remapped stress point er^. Implicit solutions exist such 
as illustrated in Figure 4.4, resulting in the remapped point <r/2- 
In the present case, the return to the yield surface is carried out using a fully
Figure 4.4: Results of different techniques for the return to the yield surface.
implicit, or backward Euler scheme. This type of schefne is well documented and is 
unconditionally stable. It was therefore the choice for the development and imple­
mentation of this model and other possibilities were deliberately left aside. Although 
an index notation was used for its simplicity in the developments of the simple elliptic 
model, a tensor notation is adopted in this section, for its brevity as the calculations 
involved are more complex.
For any state of stress <7o, at the start of the loading step, located within or on the 
yield surface, a strain increment can be applied such that the stress at the end of 
the step is <7/:
(Jf =  cre — CArif (4.27)
The yield function must also satisfy:
f(<r, <r) = o
In equation 4.27, creis the elastically incremented stress vector:
<je =  (7q +  CAe
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The volumetric plastic strain increment is:
A e f  =  A n f J (4.28)
Equations 4.27 and 4.28 can be set as a residual vector minimised through an it­
erative process. The expression for the residual at the nth step of minimisation 
is:
ern — cre +  A C n n
tv =
A C  -  An nJ
The updated residual is:
t* n+i =  r n +  drn
Additionally the yield function must be satisfied and is updated by:
fn+1 =  /n f  dfn
(4.29)
(4.30)
The change in the residual and the yield function is calculated from a Taylor expan­
sion of the incremental terms in equations 4.29 and 4.30:
drn =
dcrn +  dXnC n n +  AnC  dcrn +  §^<&C)
d%! -  d \„nnJ  -  \ n
dfn =  ^ d<rn + ? L d ^  = n ndan -  Hde%
(4.31)
(4.32)
By setting the updated residual vector to 0, the updates for a Newton-Raphson 
scheme on the stresses and volumetric plastic strain are obtained by substituting 
equation 4.31 into 4.29:
r /  i \  c drin dUn iJ. I"  d<J epv da
+  d \n
C n n
+  r n =  0
\  d T ln J  1 \ d T ln J
L A n d<j A n de?v J i s
v % <2 I . ~ n n J  .
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dcrn
— d \n
r i + a  c dn^J. T  /\nKs d(J ann id(Pv
— 1
dePv_ n \ dTlnJL Q ( j 1 \ arinJ1  Qepv  J J
(4.33)
T 4_ \ C — a1 -f d(T dnnd ( P v
-1
 \ ann J  I  \ dTi>n Jn Q(J n 5ePv
Substituting equations 4.32 and 4.33 into 4.30 gives the iterative update dX for the 
plastic multiplier:
fn ~ d f n  d f nd ( J  dePv
d\n. —
I  + K C ^ dUndePv
 \ arinJ i  \ arinJ
n  d ( J  n  dePv
-1
d f n  d f n
d ( T  dePv
T _ l  \ C dTln aepv





For the next iteration, the updated values are:
O'n+1 = On ~(- d(Tn
Cn+i — cn +  den 
fn+1 = fn  T dfn
Some derivations are omitted here for brevity and clarity. They are in Appendix A, 
in particular the derivatives of the yield function and the hardening coefficients are 
developed.
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4.5 Formulating the Tangent Modular M atrix
In finite element procedures, it is necessary to compute the tangential modular ma­
trix. This matrix relates the strain and stresses in the formulation and is used to 
compute the stiffness matrix for the resolution of the equilibrium equations. The 
code used in the present work uses an updated Lagrangian scheme with Cauchy or 
true stresses and logarithmic strains. Detailed developments are available in a num­
ber of published works [Cri96, BLMOO]. Three different possible ways of formulating 
the tangent modular matrix are presented below. The first is the classical form of
the tangent modulus, then the consistent tangent modulus is presented and finally
an approach based on the response to a perturbation is introduced. The definition 
of the tangent modular matrix C t is expressed for an elastic loading case by:
A ct =  C t A e (4.35)
The time derivative of 4.35 gives the form used as a basis for the derivation of the 
tangent modular matrix:
& = C te (4.36)
4.5.1 Classical Formulation of the Tangent M odular M atrix
The equation 4.5, for plastic loading cases, can be expressed with the time derivative, 
or rate terms, as:
<T=c'(e- A£ )  ( 4 - 3 7 )
Also, in the case of plastic loading, the stresses remain on the yield surface. There­
fore, rate expression of the plastic loading condition is:
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For a vector expression of strains and stresses, the plastic volumetric strain rate is: 
gw _  ep j  _  \ n T j  ^ so that:
n T& — \ H n T J  = 0 (4.38)
Substituting the stress increment from the elastic relationship, equation 4.37, into 
equation 4.38 gives:
n TC  — An T j^ — \ H n TJ  
Rearranging to solve for A yields:
* =  n TC n  -  H n TJ  4^ '39^
From equations 4.5 and 4.36: & = Ct€ = C  (e — ep)
j  (  t ™ T C  >\
a  V n TC n  -  H n TJ  J
therefore:
C t = C  [ I -
(  n n TC  \
{  ~  n TC n  -  H n TJ )  ( )
4.5.2 Formulation of the Consistent Tangent M odular Ma­
trix
This formulation of the tangent modular matrix is qualified as consistent due to its 
consistency with the fully implicit approach. The derivative of equation 4.27 gives 
the rate equation:
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with =  \ n TJ, R = { I  +  A C §^)-1 C  and N  =  n  + \ ^ n TJ, so
& = r U -  An \  (4.41)
For the stresses to remain on the yield surface, the loading condition is:
/  =  | 1 T<t +  H - h pv = 0da  dew
n& =  H iT  
n TR  (e -  A iv) =  HXnT J  
• _  n TR  
= n TR N  +  H nTj e
substituting A into equation 4.41 gives:
(  n TR& =  C cte =  R
V n TR N  -  H nTJ
„  „  R n TR
ct~  _  n TR N  -  H nTJ  ^ ^
4.5.3 Formulation of the Tangent M odular M atrix by Per­
turbation
The final possibility for the formulation of the tangent modular matrix exploits its 
definition. This follows the principles of establishing sensitivity as in optimisation 
studies by computing a response to a perturbation. A small strain increment is 
applied in each direction individually after the stresses corresponding to the current 
time step have been calculated. This results in a loop with (n +  1) iterations in 
which n is the number of degrees of freedom per gauss point in the analysis. The 
first loop is devoted to the calculation of the stresses at the end of the step, then at 
the end of each loop, only the variation is recorded that corresponds to the strain
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perturbation: for j  = 1 to n
C«j = for j  = 1 to n (4.43)
U€ij
The subscript j  indicates the iteration number in the loop for the calculation of 
the tangent modular matrix. This also provide a consistent notation with equation 
4.43. The main advantage of this method is that, by definition, the resulting matrix 
is consistent with the method of return to the yield surface for a sufficiently small 
perturbation. This comes at a cost, as the return to the yield surface needs to be 
carried out once for the imposed strain increment at the time step of the problem 
then another n times to calculate the tangent moduli. It is important to notice 
that the tangent modulus does not reflect the local derivative, but it is based on a 
forward difference form.
4.6 Analysis of the New Three-Invariant Consti­
tutive Equations
The new constitutive equation was implemented then tested and this is described 
in this section. To do so, it is possible to examine its behaviour by isolating it 
from the finite element program within which it is designed to work normally. This 
results in a simple program that takes in initial stresses and strains, strain incre­
ments and outputs stresses after the strain increment has been applied. In effect, 
this is the procedure applied to each integration point of the finite element scheme. 
By carrying out this type of test, it is possible to study the impact of the method 
employed to return to the yield surface and its performance, using the regula falsi 
or Newton-Raphson scheme. Finally it provides an insight into the behaviour of a 
Lode dependent model with a controlled input.
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4.6.1 P erform ance of th e  R e tu rn  M apping  Schem e
This test case consists of the application of a strain increment:
[Sexx; Seyy; 8ezz; 8exy; Seyx; ]T =  [0.0; -0 .1 ; 0.0; 0.0; 0.0]T
at a density of 5.1g/cc, with no initial stress. This corresponds to a uniaxial strain, 
such as one that may be encountered in an idealised, friction free die compression. 
The elastic prediction of the stress gives I\ = —5000M Pa  and =  888.231 MPa. 
The return paths to the yield surface are shown in Figure 4.5.
The remapping paths are very different according to the technique employed. The
Figure 4.5: Return to the yield surface with the regula falsi (left) and with the fully 
implicit Newton-Raphson scheme (right)
regula falsi is based on a bounding technique. An initial interval is calculated , then 
it is divided and it is checked in which of its subdivision the solution lies. Because the 
first interval is reduced by the procedure in the inequalities 4.20, the first iteration 
is already close to the final solution. The implicit return mapping employed with 
the new model uses an update of the variables which implies the calculation of the 
derivatives. This can result in a less stable algorithm compared to the textitregula 
falsi method if a unique solution is contained within the original search interval. The 
results from either approach are equal within four decimal places (Table 4.1). This 
is within the set tolerance for the convergence, taking into account the machine’s 
precision (double on 32bit processor). For the intent of this study, the results can 
be considered equal. Future reference to identical or equal results in the context of 
of numerical work is based on a limit of four decimal digits.
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Table 4.1: Results at the final iteration of the return to the yield surface.
Original elliptic model, 16 iterations 3-invariant model, 17 iterations
cr =  
p =  5
Punloa






ded = 5.6075158^ 













ded = 5.6075158£ 




4.6.2 Changes in the Loading Paths According to the R e­
turn M apping Scheme
Four different loading paths were explored for a single integration point by the 
routine. The initial density was set to 3.3g/cc with no initial stress. An adaptive 
time step length is used to match the convergence of the constitutive modelling 
routine. When the return to the yield surface is not successful within a set number 
of iterations, the length of the time step is divided by 2. Within these tests, the 
strain increments used in the loading cases are:
loading case 1: [ 0.000 j-0.100 0.000 0.000 0.000
loading case 2: [-0.025 ;-0.050 -0.025 0.025 0.025
loading case 3: [-0.050 ;-0.050 0.000 0.000 0.000
loading case 4: [ 0.010 ;-0.120 0.010 0.000 0.000
The tests are designed to explore different compaction conditions. The first loading 
case is a uniaxial compression, the second loading case introduces shear, the third 
one is a biaxial compression and finally, the last test introduces extension in two 
directions. All the tests axe compressive, even the last one despite the extension in 
two directions. The results from each loading case are shown in Table 4.2.
All loading paths are compressive in P , as expected, as a response to the strain
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Table 4.2: Results from the different loading paths.
Loading case 1
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increments. The return to the yield surface is slightly faster on the oedometric path 
with the regula falsi technique, as was shown in Table 4.1 as well. Unfortunately, 
it is not possible to apply the regula falsi to the three-invariant model. The final 
results from the loading cases are identical in the first and fourth cases but have
1.6% and 4% difference in in the second and third case. Two factors can be 
identified that modify the return to the yield surface: the loading history and the 
introduction of shear deformations. The third case shows that both codes give the 
same step lengths up to the 7th increment as illustrated in Figures 4.6 and 4.7. 
The lesser performance in remapping of the Newton-Raphson scheme results in a 
difference in the time stepping history. The 3-invariant model needs two time steps 
to go from t = 7 to t = 8, whereas this is carried out in a single step with the 
simple elliptic model. Forcing the time step to 0.5 with the simple elliptic model 
too shows that the divergence is due to history dependency in the loading case 3. 
However, when shear is introduced in the second loading case, a difference is still 
present even with matched time step length. The difference in the stress response 
to the second deformation case (Figures 4.6 and 4.7) and in their final results in 
Table 4.3 attests to the influence of shear deformations. This is because the regula 
falsi scheme constrains the return to a radial return to the yield surface, whereas 
the Newton-Raphson scheme does not. When the shear stresses are introduced, the 
return to the yield surface is not along a principal stress axis, and the difference is a 
consequence of the difference in the scheme. In both cases the consistency condition 
is satisfied.
4.6.3 Influence of the Lode D ependency on the Loading 
Path
To introduce an alteration of the surface with the Lode angle, the parameter (3 is 
set to 0.8. This results in the value of the yield stress along a principal stress axis 
in tension being related to the compressive value by a ratio of 0.8 as a consequence 
of the formulation of the yield function, expressed in equations 4.21 and 4.23.
The introduction of the function n results in lower values of the deviatoric stresses 
as the angle increases. The following loading paths were chosen to perform the test:
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Figure 4.6: Loading paths with a return mapping by regula falsi.
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Figure 4.7: Loading paths with a return mapping by a fully implicit Newton- 
Raphson scheme.
CHAPTER 4. LODE DEPENDENCY IN  POW DERS  130
Table 4.3: Results from loading paths 2 and 3 with matched time steps
Elliptic model 3-invariant model variation (%)

























loading case 1: [ 0.000 ; -0.100 ; 0.000 ; 0.000 ; 0.000 ]
loading case 2: [ -0.020 ; -0.100 ; -0.020 ; 0.000 ; 0.000 ]
loading case 3: [ -0.100 ; -0.100 ; -0.100 ; 0.000 ; 0.000 ]
loading case 4: [ -0.2/3 ; -0.100 ; -0.1/3 ; 0.000 ; 0.000 ]
These tests show a range of loading path: uniaxial in case 1, case 2 reproduces 
the conditions of the axisymetrical triaxial test presented in Chapter 2, the third 
case is a hydrostatic compression and the fourth one is a three dimensional stress 
configuration, which will highlight the effect of the third deviatoric stress invariant. 
Predictably, the only resulting loading path undergoing changes when beta = 0.8 is 
that of the fourth loading case. This is because it is the only one introducing a value 
of the angle 6  different from 0°. No shear strain is introduced, so the legend in Figure 
4.8 does not include them. It can be noted that the use of a yield surface varying 
with the Lode angle results in a non radial return to the yield surface in the triaxial 
principal stress plane. This is explained by the enforcement of the perpendicularity 
condition with the associated flow rule. The normal to the yield surface is radial 
only for a Lode angle of -30°or +30°. Mathematically this translates into a non 
symmetrical expression of the term in equation 4.34. The stress updates are 
therefore not following a radial path to return to the yield surface. Thus, the value 
of the Lode angle is not equal to the equivalent angle in strain terms.
In the cases 1 and 2, the Lode angle is 30°. In the third case it is not defined, as 
the stress is located on the hydrostatic axis. Finally in the fourth case, the Lode 
angle is 0°with the elliptic model but with the three-invariant model the Lode angle
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Figure 4.8: Loading paths in the P — Q plane for (3 — 1 (equivalent to the modified 
CamClay) and (3 = 0.8 (elliptic with Lode dependency)
is 13.14°. The difference is due to the non radial direction of the return to the 
yield surface as previously explained. Table 4.4 and Figure 4.9 show the results at 
7.0g/cc. The deviatoric stresses are lower by 10% by including the influence of the 
third invariant. The difference in the Lode angle due to the normality condition 
and the associated flow rule can be cancelled by using a function for the plastic 
potential that does not take the third deviatoric stress invariant into account. The 
derivative of the original elliptic model could, for example be used in the flow rule. 
This would result in a radial return regardless of the initial loading direction. This 
modification could be introduced if supported by comprehensive experimental data. 
The associated model is kept for the present investigation.
The exploitation of a three invariant model presents some challenges. The regula 
falsi cannot be used as it is a bisection method that works only on a scalar, thus the 
return to the yield surface is radial. For an associated Lode dependent constitutive 
model, it was demonstrated that the return to the yield surface is not radial, intro­
ducing the need for the Newton-Raphson scheme. It does not perform as well as it 
is dependent on the initial solution, which is the elastic trial. Also, the lesser perfor-
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Table 4.4: Results from the loading case 4 at 7 g/cc with the elliptic and three- 
invariant model.
Density P Q Lode angle





















Figure 4.9: Stresses after return to the yield surface at 7.00g/cc, modified CamClay 
model marked with red cubes and blue spheres for the three-invariant model.
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mance of the Newton-Raphson scheme can be compensated by the use of a variable 
time step. This ensures that the solution is found by the use of smaller time step, 
thus the scheme is successful although it bears the price of a greater computational 
cost. Finally, the use of an associated model with a Lode dependent yield surface 
modifies the direction of the stress response in the triaxial principal stress plane due 
to the enforcement of the normality condition.
4.7 Choice of the Tangent Modular M atrix For­
mulation
To establish the most efficient formulation of the tangent modular matrix, a test 
was carried out. This test is based on the simulation of the compaction of a simple 
cylinder of ferrous powder, starting from a density of 3.6g/cc and undergoing a 2:1 
volume reduction. The simulation is run with a low friction coefficient of 0.01 to 
introduce some shear stresses, so that all members of the tangent modular matrix 
are used in the test. In the axisymmetrical conditions, the region is a section of 
radius 0.5 mm and 1 mm high. The compaction stroke was set to 0.5mm.
A very coarse mesh is used for this test, as this is a test of convergence, not of 
physical exactitude. This is to keep the simulation time reasonable. The results 
can however be compared with those obtained from the simulation program used 
in Modnet and Dienet projects for a comparison with an established and validated 
code. The mesh is made of unstructured 3-noded triangular elements. The number 
of nodes is 6 giving 4 elements.
The finite element code uses an automatic step length adjustment scheme. After 
a set number of successful steps below the specified number of iterations, the step 
length is multiplied by a user defined factor. If the equilibrium is not satisfied within 
a maximum number of iterations, the step length is divided. The parameters used 
for the step length control axe listed in Table 4.5.
The analysis was run with the three possible methods of formulating the tangent 
modular matrix. The effect of the strain perturbation introduced to calculate the 
tangent modulus according to section 4.5.3 is also investigated by varying it from
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Table 4.5: Step length control parameters
Maximum number of iterations per step for step length increase (Ni) 5
Number of steps in less than Ni iterations for step length increase 4
Maximum number of iterations per step 15
Factor for step length increase/decrease 1.5
10-4 to 1(T191.
The calculations axe history dependent as illustrated in section 4.6.1, so this section 
only concentrates on the convergence with each formulation of the tangent modular 
matrix by looking at the number of time steps necessary to complete a compaction 
cycle. This is a relevant indicator of convergence as the time step length is directly 
controlled by the success or failure to converge within a set number of iterations at 
each time step.
Three tools are used: a top punch, a die and a bottom punch. The results in Figure 
4.10 show that when the tangent modular matrix is calculated by perturbation, there 
is a range of amplitude of the perturbation for which convergence is optimal. A very 
large perturbation results, as can be expected, in a poor convergence rate. Above 
10-4, the equilibrium equation cannot be satisfied after n steps and convergence is 
lost. The simulation does not complete for a test with a perturbation of 5.10-3 . As 
the perturbation is decreased, between 10-5 and 10-16 , the simulation completes 
in 19 steps. Two more steps are necessary with 10-17 and rises sharply. Conver­
gence deteriorates very rapidly below 10-17 and the test does not complete below 
5.10-19. Comparatively, the classic formulation of the tangent modular matrix yields 
a poor convergence and the use of the consistent tangent modular matrix formula­
tion further deteriorates convergence. In Figure 4.10, the size of the perturbation 
is irrelevant to the classic and consistent tangent modular matrix formulations but 
their results are included as lines for comparison.
To run the test cases, it was verified that the loss of convergence with small pertur­
bation was not due to the terms being impossible to calculate within the machine 
precision, and all numbers were finite without errors cast by the code.
1The perturbation algorithm was used in the Modnet benchmark case study with a perturbation 
value of 10-6 [PM 99]
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The results show that the fastest convergence is not obtained by methods that
is is ten t ta n g e n t m oduli
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Figure 4.10: Average time step length for different formulations of the tangent 
modular matrix.
give terms of the tangent modulus closest to the exact derivative . This can be 
interpreted as the benefit of a smoothing effect by using a finite difference basis 
for the calculation of the tangent modulus rather than the local value obtained 
from a Taylor expansion. In this work the simulations are run with the use of a per­
turbation based calculation of the tangent modulus assigning a perturbation of 10-8 .
4.8 Influence of th e  Lode D ependency
To evaluate the impact of the third deviatoric stress invariant within the constitu­
tive equation, the simulations of two components has been undertaken. The first 
one is a cylinder. Mosbah et al. reported higher forces during ejection and residual 
stresses than could be expected according to experimental observations, with the 
conclusion it could be due to the influence of the third deviatoric stress invariant
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[MB96]. This test on a simple geometry aims to look at the mechanism which could 
affect the force levels in the compact and on the tool set. The second numerical 
experiment is a stepped component. The role of this test is to explore the material 
response to a more complex geometry and a powder displacement that will induce 
higher levels of deviatoric stress within the compact. The material parameters used 
for these simulations were calibrated using the instrumented die test documented in 
Chapters 2 and 3. They are set out in Appendix B.
4.8.1 Compaction of a Cylinder
The cylindrical geometry of the component keeps the compaction cycle simple. In 
this particular case, the only factor that can induce non uniaxial displacements of 
material in the die is friction. Due to friction, density gradients appear throughout 
the compact that can in turn generate radial movement of the powder.
In this example, the component has a diameter of 18mm and a compacted height 
of 18mm. The compaction ratio is 2:1 achieved by the stroke of the top punch. 
The unloading follows by retraction of the top punch then ejection by pushing the 
compact out of the die with the lower punch. This is illustrated in Figure 4.11.
The simulation was carried out for two values of /3: (3 = 1.0 and (3 =  0.8. The 
outcome of the simulations show that the Lode angle does not significantly affect the 
stresses during the compaction phase. The difference between the peak values of the 
deviatoric stress at the end of the compression is 2.7% (Figure 4.12). The difference 
in hydrostatic stress is 2.3% (Figure 4.13) .This is because, during the uniaxial com­
paction, little deformation occurs in any other direction than axial. Only friction is 
susceptible to generate shear stresses, and thus minor radial displacements.
The results at the end of the ejection phase differ more significantly. Introducing 
the influence of the third deviatoric stress invariant results in a drop in the maximum 
tensile hydrostatic stress by 5.7% and its maximum compressive value decreases by
11.7%. This is shown in Figure 4.14. The deviatoric stress also decreases by 8.8% 
(Figure 4.15). These results show that the shrinkage of the elastic domain in the 
P  — Q plane along the tensile deviatoric direction with the Lode angle results in a 
decrease of the stresses sustained by the powder.
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Figure 4.11: Tool kinematics for the compaction of a cylinder. The part is axisym- 
metrical around the left edge of the shown section.
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Figure 4.12: First stress invariant at the end of the compaction stroke, left f3 = 0.8, 











Figure 4.13: Second deviatoric stress invariant at the end of the compaction stroke,
left (3 = 0.8, right (3 = 1.0
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The largest difference appears in the residual axial stress (Figure 4.16). The sim­
ulation with Lode dependency yields a 31% lower tensile value for the maximum 
residual axial stress than the Lode independent model. It is also interesting to note 
that a layer of compressive axial stress forms on the surface of the compact as ob­
served by Luukkonen and Eriksson and also reported in simulation by Jonsen and 
Haggblad [LEOO, JH05].
More noticeably, including the influence of the Lode angle gives a lower yield limit
fcEHF-EHBMI
129.88 -13.271 -56.422 • -99.573
1-142.72 -185.88 -229.03 -272.18 -315.33 
-358.48
Figure 4.14: First stress invariant at the end of the ejection stroke, left (3 = 0.8, 
right (3 = 1.0
as the stress path deviates from a compressive principal stress axis. As a consequence
















Figure 4.15: Second deviatoric stress invariant at the end of the ejection stroke, left 
f3 = 0.8, right (3 — 1.0
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32  156
Figure 4.16: Residual axial stress in the cylinder, left (3 — 0.8, right (3 = 1.0
the material is subjected to 16.2% larger radial displacements towards the core of 
the component at the top and 13% larger outwards displacements at the bottom. 
Although a general reduction in the stress level is found, the radial displacements in 
the component have increased. Larger displacements at lower stresses is the main 
effect of altering the constitutive relationship according to the Lode angle. 
Although the axial forces on the tools are consistently lower when , the variation is 
negligible during the compaction (131.644kN against 131.602kN). During the ejec­
tion a more notable variation can be observed although it is still minor: 4.21kN for 
and 4.18kN for , a 3% decrease. A more notable difference appears in the radial 
direction as the compact emerges from the die and the last step of ejection impos­
ing a radial stress on the die showed that it is 11% lower when (166.8MPa against 
186.5MPa). This can be linked to the changes in density that take place at the same 
time. The material is plastically deformed with a recompaction first as it passes the 
edge of the die, of the order of 0.01%. This is made apparent by the small density 
peaks in the density plots at the points 1 and 2, Figure 4.18. This is then followed 
by a loss of density of 0.2% in the case where (3 =  1 and 0.45% for [3 = 0.8. Figure 
4.18 plots the evolution of density at three points along the edge of the compact 
picked as shown in Figure 4.17. The recompaction only occurs at the lower points, 
indicating that it is due to a stress concentration as the area on which the radial 
pressure is applied diminishes.
It appears that the Lode angle has little effect on the stresses in the compact dur­
ing the compaction. However it facilitates radial material movements by lowering 
the elastic limit outside the uniaxial compression path during the ejection. The
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Figure 4.17: Sampling point for Figure 4.18
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Figure 4.18: Evolution of Density at the points selected in Figure 4.
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hydrostatic and deviatoric stresses show that although the general stress levels in 
the compact are not deeply affected, the peak values present significant changes. 
The effect of taking into account the third deviatoric stress invariant in the com­
paction of a cylinder is reflected by lower deviatoric stress levels and higher pressures.
This first case study shows that the third deviatoric invariant has an influence on the 
residual stresses and the ejection forces. The material used by Mosbah [MKSK97] 
was a ferrous powder, but its precise nature is unknown. A direct comparison of 
the results is therefore not possible. Qualitatively, however the trend shown in the 
present studies appear to confirm Mosbah’s conclusions regarding the potential in­
fluence of the third deviatoric stress invariant, resulting in lower tool forces and 
residual stresses .
4.8.2 Compaction of a Stepped Component
The test case on a stepped component is a case study from the European research 
program Dienet. Existing results are documented by Coube et al. [CJK+05]. The 
geometry and tool kinematics axe exposed respectively in Figure 4.19 and Figure 
4.20. The powder is DistaloyAE, the properties of which are available in Appendix 
B. The die cavity is initially filled with a non uniform density. This is approximated 
by the use of two regions with respective fill densities of 3.840g/cc and 3.786g/cc, 
resulting in an average fill density of 3.8g/cc.
The tool displacements, illustrated in Figure 4.20, show that the compaction is 
carried out by the displacement of the upper and the lower outer punches. The 
die moves down as well during the compaction, this minimises friction and a lesser 
length has to be stripped from the side of the step during ejection, thus minimising 
the risk of breaking off the outer section of the component. The ejection is carried 
out in two phases, the upper section with the step is first pushed out of the die 
(time 1.00 to 1.50 in Figure 4.20) then the inner lower punch finishes the ejection 
by pushing the lower section out of the lower outer punch (time 1.50 to 2.00).
The stresses at the end of the compression stroke (time 1.00) are shown in Figure 
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Figure 4.19: Geometry and fill density at the start of the simulation
too l kinem atics









Figure 4.20: Geometry and fill density at the start of the simulation
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shear stress. An obvious observation at first is that despite the changes brought 
by the introduction of the Lode dependency, the stress distributions do not differ 
fundamentally. The axial and radial stress levels are higher in the upper section of 
the component due to the higher initial density in that area. Because of this density 
gradient, the powder in the upper section tends to undergo a lesser compaction at 
the top of the left column of poivder. It is pushed down instead and the high pressure 
generally observed in the corner of a part is absent and replaced by a pressure point 
on the inner wall below the level of the step. It formed at the interface between the 
regions of different initial density as the powder at the top was able to sustain higher 
axial stress when pushed down. Also, as can be expected, the shear stresses develop 
along the walls where friction is incurred by the relative displacement between the 
powder and the tool as the compaction is carried out. Using caused a 1.52% decrease 
in the peak value of the axial stresses but less than 0.5% in the radial stress at the 
end of the compaction. The shear stresses and density do not present any notable 
differences at the end of the compaction. This shows again that the influence of 
the Lode angle does not yield critical differences during the compression stroke of a 
compaction cycle.
It is evident from this result that the compaction phase is not greatly affected by













Figure 4.21: Axial stress at the end of the compaction stroke, left (3 = 0.8, right
0 = 1.0













Figure 4.22: Radial stress at the end of the compaction stroke, left (3 = 0.8, right 













Figure 4.23: Shear stress at the end of the compaction stroke, left f3 = 0.8, right
P =  1.0
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the variation of {3. During the ejection, the difference in axial stress is accentuated 
between the solutions. The peak values of the axial stress are considerably lower 
for (3 = 0.8, in particular as tensile axial stresses develop. This is illustrated below 
at 70% of the ejection process. The difference in the peak value is 13.4%. The 
maximum tensile value of the axial stress does not appear at the same node of the 
mesh when the value of [3 changes, however the axial stress at the corner and at the 
peak along the wall at the centre of the component are within 1% of each other in 
both cases.














Figure 4.24: Axial stress at 70% of the ejection process, left beta = 0.8, right (3=1
16.6% lower with (3 = 0.8 than with (3 = 1 (Figure 4.25). This contribute to a 9.1% 
reduction in the tensile peak value of the pressure shown in Figure 4.26.
The density distribution shown below appears more homogeneous for (3 = 0.8, 
however the spread in density is 8.42% of the average density against 8.51% for 
(3=1, showing that any impact on the density is only marginal.
This second case study of the impact of the Lode angle in powder compaction con­
firms that its main effect occurs during ejection. It results in lower residual stress 
levels. A lesser force is also predicted for the ejection of the component (5.15kN 
against 5.17kN).













Figure 4.25: Residual axial stress at the end of the ejection, left beta = 0.8, right 
(3=1.
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Figure 4.26: Distribution of the first stress invariant at the end of the ejection, left 
beta =  0.8, right (3 = 1.
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Figure 4.27: Density distribution at the end of the ejection, left beta =  0.8, right 
(3=1
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4.9 Closure
This chapter demonstrates a successful implementation of an associated model with 
a Lode dependent yield surface. The exploitation of model shows that the stage of 
the compaction process most affected by the variations of the Lode angle is the ejec­
tion. It also shows that including the third deviatoric invariant does not influence 
greatly the general distribution of stresses and density throughout the compact but 
that its impact is mainly on the peak values of the stresses (16.6% difference in peak 
residual axial stress). The impact of a Lode dependency is therefore most critical 
when studying the stress concentrations rather than for an estimation of density 
distributions.
The Lode dependency is an essential aspect of the behaviour of powders when inves­
tigating the conditions of failure of the powder compaction process, because as the 
Lode angle moves away from a compressive principal stress axis, one of the principal 
stresses may be positive. The experimental data in the previous chapter showed 
with the Brazilian disc test on Alumina samples that such conditions can result in 
brittle failure. Further work may be concerned with the discrimination of the effects 
of anisotropy from Lode dependency and their impact on the mode of failure of the 
powder compacted parts.
Chapter 5
Predicting Fracture Propensity by 
Num erical Simulations
This chapter focuses on the prediction of fractures in green compacts. The method 
employed to achieve this is based on experimental observations to establish the 
conditions under which fractures occur. The cases were chosen from industrial ex­
perience and bespoke experiments. These cases were then simulated to analyse the 
conditions of the compact where fractures are expected to form, with special atten­
tion to the stresses and the evolution of density.
A simple criterion was then introduced that aims to identify the regions in which the 
powder is submitted to conditions that were found to be dangerous for the integrity 
of the compact. Finally two case studies are presented and lead to the conclusions 
regarding the use of the proposed fracture propensity criterion and its validity.
5.1 Identification of the Conditions Leading to  
Fracture
Fractures can develop during the powder compaction process. Important shear 
stresses or tensile stresses can easily lead to the initiation and growth of cracks in a 
powder compact. This is due to the characteristics of granular materials. A loss of 
cohesion can be obtained at relatively low stresses due to the fragility of compacted
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parts before sintering. All cohesion in green compacts is obtained by interlocking 
between the grains of the powder and cold welding. These are not as strong as the 
crystalline bond established during sintering.
The approach taken in this work to explore the conditions in which fractures can 
occur is by simulation of test cases. These cases are selected from compaction cycles 
produced in industry that are known to be likely to produce defective components. 
The first case is the compaction of a cylinder with different ejection schemes. This 
case was chosen to explore a solution to ejection cracks adopted in the industry, 
which consists of keeping a pressure on the top of the compact during the ejection. 
The second example is based on a case study from the Dienet European thematic 
research network. Experimental data was collected by an industrial project partner 
and used here to reproduce numerically the experimental conditions. The observa­
tion of the resulting samples was also carried out to explore the fracture patterns 
and relate them to the results from the simulations. The simulations were run using 
the model parameters in Appendix B.
5.2 Ejection Cracks
Fractures sometimes appear during the ejection of components. A common form 
is known as capping. It is a well known problem in industry, in particular for 
pharmaceutical applications, where the top of tablets can separate from the rest 
[Pan07, WHM+07]. In materials for mechanical applications, delamination is most 
common issue, where the compact is split into layers as it comes out of the die. This 
is the issue investigated in this section. The example studied here is the compaction 
of a cylinder subjected to different ejection methods. One possibility is to relieve 
the compact of the axial load exerted by the upper punch and then push it out of 
the die. Another is to maintain a pressure with the top punch while the compact 
is ejected and then unload. In the latter case, the load to be maintained on the 
compact during ejection can also be adjusted. This solution is widely employed in 
the industry to avoid problems during the ejection. It is believed that the ejection 
cracks may be caused by tensile stresses. The code employed for the simulations 
in this study is displacement driven, which means that the displacements of the
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tools have to be prescribed rather than the loads. The simulation of the ejection 
of a partially unloaded component can therefore be carried out by withdrawing the 
upper punch by a portion of the component’s axial elastic recovery. Three different 
schemes were explored by simulation in the present work:
• The first one was a compression followed by a complete withdrawal of the 
upper punch and then the ejection.
• The second case undergoes an identical compaction, then a partial unloading 
takes place. The withdrawal of the upper punch for the partial unloading was 
calculated from the elastic recovery of the compact in case 1, once unloaded in 
the die. The profile of the top surface of the compact after recovery is shown 
in Figure 5.1. Half of the axial recovery was used for the top punch withdrawal 
(0.0227mm). The figure used is the minimum axial recovery observed at the 
centre of the compact. It is notable that despite the frictional effects, the 
largest recovery occurs against the wall. This can be explained by the higher 
density in that area of the compact resulting in greater accumulated elastic 
strain. Thus the resulting top surface of the compact is found to be concave.
• The third case that was simulated does not undergo any unloading before the 
ejection. The top punch was displaced during the ejection so that its distance 
to the lower punch was constant. Then after completion of the ejection, the 
load of the top punch was removed.
These three cases are summarised in Figure 5.2. The time scale provided for the 
duration of each stage was used for the simulation. It is however only a pseudo-time, 
without any effect as the model is rate independent.
At the end of the compression stroke, the compact is under high pressure and 
deviatoric stress (Figures 5.4 and 5.5, t = 1.00). Pressure achieves the compaction 
of the powder and the deviatoric stress arises from the friction between the powder 
and the tool set, in particular the die, resulting in density gradients. At this stage 
no particular problem is anticipated regarding the integrity of the compact as it fol­
lows a normal compaction scheme. The stress distributions observed are regarded 
as normal.
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Figure 5.1: Profile of the top surface of the compact after withdrawal of the top 
punch.
The unloading in cases 1 and 2 results in a respectively total and partial axial 
recovery of the elastic strains in the compact subject to confinement in the die. 
Consequently, the maximum pressure drops by 75% in the fully unloaded compact 
and 40% in the partially unloaded compact (Figure 5.4, t = 1.25). The remaining 
pressure is due to the contribution of radial strains imposed by the die and axial 
strains that are not fully recovered owing to friction against the die. However it can 
be seen that the axial stress contribution to the pressure after withdrawal of the 
upper punch decreases greatly. The average axial stress was calculated as the ratio 
of the sum of tool forces of the same sign to the cross section of the compact. It 
is 517.3MPa at the end of the compaction and drops to 262.0MPa with a partial 
unloading and 16.5MPa with a complete unloading. The distributions reported in 
Figure 5.3 shows that the variations within each compact after unloading are neg­
ligible compared to the difference in stress level that the unloading scheme incurs. 
The minimum and maximum values of the axial stress also show that tensile axial 
stresses are developed once the top punch contact is removed. These tensile stresses 
are located along the top surface of the compact (Figure 5.3, fully unloaded case). 
This can be seen as an indication of a risk region for the integrity of the compact.
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Figure 5.2: Toolset motion.
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Capping in particular is the issue to which attention should be drawn at this stage 
of the fully unloaded ejection scheme as the tensile forces highlighted may result in 
the separation of the upper surface of the compact from the rest. The capping phe­
nomenon results in a concave fracture surface forming below the top of the compact.
As the unloading takes place, the radial forces decrease proportionally to the axial
18 .7931  -25 .984  -60 .76  - -95 .537  
-130 .31  
-165 .09  
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-304 .19
Figure 5.3: Axial stresses at the end of the initial unloading, in the fully unloaded 
component (left) and the partially unloaded component (right).
forces in both examples with unloading: = 0.9. The relaxation of the elastic
stresses upon unloading is rendered complex by the presence of the friction prevent­
ing a total recovery and the maintained radial constriction in the die. The stress 
transmission coefficient, which changes with density and the elastic properties of 
the powder can also be identified as a contributor to establishing this ratio. Thus, 
this ratio is a characteristic of the powder in the state considered at the end of this 
compaction rather than a quantity which could be formulated analytically.
As the bottom punch starts pushing the compact out of the die in the case of the 
ejection without unloading, the friction causes an inversion in the pattern of the 
shear stresses. Once the load has been removed, the shear stress levels are low, 
resulting in little change in deviatoric stresses when the ejection starts (Figure 5.5, 
t = 1.51). The friction against the walls is a much more important contribution 
when the top punch is maintained and the comparison, in Figure 5.5 of the results
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at t =  1.00 and t = 1.51 shows that the trend in deviatoric stress along the die wall 
is inverted under the influence of the shear stresses.
In the unloaded compacts, the beginning of ejection only has a minor impact on the 
hydrostatic stress in the compacts that have been previously unloaded. Owing to 
the friction rising against the ejection forces, the peak deviatoric stress increases by 
a factor of 1.5 in the partially unloaded compact (Table 5.1) whereas in the fully 
unloaded compact, the low remaining pressure against the die results in a very small 
increase (below 0.2%). The ejection takes place at constant speed so the stresses 
are constant until the compact starts emerging from the die.
The main type of failure that can be highlighted from this case study is delamina-





















tion. The delamination is the separation in layers of the compact as it is ejected. It 
occurs due to the tensile stresses developing in the ejected portion of the unloaded 
component.
As the compact emerges from the die, a region of tensile mean stress appears at the 
top of the unloaded component, as tensile stresses develop in the radial and axial 
directions. The mean stress becomes tensile in a large proportion of the region of 
the compact that is out of the die, as shown in Figure 5.4.a.
The observations of pressure during ejection of the unloaded components combined 
with the values of the deviatoric stress (Figure 5.5.a) indicates that the risk of dela­
mination is higher than for the components with top punch pressure maintained. In 
cases with top punch pressure, the maximum deviatoric stress is not located at the
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edge of the die and, most importantly, it is not combined with any tensile hydro­
static stress during the ejection. It is notable that the complete removal of the top 
punch results in peak shear stresses located in a low pressure area, but an excessive 
application of top punch pressure results in very high deviatoric stresses. This can 
lead to problems such as failure of the part by crumbling the compact back into 
powder as it comes out of the die.
The difference in stress patterns is due to the recovery of elastic deformation. When 
the top punch is removed, the compact recovers axially, then radially as it comes 
out of the die resulting in tensile stresses. When the punch is maintained, the axial 
load remains, at least partially, and the radial stresses are relaxed as the component 
comes out of the die. The radial stresses can become tensile whereas axial stresses 
are still compressive. This heterogeneity in stress levels according to their direction 
results in higher deviatoric stresses, but it also avoid tensile hydrostatic stresses. 
After ejection, the components on which top punch pressure was maintained present 
very different distributions of deviatoric stresses. In the case where partial unloading 
occurred, the deviatoric stresses are concentrated on the vertical wall of the part, 
whereas without any top punch withdrawal, the deviatoric stress distribution has a 
high level region at the core of the compact (Figure 5.5, t = 1.75). This is because 
the axial stresses remain very high throughout the component in the latter case 
whereas it is only high in the area of higher density at the top right hand corner 
of the part in the partially unloaded compact as it was already observed that high 
density regions result in the springback of larger elastic deformations.
The vertical wall of the components ejected under top punch load also presents a 
surface layer with a gradient of high to low deviatoric stresses from the top to the 
bottom of the component. The localised stress concentrations forming during the 
ejection at the edge of the die results in plastic deformations. Consequently, they 
remain imprinted along the surface of the compact. The maximum value of the 
deviatoric stress on the surface of the ejected compact is higher in the partially 
unloaded compact (Figure 5.5.a, t=1.75). This is because the higher remaining de­
viatoric stresses are in the upper part of the compact. As the top of the compact 
comes out, the radial stress throughout the part is still high, therefore the partial un­
loading resulted in a stress unbalance between the radial and axial directions. This 
essentially highlights the different results of the schemes where pressure is main­
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tained on the compact. It also shows the risk of crumbling the outer layer of the 
compact against the edge of the die during ejection.
The fully ejected components in Figures 5.4 and 5.5, t = 2.00 show tha t with the 
fully unloaded scheme, a stress concentration occurs as the compact is nearly out of 
the die resulting in an imprinted residual stress in the corner. W ith the top punch 
pressure maintained, deviatoric stresses are generated in the region near the edge 
of the die as the compact comes out and this results in residual deviatoric stresses 
shown in Figure 5.5.a and b, t = 2.00.
The distribution and maximum values of the stresses within the ejection and un­
loading stage support the use of top punch pressure as a way of avoiding fractures 
during ejection. The model also shows that top punch pressure during the ejection 
needs to be applied appropriately to avoid the high shear stresses detected during 
ejection that could lead the compact to break as it comes out. The partial unloading 
scheme chosen as case 2 in this study shows that it is possible to avoid the tensile 
stresses without generating important deviatoric stresses.
Figure 5.6 shows that the corresponding load maintained on the top of the compact 
was 46% of the compaction load. This value is within the interval of 40% to 50% 
used in the industry. The evolution of the force during the ejection is as can be ex­
pected. In the schemes with unloading of the compact, the top punch is withdrawn 
at t = 1.00. The ejection is then started at t = 1.25. The unloading is accompanied 
by a stress relief on the die and bottom punch as can be expected. As the compact 
begins to be pushed out, a minor increase of the axial force on the bottom punch 
takes place: 285N in the case of the unloaded compact, 1325N for the partially 
unloaded one and 3188N without unloading. Simultaneously, the inversion of the 
shear stresses previously observed at the contact between the die and the compact 
results in the reduction of the force on the upper punch in the cases where the com­
pact is still loaded at the top. From these simulations, it appears that friction does 
not cause important ejection forces. The difference in the ejection scheme is made 
visible as the compact emerges from the die. When the compact is unloaded, the 
decrease in the bottom punch force is linear, whereas it appears hyperbolic when 
the compact is still loaded. This is because the force from the top punch results in 
stresses that are distributed in the compact in the form of the deviatoric stresses 
dominantly located in the portion out of the die. When the compact is unloaded,
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Figure 5.4: Pressure during ejection (MPa)
CHAPTER 5. FRACTURE PROPENSITY 161




0.0000 31.643 63.287 94.930 126.57 158.22 189.86 221.50 253.15 284.79
Figure 5.5: Deviatoric stress during ejection(MPa)
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the radial stress against the die is more evenly distributed, resulting in a radial force 
on the die wall evolving proportionally to the portion of the compact remaining in 
the die.








 no unloading before ejection, top punch -------- no unloading before ejection, bottom punch
 partial unloading before ejection, top punch ---------partial unloading before ejection, bottom punch
 complete unloading before ejection, top punch __________  complete unloading before ejection, bottom punch
Figure 5.6: evolution of the forces on the top and bottom punches
loading and ejection cycle, particularly along the vertical wall of the compact as it is 
the area most affected by a change in ejection scheme. The node located at the mid­
height of the initial configuration of the mesh was chosen to follow the evolution of 
the stresses, in particular this is presented in the P — Q plane relevant to the elliptic 
model (Figure 5.7). In all three cases, the pressure rises until the node passes the 
edge of the die and then drops suddenly as it is not confined any more (Figure 5.8). 
Figure 5.7 shows very clearly that the only scheme in which tensile values of P  are 
observed is the ejection scheme without any pressure maintained by the top punch. 
The deviatoric stress decreases with a sudden peak as the node passes the edge of 
the die. The peak is due to the shear stress as each section of the compact suddenly 
recovers the elastic strains radially. It is worth noting that without top punch load, 
as the node exits the die, the hydrostatic stress becomes tensile. When a partial 
unloading of the compact is carried out, the trend in deviatoric stress is inverted: 
it starts from a low value due to the homogeneous stress level between the different
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directions as the top punch is maintained. This creates a mainly hydrostatic state of 
stress. As the node comes out of the die, the shear stress increases with the localised 
radial recovery because the radial direction is not confined any more resulting in a 
drop in pressure and an increase in the deviatoric stress. Note that shortly after 
passing the edge of the die (0.6mm above the edge), a low value of the deviatoric 
stress is obtained. This is due to a region of low deviatoric stress forming above the 
edge. When the pressure from the top punch is fully maintained, the same trends 
are observed, however, an oscillation of the deviatoric stress is observed before the 
node comes out of the die.





0 50 100 150 200 250 300 350 400•50
P (MPa)
I —  complete unloading before e j e c t i o n  partial unloading before election  no unloading before ejection
I *_______________________________________ *   5___________________________________I
Figure 5.7: evolution of the stress state in the deviatoric plane according to the 
ejection scheme
material response during ejection, but it can also be due to the numerical scheme 
employed. A stress update based on the Jaumann rate is used in the constitu­
tive equation, in conjunction with an updated Lagrangian framework for the cal­
culation in relation to the mesh. The stress and strain measures are the Cauchy 
stress and logarithmic strains respectively. Dienes reported oscillations associated 
with shear stresses and the use of Jaumann rates in a total Lagrangian framework 
but concludes that the Jaumann rates can still be used in an updated Lagrangian
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Figure 5.8: evolution of the stress state in the deviatoric plane according to the 
ejection scheme
framework[Die79]. Simo however, demonstrated that various objective stress rates 
are particular cases of the Lie derivative and demonstrates that employing this 
derivative gives a complete frame indifference even with shear stresses inducing 
rotational terms [SH98]. Finally, Crisfield reported that oscillations in plasticity 
problems with large deformation can be due to the equations that govern the hard­
ening of the material [Cri97]. It is acknowledged that this phenomenon deserves 
attention from the research community. It is not the aim of this study to inves­
tigate oscillations in numerical methods. The reader is referred to the literature 
on this particular subject by Truesdell and Noll, Arnold or Marsden and Hughes 
[TN65, Arn78, JM94]. The present result is therefore considered as it is for this 
particular work, albeit with the relevant context and issues in mind.
These examples investigated the developments of conditions prone to the initiation 
of fractures. The correlation between identified risk factors, such as tensile and shear 
stresses, and the imposed tool kinematics show that the elliptic model can be used 
to simulate the behaviour of powders outside the usual uniaxial conditions. Quali­
tatively, the response of the material is consistent with observations in a production
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environment. However, the evaluation of the residual stresses is a very difficult ex­
ercise and obtaining experimental data regarding the stress distributions during the 
compaction cycle is not possible with the methods available to date. The numerical 
values obtained from the simulations could therefore not be evaluated quantitatively.
5.3 Shear Cracks
The investigation of shear crack emergence was carried out by examining faulty 
components produced experimentally and reproducing their compaction conditions 
numerically.
5.3.1 Experim ental A spects
The appearance of shear cracks is mainly attributed to non uniform displacement 
of powder resulting in shearing of the powder. This results in a shear failure or 
dilatancy, depending on the material’s response. Dilatancy is the increase in volume 
resulting from a shear deformation in granular media. Shear failure is associated with 
brittle materials, which are generally modelled with granular material constitutive 
relationships. On the other hand, more ductile models tend to exhibit dilatancy, and 
models for porous media are appropriate to represent their behaviour. The reader 
is referred to the differences in the behaviour and shapes of yield surfaces found 
between the alumina and ferrous powders in Chapter 3. Other conditions, such as 
the hydrostatic stress and the density at which the shear stresses are encountered 
can also influence the way in which the material responds.
For the investigation of the shear cracks, a ferrous powder was used, which exhibits 
a ductile behaviour. This series of experiments has its background in the Dienet 
thematic network, which was set up as a forum for exchanges between European 
research organisations and industrials in the field of powder forming. The ferrous 
case study 2 from the Dienet project was based on a stepped component. Its aim 
was to establish the performance of powder compaction simulation software with 
more complex geometries than previously explored. The criteria for performance
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were based on density distribution and tool forces.
One of the industrial participants in the Dienet project wished to further explore 
the conditions under which fracture is likely to occur. To do so, experiments were 
carried out on a production press. The tools used were equipped with strain gauges 
to record stresses according to the calibration. Several geometries were compacted 
with variable height ratios. The tool kinematics employed were deliberately set to 
create defects in the component. The study was carried out as a partnership between 
the industry and the University of Wales, Swansea. The present work involved 
gathering the data from the experiments and processing, then in the reproduction 
of the experiments by numerical simulations. Eight series of tests were carried out 
with different aspect ratios illustrated in Figure 5.9. The ratios investigated are listed 
in Table 5.2. The components were compacted so that both columns of materials 
undergo a different compression ratio. The compression is therefore qualified as a 
heterogeneous compaction scheme. Throughout this section, the components are 
often divided into columns of powder for the analysis of the results. The inner 
column is the column of powder over the lower inner punch with a height H 2 . It 
encompasses all the material located between the radii of 5mm and 15mm. The 
outer column rests over the outer lower outer punch, between the radii of 15mm and 
25mm. Its height is (H2 — Hi).
The exploitation of the results was rendered difficult by the lack of information
Table 5.2: Aspect ratios investigated experimentally, kept as the non simplified 
fraction of the dimensions in mm at the end of the compaction.









on the control system of the press. It appears that in some cases, the forces in
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Figure 5.9: Geometry for the stepped components. The aspect ration is varied 
between the test series
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the tools are not synchronised with the tool displacements. This is because the 
press used in the experiment is a production press. The speed required for the 
displacement of the tools within the time allowed by specifying a production rate is 
not achieved instantaneously, there are transition phases between the stages of the 
compaction/ejection cycle. For this reason, the tool kinematics set 011 the interface 
of the machine does not accurately reflect the true motion of the punches. The 
evolution of forces and tool displacement for the compaction of components 17, 19 
and 20 are presented respectively in Figures 5.10, 5.11 and 5.12. The use of LVDTs 
would be a good alternative to nominal displacements given by the press.
The compaction cycle is carried out under the sole displacement of the upper punch 
to create a material flow around the corner. The range of height ratios produced 
allow an exploration of the behaviour of powder when large movements of material 
are generated by the motions of the tools during compaction.
Some of the components produced were retrieved from the industrial partner’s











Figure 5.10: Tool forces and displacements for the compaction of component 17.
facilities for examination. Micrographs were taken with particular attention to the 
inner corner region highlighted in Figure 5.9 where it was observed that, as expected, 
the defects occurred. The most apparent defect did not appear to be the presence 
of fractures but regions of low density. This is illustrated in Figures 5.13 to 5.17. A 
region of low density is observed consistently in the corner zone of the compact from 
the corner, resulting in the crumbling of a portion of the compact below the corner.
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Figure 5.11: Tool forces and displacements for the compaction of component 19.
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Figure 5.12: Tool forces and displacements for the compaction of component 20.
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This is present in all the cases. In two cases (19 and 21), concentric fractures centred 
around the corner are observed that could be interpreted as shear or so-called dead 
water cracks (Figures 5.16 and 5.17). The detail of the corner of component 19 also 
appears to exhibit a fracture emerging radially from the corner and oriented towards 
the bottom right hand side of the image. No interpretation of powder flow around 
the corner or observation in the simulations exposed further can explain this. It 
may simply be a coincidental alignment of the grain boundary in the material.
Figure 5.13: Corner of component 17.
5.3.2 Simulations
The numerical work focuses on three particular cases: components 17, 19 and 20. 
The dimension and tool kinematics used for the simulations are those presented in 
the previous section. The respective fill densities for the cases 17, 19 and 20 are 
3.55g/cc, 3.68g/cc and 3.61g/cc.
The first test case on part 17 is set up with 6072 elements. The element density in 
the corner is very important. Despite the use of a radius in the corner, the elements
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Figure 5.14: Detail of the corner of component 17
Figure 5.15: Corner of component 19.
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Figure 5.16: Detail of the corner of component 19. Shear marks from the material 
flow around the corner are apparent
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Figure 5.17: Corner of component 20.
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Figure 5.19: Detail of the corner of component 21.
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become grossly deformed due to the very localised gradient at the corner of the 
step in the component. The use of larger elements can attenuate this problem to 
the detriment of the solution’s accuracy. In comparison, smaller elements can cap­
ture localised phenomena and gradients but are very rapidly distorted to excessive 
amounts in the simulation leading to calculation failure. To capture the gradients 
formed at the corner of the step, the length of the elements’ side on the boundary 
was specified as 0.2mm, whereas the size of the elements over the domain is con­
trolled by area, chosen as 0.3mm2. The simulation reached 54.5% of the compaction 
cycle before gross deformation of the elements made it impossible to progress fur­
ther. In an updated Lagrangian scheme, this is a difficulty that cannot be overcome 
without a remeshing strategy. Unfortunately the code does not have the use of such 
a facility at this time. The fact that the simulation fails before the end of the com­
plete compression stroke is not an obstacle to the exploration of the conditions of 
fracture initiation. It is also an indication that extreme conditions of deformations 
are encountered. It is an early indicator that, in practice, the compaction process is 
also likely to fail.
The density gradients around the corner show that above the lower outer punch, the 
density is consistently higher than 6g/cc, whereas in the lower part of the compact 
the density drops below 5.7g/cc. Thus, just above the corner, a very localised high 
density area is formed. This localised high density is caused at the interface between 
the columns of powder as the inner column is compacted into the bottom of the die 
in contact with the powder of the shallower column on the right hand side. Thus 
the powder in the shallower region is pushed down against the corner. The simula­
tion of a component without a radius highlights this phenomenon by simplifying the 
material displacement: the radial movements are minimised so that the remaining 
movement is a compaction against the step and the shearing of the elements that 
have nodes either side of the corner. The resulting densities are more dispersed with 
a sharp corner. The material movements and density fields for the comparison of 
the corner configuration are shown in Figures 5.20 (sharp corner) and 5.21 (0.3mm 
radius).
The compaction of the component without a radius at the corner makes it possible 
to observe the influence that the mesh may have on the simulation. In this case, 
the movement of material around the corner is not reflected as the node situated
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at the corner does not move at all. The effect of such a configuration is that the 
axial stress has a much higher peak (405MPa against 349MPa with a radius) on the 
horizontal edge of the corner, as the powder cannot slide down into the lower part 
of the compact. The deformation of the element on the vertical face of the com­
pact immediately below the corner is also very stretched. This affects the quality of 
the numerical solution. Because of the elongation, the spatial discretisation along 
this edge also loses quality. Due to the stretched element in the corner, the nodal 
results show a high density region smeared into the lower part of the compact but 
the observation of the nodal values shows that the high density region is confined 
above the corner due to the absence of material flow around the corner to smooth 
the density distribution. With the radius, the mesh can move around the corner 
and these effects are minimised. To avoid the effect of the mesh being fixed at the 
corner, the simulations in this case study are carried out with a radius of 0.3mm 
at the corner. The better condition of the elements when a radius is present also 
results in further progression of the simulation. It terminates at 47.5% of the total 
compaction cycle with a relatively coarse mesh (3341 elements) in the case where 
no radius is present and 54.5% with a radius despite a finer mesh (6072 elements).
The evolution of density is presented in the sequence of Figures 5.22 to 5.26. On 
the left of the corner in Figure 5.26, where the column of powder is higher, the 
density drops sharply as the powder can be compressed into the 6mm deep step. 
Looking at the earlier stages, it is visible that as the compaction takes place, a loss 
of density can be observed just below the corner. This phenomenon is dilatancy. It 
is predicted by the plasticity theory of granular media. It consists of a local increase 
in volume under shear conditions. This phenomenon can be observed mainly at low 
densities in powders as reported by McDonald et al. [MSCW06] and can also be 
indirectly detected at higher densities (simple compression test, Chapter 3). The 
sequence in Figures 5.22 to 5.26 shows the evolution of the density at the corner 
with the minimum value recorded at each step. As the areas in which dilatancy is 
present are sheared, the arrangement of the grains of powder changes. The compact 
spatial configuration that was assumed is disturbed and as grains roll against each 
other, they occupy a larger volume. This explains why dilatancy is only recorded at 
low pressures and relatively low densities as plastic deformations and fracture will 
take place in conditions of higher pressure and density. This phenomenon is present
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Figure 5.20: Density Contours and displacement vectors in the part 17 without a 











Figure 5.21: Density Contours and displacement vectors in the part 17 with a 0.3mm 
radius at the corner.
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in each case of this stepped component compaction study.








Figure 5.22: Component 17 at 10% of the compaction.
them when they reach the same compaction ratio or average density. The simula­
tions of cases 17, 19 and 20 stopped respectively at 54.5%, 91% and 100% of the 
compression stroke. Using the compaction ratio would result in the comparison of 
series 17, 19 and 20 at 52.5%, 70% and 100% respectively with a compression ratio 
of 1.674:1. However, to reproduce the conditions observed experimentally, the fill 
densities are different between the simulations: 3.55g/cc (series 17), 3.68g/cc (series 
19) and 3.61g/cc (series 20). It was therefore decided that comparing the results 
of the simulations when they reach the same average density is more appropriate. 
At 54.5%, 81% and 98% respectively, the simulations 17, 19 and 20 have a common 
average density of 5.96g/cc, at which the results are deemed comparable.
Figure 5.27 shows that the lowest density is found in the part number 20, although 
only marginally lower than the lowest value in the other parts, it is particularly 
important as the compact is at 98% of its compaction. The fully compacted density 
is 6.06g/cc and this affects the final result dramatically. In the SEM pictures, the 
component 20 is the one with the largest crumbled area. The other two simulated
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Figure 5.23: Component 17 at 20% of the compaction
Figure 5.24: Component 17 at 30% of the compaction









Figure 5.25: Component 17 at 40% of the compaction.
Figure 5.26: Component 17 at 50% of the compaction.
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components reach higher density as they are only at 81% and 54.5% of their com­
paction cycle. This results in higher density throughout the compact. However, a 
crumbled area is still observed in the SEM images, below the corner. This shows 
that the area does not reach a sufficient density to sustain the stresses of ejection 
and the handling necessary to obtain the images. It is also possible that density in 
this area is so low that no cohesion is achieved by the compaction. Shear stresses, 
however are higher in the components 17 and 19 (Figure 5.28), just over the corner. 
This area is affected by concentric shear fracture present on the SEM images (Fig­
ures 5.19 and 5.21).
Plotting the evolution of density in Figure 5.34 shows that the component 17 clearly 
exhibits dilatancy. On the other hand, although dilatancy occurs in the other com­
ponents, it is not as pronounced and observation of the results shows that it is due to 
an increase in the volume of the element to which the node belongs, which occurs as 
the edge of the element returns in contact with the boundary. This can therefore be 
treated as an effect of the spatial discretisation and not a phenomenon attributable 
to powder behaviour, such as the dilatancy observed under shear conditions.
This set of simulations shows that dilatancy is predicted by the numerical model 
but is not a principal cause of cracks in the components studied. The most important 
cause of fracture is the presence of high shear stresses. The dilatancy phenomenon 
develops in areas where, instead of cracks developing, the collapse of a region is 
observed due to a lack of cohesion in the material. As shown by the SEM images 
and the simulations, dilatancy is not necessarily present to obtain the collapse of 
region, the densification may simply be locally insufficient.
The dilatancy, however can be interpreted as a sign of material weakening. Its pres­
ence at low densities can have little effect as the material may develop cohesion as 
it is subsequently compacted but a loss of density at a high relative density is a 
sign that the material is damaged. Indeed, any plastic deformation with a gain in 
volume can result in the dislocation of the interlocking previously achieved between 
the particles.
The achievement of cohesion can be seen as a process which only starts from a 
threshold density and nucleates in a statistical manner, much like solidification in 
casting processes. For a valid representation of the risk incurred by dilatancy in a 
continuum model, a threshold density needs to be identified from which the domain
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a) component 17 component 19
c) component 20
Figure 5.27: Density contours when the components reach an average density of 
5.97g/cc.
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b) component 19a) component 17
Shear Stress XY
178.704 69.378  60.053 • 50.727
141.402 32.076 22.751 13.425 4.1
-52255
(c) component 20
Figure 5.28: Shear stress contours when the components reach an average density
of 5.97g/cc.
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Figure 5.29: Evolution of the density at the node below the corner of component 
17, 19 and 20.
is not considered to be granular any more but solid. The failure by dilatancy above 
this threshold is then considered critical. Thus modelling the initiation of failure 
needs to take into account the statistical nature of the material behaviour and the 
transition of the material from non-cohesive (granular) to a cohesive state (porous 
solid).
5.4 Developm ent of a Crack In itia tion  Risk Index
This particular crack initiation risk index does not aim to predict the growth of 
fracture, but it was developed to be an indicative tool to help identify areas which 
may cause problems in an industrial context.
As highlighted in the second chapter of this thesis, models for crack growth pre­
diction have already been developed [TA06]. These models, however have an im­
portant drawback: they can only predict fracture growth when a defect is already 
introduced. Also they are deterministic in their way of defining fracture. Chapter 
3 showed, with the Brazilian disc test in particular, that crack initiation is essen­
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tially statistical even if the repeatability of the loading curve is good. This led to 
the choice of a statistical approach for defect prediction, in which the propensity of 
crack initiation is investigated rather than the full growth of a fracture. This ap­
proach is also coherent with the industrial context of the work as it is of no interest, 
during a product development, to know how a crack evolves. The key issue is to 
know whether cracking will occur at all. The Brazilian disc test is a good example 
of a test that can be used to calibrate a statistical crack propensity criterion. Direct 
tensile tests and shear tests can also be considered. The main requirement is that 
the fracture initiation is clearly identifiable in the test.
The cracks can be identified as taking place in the particular region of the stress 
domain located on the tensile side of the critical state line of the elliptic model. This 
can be exploited in conjunction with the statistical approach to establish the basis 
for a crack initiation risk.
To formulate a risk index for fracture occurrence, the Weibull distribution was cho­
sen. This distribution needs an origin at which the event probability is null and the 
definition of the variable on which the probability depends. A risk region was iden­
tified and a base line can be used in the P  — Q plane where the risk of fracture can 
be considered null. The variable which can be exploited from this configuration is 
the distance between the base line and the stress locus at which the risk is evaluated 
in the P  — Q plane.
This section introduces the crack propensity criterion as an outcome of the work 
carried out for this thesis. The conditions in which fractures occur have been identi­
fied experimentally and it was shown in the previous section that the finite element 
model used throughout this work can reproduce the conditions that lead to failure 
and respond appropriately to changes in the tool motions that are used to avoid 
cracks in the industry. This section makes use of this information to formulate a 
crack propensity criterion, which encapsulates material variability in the Weibull 
distribution used to calculate the risk of fracture with a particular set of stress 
and state variables (subsection 5.4.1), and which also encapsulates the kinematic 
variability of fracture propensity with the cumulated risk function throughout the 
material history, presented in subsection 5.4.2. These parameters are calibrated with 
a logical argumentation as this is used as a proof of concept for the introduction of 
this new crack propensity criterion. However, some tests can be used to calibrate
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it more accurately as mentioned above. The three following subsections present the 
properties of the statistical model, followed by a subsection on the exploitation of 
the model. This is then illustrated by two examples in section 5.5.
5.4.1 The W eibull D istribution
The base line needs to be defined in shape and position. The use of the critical 
state line can be considered for this but the use of an ellipse has advantages. By 
using a portion of an ellipse concentric with the yield surface, the distance between 
the stress point and the baseline is along the line passing through the centre of the 
ellipses and the stress point P  — Q. This is represented by the axis x  in Figure 5.35. 
It can be assumed that, for purely hydrostatic stresses, a compressive state cannot 
lead to fracture in the elastic region, whereas a proportion of the compacts may start 
failing as soon as they are subjected to any tensile stress. This assumption leads to 
the baseline of the distribution passing through the origin of the P  — Q plane.
A second point of the baseline can be chosen because it represents, in an associated 
model, the limit condition between the compacting and dilating region of the yield 
surface. When the compact enters the dilating region, its integrity can be considered 
at risk, whereas under compacting conditions, consolidation occurs, therefore the 
baseline will go through the point of the yield surface where Q is maximum.
It is then chosen to calibrate the probability distribution so that the likelihood of the 
compact failing is 0.99 when it reaches the yield condition under a purely hydrostatic 
tensile stress.
The present distribution (Figure 5.35) is used to illustrate and demonstrate the 
principles of the model. The present calibration is based on reasoning and a choice 
of risk at one point. These assumptions can be compared to statistical data collected 
experimentally. The model makes provisions to accommodate a variation in the 
distribution parameters according to the angle 9 (Figure 5.30).
The baseline is described by:
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Figure 5.30: Risk of failure — Weibull distribution
At any point (P, Q) of the stress space on the tensile side of the critical state, the 
probability assessment parameter x of a Weibull distribution can be calculated as 
the distance from the baseline of the distribution along the line passing through the 
stress locus (P, Q) and the centre of the ellipse. It is then necessary to find the 
intersection between that line and the baseline.
The distribution variable x can be calculated as:
X =  s[ ( P ^ p T + Q 2 -  \J(Pm  A ) 2 +  Q L  
The risk of failure is expressed at x as the Weibull probability function for x > 0:
In which is a scale parameter, which can be a function of 0, and b is a shape 
parameter investigated further (Figure 5.38). The cumulated probability function, 
defining the probability of the event between 0 and x is:
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5.4.2 Calibrating the D istribution
For this first study on predicting the propensity of fracture in powder compacts, a 
very simple calibration was used. The probability distribution was assumed to be 
independent of the angle 6  (Figure 5.35). The weight can also be kept very simple, 
so the relative density is chosen. Two parameters are assumed here. Data from 
observations of failure in production or in a large series of experiments would need 
to be used.
The shape of the distribution is determined by the exponent b. It is set as 2 in 
the present study. The corresponding shape of the probability function is shown in 
Figure 5.31. The scale parameter a  can be calculated from a single point of the 
yield surface at which the probability of failure, Fq=0, is known. It is decided for 
this case that this point is the point of tensile hydrostatic yield. It can therefore be 
deduced:
F9=„ =  l - e x p ( -  g ) )
in which F(pc) is known and x — \PC — P\\. Rearranging gives:
As specified previously, this particular study uses Fq=o =  0.99, therefore:
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b=l/2
Figure 5.31: Shapes of the Weibull probability distribution with varying shape factor 
b
5.4.3 Evolution of D am age and Possibility of Recovery of 
th e  M ateria l
The index for the risk of fracture occurring needs to take into account that, at 
low density, the material may not yet have reached a cohesive state, thus powder 
flow happens without fracture and the risk is very low, but a high risk is incurred 
when the the stress is in the area of the the P — Q plane that was identified as 
crack prone. This transition can be reflected by the use of a history dependent 
function to establish the cumulated risk throughout the compaction cycle and by 
the use of a weight function based on the density. Finally, the index is based on 
statistical methods. It should therefore take values between 0 and 1 to indicate 
the probability of crack occurrence. Based on these considerations, the following 
function is introduced:
f f n —l - ^ n —1 T  W m a x F { x n )
CHAPTER 5. FRACTU RE PRO PENSITY 189
where R  is the cumulated risk over the history. W  is the weight function introduced 
above, Wmax is its maximum value encountered during the simulation at the point 
considered. F (xn) is the probability of a fracture initiating at the time n. The 
subscripts indicate the time step at which the value of the concerned variable is 
computed.
The weight function is critical as it governs the ability of the material to recover when 
recompacted in the cases when a loss of density occurs. This type of phenomenon 
typically happens at low density. At high density, a fracture is more likely to appear, 
which cannot recover. The weight function is introduced to reflect this change in 
behaviour towards damage conditions . The simplest form it can take is equating it 
to the relative density:
W  = T)= —
Pmax
A more advanced possibility can take into account an evaluation of the density from 
which cohesion develops and how it grows over a density range. Once the cohesion 
density is reached, the weight function takes a high value and as a consequence, any 
risk of fracture at such density will have a greater impact on the damage/fracture 
index history. A proposed form for such a function is:
W(r]) = 0.5 ^tanh — 1 ^ + 1 ^
A can be interpreted as a parameter setting the band of relative density over which 
density develops and B sets the average relative density at which cohesion appears. 
The influence of these parameters is illustrated in Figures 5.32 and 5.33.
The parameter B  can be determined from the Brazilian disc test for example. 
In, section 3.3.4, a curve fit on values of fracture initiation stress against density 
suggests that the lower density at which tensile stress can be sustained is 4.65g/cc 
as it is the value at which the fitted curve intersects with the density axis. This 
corresponds to a relative density of 0.627 which can be used for B  in the weight 
function for a DistaloyAE powder mix.
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Figure 5.32: Change in the weight function with the parameter A
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Figure 5.33: Change in the weight function with the parameter B
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5.4.4 Definition of th e  Origin of th e  W eibull D is tr ibu tion  
on th e  Elliptic Baseline
Defining the x  axis requires fitting a line through (P, Q) and the centre of the baseline 
ellipse, (Pi,0), thus:
Q = aP + b (5.2)
- Q  
a P i - P
b = Q — aP
The intersection is then calculated by satisfying equations 5.1 and 5.2. Substituting 
equation 5.1 into equation 5.2 gives:
a> +  2a bP  +  b>Q 2 o+ ( P - p ) _ 1 =  0
Ql PI
1 \  ( 2ab 2 P A  62
\ Q l  + P i ) + [ Q l
A = C
Ql +
2 ab 2 Pi
c  = E  
Ql
The roots of the polynomial are calculated as
_  - B  ±  -  4AC
w < "
with both roots real if the intersection exists. The value of the pressure at the in­
tersection, Pint, is Pi or Pa such that is such that Pint is smaller than Pi then Qint 
is calculated from equation 5.2.
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5.5 Examples
The test cases used to investigate the conditions in which fracture may occur were 
used to analyse the proposed formulation for fracture propensity. The simulations 
for the cylinder and the stepped component 17 were repeated after implementation 
of the fracture initiation index. The Weibull distribution shape parameters was 
defined as b=2 and the scale parameter was calculated at each evaluation of the 
risk so that 50% of the compacts are considered to have failed if they reach the 
hydrostatic tensile stress of the yield surface. The scale parameter is assumed in­
dependent of the angle 9. Finally, the relative density is used as the weight function.
5.5.1 Test Case: Ejection Crack
The three simulations presented in section 5.1 were used to investigate the behaviour 
of the fracture initiation criterion. They differ by their unloading and ejection 
scheme. The first one undergoes a complete unloading in the die before ejection, 
the second one undergoes a partial unloading and is then ejected, whereas, in the 
third case, the part is ejected with the top punch maintained in position on the top 
surface. It is then unloaded after ejection.
At the end of the compression stroke, as expected, no risk is observed for the in­
tegrity of the components. During the ejection phase, the risk index remains zero 
throughout all three components until the compact starts emerging from the die. 
As the compact emerges from the die, the risk index rises in the component where 
no top punch pressure was maintained. The area affected matches the area affected 
by tensile stresses. Figure 5.34 shows the components at 75% of the ejection stroke, 
which corresponds to half of the compact being out of the die. The areas subjected 
to tensile stresses are clearly identified by the risk index. As the compact is pushed 
out, the risk index increases to 1 on its upper surface then goes down again. The 
reason for the decrease in the risk index is discussed further. The ejection scheme 
with a partial unloading exhibits points of localised risk not exceeding 0.33 along 
the vertical wall. In the scheme with the top punch fully maintained on the com­
pact, the risk index remains equal to zero throughout the entire ejection. The result 
after unloading of the parts shows important areas with a high risk index. These
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are the areas where tensile stresses develop. The shear stresses appeal' to have little 
effect on the risk index. The calculated risk index distributions are shown in Figure 
5.34 at 75% and 100% of the simulated ejection. An important portion of the risk 
area is within the compact. Although these areas were found to be risk regions, it is 
unlikely that fracture initiates there, as fracture tend to grow from existing surfaces. 
According to this, the greater risk region is on the lower part of the outer surface of 
the component ejected without any top punch pressure.




















Figure 5.34: Calculated fracture initiation risk index according to the unloading 
scheme above.
section to identify regions likely to develop defects. It required an adaptation of 
the finite element program for its implementation: the value of the risk index must 
be capped to 1 at the stage where the results are interpolated from the integra­
tion points to the nodes of the mesh. This procedure carried out by a least square 
method, which can result in values of the risk index greater than 1 at nodes on the 
boundary. The use of a finer mesh or higher order elements can be a solution in areas 
of important gradients, an investigation of error estimation and mesh refinement is 
available in Khoei’s thesis [Kho98].
The risk index, in this particular case yields good results to identify where tensile
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cracks can emerge. However due to the very simplified calibration the regions of 
shear stress do not appear highlighted. This is because the scale factor a  is kept 
independent of the angle 6 in the P  — Q plane. In the next section, the failure is 
linked to the emergence of shear stresses, which will highlight the performance of 
the criterion in such conditions.
5.5.2 Test Case: Shear Crack
Of the tests carried out to investigate the shear cracks, the case 17 was the only 
one repeated with the implemented crack initiation propensity criterion. This is 
because it is the only one in which the dilatancy effects have been confirmed as a 
consequence of shear stresses rather than mesh displacements and because the shear 
fracture also appears to be present on the micrographs concentrically around the 
corner.
The highest risk (index level 0.49) occurred at 21% of the compaction (Figure 5.35) 
and then decreased to 0.3 as density increased as part of the recovery with com­
paction. It was located in an area of low pressure and low density, below the corner. 
The area of high shear stress located above the corner with high density is not 
highlighted. This indicates that if an associated elliptic model is used, covering the 
dilating region of the yield surface with a fracture risk criterion is not sufficient. It 
highlights the possibility of the emergence of fractures under a compressive state 
with high deviatoric stresses.
Superimposing the resulting risk distribution on the SEM image in Figure 5.36 shows 
that the zone that was predicted to be damaged is located lower than observed on 
the SEM image. This can be attributed to several factors. Once the material is 
damaged, it behaves differently due to the lack of cohesion developed. This affects 
tensile and shear stresses mainly as compressive stresses can still be transmitted. 
Also, the image shows that the radius of 0.3mm at the corner may have been an 
overestimation. It was simply specified as a rounded edge for the tool manufacture.
The case studies demonstrated the principle of an empirical criterion defined in the 
stress space. It highlights the issues associated to detecting fractures. The functions 
for the baseline and weight used to map the risk of fracture criterion are chosen for
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0 .4 9 0 1 1
0 .4 3 5 6 5
0 .3 6 1 2
0 .3 2 6 7 4
0 .2 7 2 2 8
0 .217B 3
0 .1 6 3 3 7
0 .1 0 8 9 1
0 .0 5 4 4 5 7
Figure 5.35: Damage risk in component 17.
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Figure 5.36: Superimposed damage risk in component 17 and SEM image.
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a proof of concept. They show that fracture does not only appear under the dilating 
conditions of the plastic potential or yield function in this associated model.
5.6 Closure
This chapter presented two aspects of fracture investigation. The first part, ex­
perimental, investigates the conditions of fractures initiation. Tensile and shear 
conditions are identified. Also, it was demonstrated that in the case of bad syn­
chronisation in the tool movements, the most likely source of defects is the fact that 
some regions do not undergo appropriate densification, and this phenomenon can 
be reproduced by simulation. The resulting low density regions are shown to have 
crumbled away from the parts.
A crack initiation risk index is introduced. The functions used in this study to de­
fine the behaviour of the index are chosen for a proof of concept. The rules defining 
the risk index are empirical, and the objective is to demonstrate the exploitability 
of a stress based criterion. The index can be appropriate for industrial use where 
data collection is combined with simulation tools. The studies presented show that 
the criterion in its current form is sensitive to low pressure conditions but does not 
always show high shear stress regions. A modified form of the baseline for the distri­





The work presented in this thesis led to the formulation of a statistical crack propen­
sity criterion. The criterion rests experimental evidence that failure occurrences are 
difficult to characterise in a deterministic fashion. The proposed formulation takes 
into account the material history and the initial results show good correlation with 
experimental observation.
As a part of the study, the influence of the ejection scheme and material movements 
in the non homogeneous compaction of a stepped component. The ejection study 
showed that tensile stresses develop when no pressure is maintained and also the 
presence of a layer of material re-compacted during ejection on the outer wall of 
component ejected under a top punch load. The non homogeneous compaction of a 
stepped component highlighted the material movements and dilatancy in conditions 
of dominant shear stresses.
The Lode dependency of powders was investigated. Based on published experimen­
tal data, a Lode dependent model was developed and implemented. The test cases 
show that important variations can occur in the peak values of the stresses. A 31% 
difference was observed in residual axial stress between the models. The general 
aspect of the stress distributions throughout the components is not significantly af­
fected, neither is the density distribution. The tool forces are consistently marginally 
lower with the Lode dependent model. This highlights that the Lode dependency is
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an important factor when looking for the conditions in which failure can occur, but 
has little interest in toolset design or in the evaluation of density distribution in a 
component.
The experimental investigation, in Chapter 3, focussed on characterising the low 
pressure region of the yield surface. As a result, an modified single surface yield 
model was formulated that can reflect the behaviour of powders at low pressure 
accurately. To gather the experimental data required, the simple compression test 
and the Brazilian disc test were used. New image processing techniques were de­
veloped to validate the test condition rather than exploit the loading curves, as is 
the case with conventional data reduction techniques for these tests. This made 
the more complete exploitation of the test possible, including the calculation of the 
elastic properties of powder compacts, without measurement methods requiring con­
tact with very fragile green components. Dilatancy could be observed in the simple 
compression test and the failure of the compacts during the Brazilian disc test was 
matched with theoretical predictions. Fundamental differences were highlighted be­
tween the behaviour of ferrous and ceramic powders, in particular the brittleness 
of alumina in presence of tensile stresses. The observations on the failure of the 
compacts also supported the statistical approach for fracture prediction.
The summary of the work carried out for this thesis shows that he work converged 
to the defect prediction criterion by characterising the stress conditions in which the 
integrity of compacts is at risk and exploiting this data as a basis. Further devel­
opments are possible, in particular with a view to characterise the crack propensity 
criterion. A more extensive set of tests, including the Brazilian disc test, tensile tests 
and possibly shear box tests could be carried out. This would make it possible to 
fit the probability distribution more accurately to the material behaviour. It is also 
important to establish the cohesion density of the material considered to formulate 
the recovery function, as a granular material can be subsequently recompacted but 
a fractured solid will not recover.
Finally, the model established as a conclusion to the third chapter was not numeri­
cally tested. A numerical implementation could show how the compacts are affected, 
in particular ceramics, by a reduced shear strength.
This work aimed to investigate the failure of the powder compaction process and
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it was chosen to characterise the phenomena as a continuum to obtain results ex­
ploitable for finite element simulation. An alternative approach could be the study 
of the micromechanical phenomena that lead to the failure or success of a com­
paction. An extension to this work could exploit micromechanical models, such as 
the DFEM, to explore the development of cohesion in granular media but also the 
development of fracture. It may then be possible to know if fracture occurs by break­
ing the powder particles or loss of the interlocking in the material. Both mechanisms 
may occur according to the conditions. Numerical predictions could be compared 
to experimental data to investigate cold welding, held as a contributor to cohesion 
but little documented in the literature to date. A numerical investigation with the 
DFEM could also be used to investigate the influence of powder morphology and 
ductility on their behaviour, providing a micromechanical insight into the differences 
highlighted in Chapter 3 by bulk characterisation techniques, which suitable for the 
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A ppendix A
Derivatives for the Developm ent 
of the Three-Invariant M odel
The derivatives omitted in Chapter 4, necessary for the implementation of the three- 
invariant model are laid out in this appendix.
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A .l Standard Derivatives
In the case of a 2-D problem in which the stresses are a  
the derivatives of the stress invariants are:
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A .2 Derivatives of the Hardening Terms
P Pmax,
Ic = KcO +  KciIq +  Xc2^0
M = (  6<? ma* tanh (  K ih
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A .3 Derivatives of the Yield Function/Plastic Po­
tential
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A .4 Derivatives of n w ith Respect to the Hard­
ening Coefficients
d n  d n  dp
depv dp de■pv
When using equation A .l to express n , the derivatives of Ci, C2 and C3 are required. 




_  _  dhi ( .  dlo /r _  .  d lc\  n k, . _ t  \ / t  t  \
=  d l 2 ( ( 1 “  c) ( 1 “  o) f y )  +  J 2 ( 1 “  o) ( 1 ”  c)




Regrouping the terms gives:
<9ro
=  —M «
d n
— - =  - M k 
d lc
d Il , o / r {  dhi d j 2 , 5/C 5 J 3
, o a r T \ {  dhi dJ2 dn dJ3
d n
d M
d / i=  k2 (2A -  J0 -  / c) _ L  +  2k (h  -  I0) (h  -  Ic)
d a
dhi dJ2 dhi dJ3
dJ2 d a  dJ 3 d a
d n
de
d n  dlo d n  d lc d n  dM  \  dp
pv dlo dp d lc dp dM  dp J  depv
A ppendix B
M aterial Properties for the  
Sim ulations
The material properties of the ferrous powder DistaloyAE, used for the simulations 
in chapters 4, 5 and in the simulations of Appendix C are listed in this appendix. 
They are for use with the modified CamClay model as laid out in Chapter 4.
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The equation of the yield surface is:
(P  -  P i)2 Q2 
1  P* + Ql
The calibration procedure laid out in section 3.5 is used to establish the value of
Pi and Qo over a density range. The coefficient K i, K 2, K 3 and Qmax are then
computed by using the optimisation routine in Microsoft Excel to fit the functions 
the map Pi and Q0 against the density.





Qo — Qmax tanh .
\  Or
The coefficients for the DistaloyAE are:
K x =  63.87622M P a
K 2 = 1.231336
K 3 = 1.846485
Qmax = 286.5595MPa
The limit values of the density are the loose powder density: po =  3.2g/cc and the
maximum green density: pmax = lAg/cc.
The characteristic curves are in Figures B .l and B.2. It was shown in Chapter 3 
that it is not possible to calibrate the model with the simple compression test or 
the Brazilian disc test to obtain the cohesion term. It is necessary, however to have 
cohesion to carry out simulations that include the ejection. For this purpose, after 
inspection of the data obtained through the model developed it was decided that it 
is appropriate to adopt: P0 =  I.O6P 1 for the modified CamClay model.
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Figure B.l: Fitted function for P0 and Qo against the powder density
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Appendix C
Num erical Sim ulations of the  
Simple Compression test and the  
Brazilian Disc Test
The results presented in this appendix are obtained from the simulation of the simple 
compression test and the diametral compression test. They are included for refer­
ence within the main text but it is acknowledged that refinements may be required.
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C .l Simple C om pression Test
A cylinder of powder was compacted to an average density of 6.78g/cc. Its diameter 
and compacted height are 18mm. The mesh is composed of 2503 linear triangular 
elements of uniform size. The density distribution is shown in Figure C .l. The top 
punch was then raised and the die stripped down. The compact is then submitted 
to a load from the top punch without any confinement, thus reproducing the simple 
compression test.
The results are plotted below as the first stress invariant and the second deviatoric
Density____
17.0088 6.9538 6.8988 • 6.8437
16.7887 6.7337 6.6787 6.6237 6.5687 
6.5137
Figure C.l: Density distribution at the end of the compaction
stress invariant, which are respectively measures of the pressure and the deviatoric 
stress.
The evolution of the stress invariants (Figure C.2) shows that the pressure and 
deviatoric stresses increase until 60% of the top punch stroke. They then start to 
decrease slowly. In particular, a band of high deviatoric stress is formed from the 
upper outer corner to the centre of of the component when the displacement of the 
top punch is 0.442mm. This band of high deviatoric stress is present before the 
maximum load is reached (47.86kN at 0.468mm). The loading curve in Figure C.3
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Top punch displacement
0.0mm 0 .2 mm 0.4mm 0 .6 mm 0 .8 mm 1.0mm
-757.97 -667.85 -577.74 -487.63 -397.51 -307.40 -217.29 -127.18 -37.063 53.049
First stress invariant
■
0000.0 1813.8 3627.7 5441.5 7255.4 9069.2 10883 12697 14511 16325 
Second deviatoric stress invariant
Figure C.2: Stress invariants during the simple compression test
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shows the main features of the experimental loading curves with a settlement at 
the beginning of the compression, then a linear region followed by an inflexion and 
decrease in the top punch load. The rupture of the component is not simulated so 
the final collapse with the reduction of the top punch load is not complete. Following 
the density of the node 192 (FigureC.4) is also an indicator that yielding occurs in 
the component before the maximum load. At this particular node, located at the 
centre of the high deviatoric stress band, the density decreases from a top punch 
displacement of 0.378mm. Figure C.5 shows that the radial displacements do not 
only evolve with the radius in the component but also with the axial coordinate. 
This indicates that barrelling takes place. The barrelling is not symmetrical between 
the top and the bottom of the compact. This shows that the density distribution at 
the beginning of the test influences the profile of the compact. It is safe to assume 
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Figure C.3: Top punch load during the simple compression test
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Figure C.4: Evolution of density at node 192 (shown on the right)
Racial emplacement





-0.0020192Figure C.5: Radial displacements at the end of the simple compression test
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C.2 B razilian  Disc Test
The diametral compression test was simulated for a powder compact. The initial 
density was set as 7.2g/cc. The compact has an 18mm diameter and its its thick­
ness is set as 1mm for the simulation. The plain stress conditions are used for the 
analysis. The contacts at the top and the bottom of the cylinder are set as 3mm 
wide, so that the ratio of contact width to sample diameter is 0.167.
The simulation of the diametral compression test shows that dilatancy sets early in 
the test after a tool displacement of 0.012mm (Figure C.6). The resulting strain 
increment highlight the possibility that fracture may occur from other points than 
the centre of the compact along the compressed diameter. This result still needs 
refinements on the mesh and contacts but the results concur with the results by 
Procopio [PZC03], which states that this is due to the influence of plastic deforma­
tions incurred around the contact.
The evolution of stresses (Figure C.7) and density (Figure C.8) show that a part of 
the dilation at the centre is carried out elastically until the yield surface is reached. 
The stresses then start decreasing as the bearing capacity of the powder is reducing 
by the density loss.
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Figure C.6: Dilatancy in the diametral compression test threshold on volumetric 
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Figure C.8: Evolution of density at the centre node
